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[bookmark: _Toc517082226]* * * * First change * * * *
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System architecture for the 5G System (5GS)".
[3]	3GPP TS 23.502: "Procedures for the 5G System (5GS)".
[4]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[5]	3GPP TS 23.247: "Architectural enhancements for 5G multicast-broadcast services; Stage 2".
[6]	3GPP TS 26.348: "Northbound Application Programming Interface (API) for Multimedia Broadcast/Multicast Service (MBMS) at the xMB reference point".
[bookmark: definitions][7]		3GPP TS 26.501: "5G Media Streaming (5GMS); General description and architecture".
[8]	IETF RFC 3500: "RTP: A Transport Protocol for Real-Time Applications".
[9]	IETF RFC 2250: "RTP Payload Format for MPEG1/MPEG2 Video".
[10]	3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS); Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)".
[11]	3GPP TS 26.531: "Data Collection and Reporting; General Description and Architecture".
[12]	3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE)".
[X]	3GPP TS 33.501: " Security architecture and procedures for 5G system".

* * * * Second change * * * *
[bookmark: _Toc99180194][bookmark: _Toc99180205]4.5	Domain model
[bookmark: _Toc99180195]4.5.1	User Services domain model
The domain model for MBS User Services addresses different service and session concepts that are established between the different functional entities of the MBS User Services architecture, as shown in figure 4.5.1‑1.


Figure 4.5.1-1: MBS User Services domain model
In the above figure:
1.	The MBS Application Provider initiates MBS User Service Provisioning with the MBSF to provision an MBS User Service.
2.	Subsequently, the MBS Application Provider provisions a number of time-bound MBS User Data Ingest Sessions within the scope of the newly provisioned MBS User Service, also by means of MBS User Service Provisioning.
When the current time enters the time window of a provisioned MBS User Data Ingest Session:
3.	The MBSF establishes an MBS User Service Session of the parent MBS User Service by establishing an MBS Session in the MBS System. The reception parameters of the MBS Session are advertised in an MBS User Service Announcement, as defined in clause 4.5.2 below. The MBS User Service Announcement is optionally passed back to the MBS Application Provider by means of MBS User Service Provisioning (see step 7bis).
4.	The MBSTF establishes an MBS User Data Ingest Session between itself and the MBS Application Provider for the purpose of ingesting objects or packets, according to the type of distribution method provisioned.
5.	The MBSTF establishes an MBS Distribution Session and begins to transmit objects or packets on it according to the configured distribution method as and when they are available from the MBS User Data Ingest Session.
When an MBS User Service is established:
6.	The MBS-Aware Application instructs the MBSF Client to activate an MBS User Service by means of MBS User Service Control.
7.	The MBSF Client may acquire the MBS User Service Announcement from the MBSF via the MBS User Service [or via the MBS Distribution Session] and pass selected application-facing parameters (such as the service class and service names) up to the MBS-Aware Application by means of MBS User Service Control.
7bis.	Alternatively, the MBS User Service Announcement may be made available to the MBS Application Provider, in which case the MBS-Aware Application obtains it via an application-private MBS Application Service and then provides it to the MBSF Client by means of MBS User Service Control.
8.	The MBS-Aware Application selects the announced MBS User Service via MBS User Service Control and, as a result, the MBSF Client activates reception of the corresponding MBS Distribution Session in the MBSTF Client.
9.	An MBS Application Data Session is established between the MBSTF Client and the MBS-Aware Application to supply the latter with received (and possibly repaired) user data.
[bookmark: _Toc99180196]4.5.2	Static information model
Figure 4.5.2‑1 shows how the different service and session concepts depicted in figure 4.5.1‑1 above relate to each other. In this figure:
1.	The MBS Application Provider provisions the parameters of a new MBS User Service by invoking the Nmbsf service either directly, or via the NEF.
[bookmark: _GoBack]2.	The MBS Application Provider provisions a number of time-bound MBS User Data Ingest Sessions within the scope of the MBS User Service by invoking the Nmbsf service either directly, or via an equivalent service provided by the NEF. Each MBS User Data Ingest Session includes the details of one or more MBS Distribution Sessions. The MBSF provisions additional MBS Distribution Session parameters (denoted in table 4.5.6‑1 as assigned by the MBSF) and exposes some of them back to the MBS Application Provider (as indicated by the NOTE to table 4.5.6‑1). Optionally, the MBS Application Provider provisions the security protection parameter to indicate MBSF to enable the security protection for the MBS Distribution Sessions.
NOTE:	The MBSF typically allocates a Temporary Mobile Group Identity (TMGI) for each MBS Distribution session (see step 4 below), but it is also possible for the Nmbsf service invoker to nominate a particular value during this provisioning step if TMGI allocations are managed externally to the MBSF.
[3.	The MBS Application Provider may additionally provision an MBS Consumption Reporting Configuration within the scope of the MBS User Service by invoking the Nmbsf service either directly, or via the NEF.]
Shortly before the current time enters the time window of a provisioned MBS User Data Ingest Session:
4.	The MBSF provisions an MBS Session in the MBS System by invoking the Nmbsmf service on the MB‑SMF (see clause 9 of TS 23.247 [5]) to allocate a TMGI (if one has not already been allocated) for each MBS Distribution Session and to create an MBS Session Context for each one. In response, the MB-SMF provides the MB-UPF ingest information (specifically, the MB‑UPF tunnel endpoint address and traffic flow information to be used by the MBSTF) to the MBSF. Optionally, the MBSF generates and distributes the MBS Service Key (MSK) with MBS session ID and its key ID to MB-SMF.
5.	The MBSF provisions an MBS Distribution Session in the MBSTF by invoking the Nmbstf service at reference point Nmb2 using the parameters from the newly created MBS Session Context. In response, the MBSTF may provide the TMGI, MBS traffic key (MTK), the MTK ID to the MBSF as defined in W.4.1.2 in TS 33.501 [x].
6.	Using the parameters from the MBS Distribution Session and from the newly created MBS Session Context, the MBSF compiles an MBS User Service Announcement to advertise the availability of the MBS User Service.




NOTE:	Parameters not exposed to the MBS Application Provider via the Nmbsf service at reference point Nmb10 are annotated with the dagger symbol †.
Figure 4.5.2-1: MBS User Services static information model

[bookmark: _Toc99180197]4.5.3	MBS User Service parameters
This entity models an MBS User Service, as provisioned by the MBS Application Provider and as managed by the MBSF. The baseline parameters of an MBS User Service are listed in table 4.5.3‑1 below:
Table 4.5.3‑1: Baseline parameters of MBS User Service entity
	Parameter
	Cardinality
	Assigner
	Description

	User Service Identifier
	1..1
	MBSF
	A unique identifier for this MBS User Service in the MBSF.

	External service identifiers
	1..*
	MBS Application Provider
	A unique identifier for this MBS User Service that is also present in the MBS User Service Announcement.
If assigned in a globally unique manner, this identifier may be useful in correlating this MBS User Service with the same service delivered by a different system.

	Service class
	1..1
	
	The class of this MBS User Service, expressed as a term identifier from a controlled vocabulary.

	Service announcement modes
	1..*
	
	Determines whether the MBS User Service Announcement compiled by the MBSF is advertised to the MBSF Client at reference point MBS‑5[, and/or advertised to the MBSF Client via the MBS Session] and/or passed back to the MBS Application Provider.

	Target service areas
	0..*
	
	The service areas in which this MBS User Service is to be made available.

	Service names
	1..*
	
	A set of distinguishing names for this MBS User Service, one per language.

	Service descriptions
	1..*
	
	A set of descriptions of this MBS User Service, one per language.

	Service language
	0..1
	
	The main language of this MBS User Service.



MBS User Data Ingest Sessions (see clause 4.5.5) are separately provisioned within the scope of an MBS User Service. It is valid for an MBS User Service to have no MBS User Data Ingest Sessions currently provisioned.
[An MBS Consumption Reporting Configuration (see clause 4.5.4 below) may be separately provisioned within the scope of an MBS User Service.]
[bookmark: _Toc99180198]4.5.4	MBS Consumption Reporting Configuration parameters
Consumption reporting for MBS User Services is for future study.
[bookmark: _Toc99180199]4.5.5	MBS User Data Ingest Session parameters
This entity models an MBS User Data Ingest Session, as provisioned by the MBS Application Provider and as managed by the MBSF. The baseline parameters for an MBS User Data Ingest Session are listed in table 4.5.5‑1 below:
Table 4.5.5‑1: Baseline parameters of MBS User Data Ingest Session entity
	Parameter
	Cardinality
	Assigner
	Description

	Data Ingest Session Identifier
	1..1
	MBSF
	An identifier for this MBS User Data Ingest Session that is unique in the scope of the parent MBS User Service (see clause 4.5.3).

	Active periods
	0..*
	MBS Application Provider
	Periods of time during which the MBS User Data Ingest Session is active in the MBS System.
If omitted, the session is active until further notice.



The MBS User Data Ingest Session is composed of one or more MBS Distribution Sessions (see clause 4.5.6 below) and these shall be provisioned in the same operation as the enclosing MBS User Data Ingest Session. It is not valid for an MBS User Data Ingest Session to have no MBS Distribution Sessions defined.
[bookmark: _Toc99180200]4.5.6	MBS Distribution Session parameters
This entity models an MBS Distribution Session, as provisioned by the MBS Application Provider and as managed by the MBSF. This MBSF subsequently uses this information to provision a corresponding MBS Distribution Session in the MBSTF.
The baseline parameters for an MBS Distribution Session that are common to all distribution methods are listed in table 4.5.6‑1 below. All parameters are exposed to the MBS Application Provider except where noted otherwise.
Table 4.5.6‑1: Common baseline parameters of MBS Distribution Session entity
	Parameter
	Cardinality
	Assigner
	Description

	Distribution Session Identifier
	1..1
	MBSF
	An identifier for this MBS Distribution Session that is unique within the scope of the MBS User Service (see clause 4.5.3).

	State
	1..1
	
	The current state of the MBS Distribution Session: INACTIVE, ESTABLISHED, ACTIVE or DEACTIVATING (see clause 4.6.1).

	MBS Session Context
	1..1
	
	As defined in clause 6.9 of TS 23.247 [5] (see NOTE).

	MB‑UPF tunnel endpoint address
	1..1
	
	The tunnel endpoint address of the MB‑UPF that supports this MBS Distribution Session at reference point Nmb9 (see NOTE).

	MB‑UPF traffic flow information
	1..1
	
	Details of the traffic flow to be used by the MBSTF for this MBS Distribution Session, including the multicast group destination address and port number (see NOTE).

	multicast session security context
	0..1
	
	Parameters to protect the MTK when the MTK is delivered to the UE, including MSK and MSK ID (see NOTE).

	Temporary Mobile Group Identity
	0..1
	MBSF or MBS Application Provider
	The Temporary Mobile Group Identity (TMGI) of the MBS Session supporting this MBS Distribution Session.
Allocated by the MBSF in conjunction with the MB‑SMF unless supplied by the MBS Application Provider at the time of provisioning.

	QoS information
	1..1
	MBS Application Provider
	A 5G QoS Identifier (5QI) [2] to be applied to the traffic flow for this MBS Distribution Session.

	Maximum bit rate
	1..1
	
	The maximum bit rate for this MBS Distribution Session.

	Maximum delay
	0..1
	
	The maximum end-to-end distribution delay that is tolerated for this MBS Distribution Session by the MBS Application Provider.

	Distribution method
	1..1
	
	The distribution method for this MBS Distribution Session, as defined in clause 6.

	Distribution operating mode
	0..1
	
	The operating mode in the case where multiple modes are defined in clause 6 for the indicated distribution method.

	FEC configuration
	0..1
	
	Configuration for FEC information added by the MBSTF to protect this MBS Distribution Session.

	Security protection
	0..1
	
	The security protection is needed for the MBS Distribution Session.

	NOTE:	Internal parameter not exposed to the MBS Application Provider.



An MBS User Service Announcement (see clause 4.5.7 below) shall be associated with an MBS Distribution Session when the latter is in the ESTABLISHED or ACTIVE state.
The following MBS Distribution Session parameters are additionally relevant when the distribution method is the Object Distribution Method:
Table 4.5.6‑2: Additional MBS Distribution Session parameters for Object Distribution Method
	Parameter
	Cardinality
	Assigner
	Description

	Object acquisition method
	1..1
	MBS Application Provider
	Indicates whether the objects(s) are to be pushed into the MBSTF by the MBS Application Provider or whether they are to be pulled from the MBS Application Provider by the MBSTF.

	Object acquisition identifiers
	1..1
	
	Identifies the object(s) to be ingested and distributed by the MBSTF during this MBS Distribution Session.
This could be the ingest URL of the object, or the ingest URL of a manifest describing a set of objects, or a reference into a manifest describing a set of objects.

	Content ingest base URL
	0..1
	
	A prefix substituted by the MBSTF with the content distribution base URL prior to distribution of ingested objects.

	Content distribution base URL
	0..1
	
	A prefix substituted by the MBSTF in place of the content ingest base URL prior to distribution of ingested objects.



The following parameters are additionally relevant when the distribution method is the Packet Distribution Method:
Table 4.5.6‑3: Additional MBS Distribution Session parameters for Packet Distribution Method
	Parameter
	Cardinality
	Assigner
	Description

	MBSTF tunnel endpoint address
	1..1
	MBSF
	An endpoint address to which an MBS Application Provider establishes a unicast tunnel at reference point Nmb8 prior to the commencement of this MBS User Data Ingest Session.

	MBSTF traffic flow information
	1..1
	
	Details of the User Plane data traffic flow to be used by the MBS Application Provider for this MBS Distribution Session, including the multicast group destination address and port number.



[bookmark: _Toc99180201]4.5.7	MBS User Service Announcement parameters
This entity models an MBS User Service Announcement, which is compiled by the MBSF and used to advertise the current or imminent availability of an MBS User Service in the MBS System. The baseline parameters for an MBS User Service Announcement are listed in table 4.5.7‑1 below:
Table 4.5.7‑1: Baseline parameters of MBS User Service Announcement entity
	Parameter
	Cardinality
	Assigner
	Description

	Temporary Mobile Group Identity
	1..1
	MB‑SMF
	The Temporary Mobile Group Identity (TMGI) of the MBS Session supporting the parent MBS Distribution Session.

	External service identifiers
	1..*
	MBS Application Provider
	A unique identifier used by the MBSF Client to distinguish between MBS User Services.
If assigned in a globally unique manner, this identifier may be useful to the MBSF Client in correlating the MBS User Service with the same service delivered by a different system.

	Service class
	1..1
	
	The class of the MBS User Service, expressed as a term identifier from a controlled vocabulary.

	Start date–time
	0..1
	
	The point in time from which this MBS User Service Announcement is valid.
If not present, the announcement is already valid.

	End date–time
	0..1
	
	The point in time after which this MBS User Service Announcement is no longer valid.
If not present, the announcement is valid indefinitely.

	Service names
	1..*
	
	A set of distinguishing names for the MBS User Service, one per language.

	Service descriptions
	1..*
	
	A set of descriptions of the MBS User Service, one per language.

	Service language
	0..1
	
	The main language of the MBS User Service.

	Distribution method
	1..1
	
	The distribution method for this MBS User Service, as defined in clause 6.

	Distribution operating mode
	0..1
	
	The operating mode in the case where multiple modes are defined in clause 6 for the indicated distribution method.

	Session Description parameters[ ]
	1..1
	MBSF
	Additional parameters needed to receive the MBS Session supporting this MBS User Service, including relevant User Plane traffic flow parameters.

	Security Description
	0..1
	
	The security parameters needed for protecting the MBS Service, including MSK ID, key managment server address, etc.




* * * * Third change * * * *
[bookmark: _Toc99180169]4.8	Security
How MBS User Services makes use of the security primitives studied in TR 33.850 is for further study.
As defined in TS 33.501[X], for each multicast Distribution Session, the MBSF determines whether security protection to be applied based on local policy or the information provided by the MBS Application Provider. Once applied, the MBSF generates and distributes the MSK with MBS session ID and its key ID to the MB-SMF and MBSTF. Then the MBSTF shall also generate and provide the new MTK with MBS session ID (i.e. TMGI) and its key ID to the MBSF. 
The MBS traffic is protected with the MTK. The MSK is used to protect the MTK when the MTK is delivered to the UE. The MBSF shall always send the new MSK with MBS session ID and its key ID to the MBSTF, i.e. when the lifetime of MSK expires or the authorization information related to the MBS session changes.
The MBSF complies the MBS User Service Announcement with the security description, e.g. MSK ID, key managemetn server address (i.e. MBSTF address). Druing the multicast join procedure, the SMF shall provide the multicast session security context to the UE and the UE shall use the MTK in the received multicast session security context, to process the protected MBS. After receiving the Service Annoucement, the MBS client contacts with the key management server (i.e. MBSTF) for user service registration, which is also known as user plane procedure defined in TS 33.501 [X]. And the MBSTF may invoke the Nmbsf_ MBSUserService_Authorization service operation to MBSF for retrieval of authroization results from UDM before registering the UE to the MBS User service.
* * * * Fourth change * * * *
[bookmark: _Toc99180219]7.2	MBSF Services
[bookmark: _Toc99180220]7.2.1	General
The following table illustrates the set of Network Function services exposed by the MBSF.
Table 7.2-1: NF services provided by MBSF
	Service name
	Service operation name
	Operation semantics
	Example consumer(s)
(see NOTE)

	Nmbsf_MBSUserService
	Create
	Request/Response
	AF, NEF

	
	Retrieve
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Destroy
	Request/Response
	AF, NEF

	Nmbsf_MBSUserDataIngestSession
	Create
	Request/Response
	AF, NEF

	
	Retrieve
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Destroy
	Request/Response
	AF, NEF

	
	StatusSubscribe
	Subscribe/Notify
	AF, NEF

	
	StatusUnsubscribe
	
	AF, NEF

	
	StatusNotify
	
	AF, NEF

	Nmbsf_MBSUserService_Authorization 
	Create
	Request/Response
	MBSTF

	
	Retrieve
	Request/Response
	MBSTF

	
	Destroy
	Request/Response
	MBSTF

	NOTE:	Service exposure to the AF is for further study.



[bookmark: _Toc99180221]7.2.2	Nmbsf MBS User Service operations
[bookmark: _Toc99180222][bookmark: _Toc83206896][bookmark: _Toc59101090][bookmark: _Toc51835264][bookmark: _Toc47593177][bookmark: _Toc45193545][bookmark: _Toc36192442][bookmark: _Toc27895339][bookmark: _Toc20204633]7.2.2.1	Nmbsf_MBSUserService_Create service operation
Service operation name: Nmbsf_MBSUserService_Create
Description: Provision a new MBS User Service. The general data model is illustrated in figure 4.5.2-1.
[bookmark: _Hlk95127100]Input (Required, Optional): Parameters in table 4.5.3-1 assigned by the MBS Application Provider.
Output (Required, Optional): Parameters in table 4.5.3-1.
[bookmark: _Toc99180223][bookmark: _Toc83206899][bookmark: _Toc83206897]7.2.2.2	Nmbsf_MBSUserService_Retrieve service operation
Service operation name: Nmbsf_MBSUserService_Retrieve
Description: Used by the NF/NEF to retrieve the properties of an existing MBS User Service.
Input (Required, Optional): MBS User Service Identifier
Output (Required, Output): Parameters in table 4.5.3-1.
[bookmark: _Toc99180224]7.2.2.3	Nmbsf_MBSUserService_Update service operation
Service operation name: Nmbsf_MBSUserService_Update
Description: Update the properties of an existing MBS User Service.
Input (Required, Optional): MBS User Service Identifier. Parameters in table 4.5.3-1 assigned by the MBS Application Provider.
Output (Required, Optional): Result indication. Parameters in table 4.5.3-1.
[bookmark: _Toc99180225][bookmark: _Toc83206898]7.2.2.4	Nmbsf_MBSUserService_Destroy service operation
Service operation name: Nmbsf_MBSUserService_Destroy
Description: Release the resources of the associated MBS User Service.
Input (Required, Optional): MBS User Service Identifier.
Output (Required, Optional): Result indication.
[bookmark: _Toc99180226]7.2.3	Nmbsf MBS User Data Ingest Session operation
[bookmark: _Toc99180227]7.2.3.1	Nmbsf_MBSUserDataIngestSession_Create service operation
Service operation name: Nmbsf_MBSUserDataIngestSession_Create
[bookmark: _Hlk79103757]Description: Create an MBS User Data Ingest Session, including a set of subordinate MBS Distribution Session(s).
Input (Required, Optional): Parameters in table 4.5.5‑1 and table 4.5.6‑1, and either table 4.5.6‑2 or table 4.5.6‑3 assigned by the MBS Application Provider, depending on the distribution method.
Output (Required, Optional): Result indication. MBS User Data Ingest Session Identifier.
[bookmark: _Toc99180228]7.2.3.2	Nmbsf_MBSUserDataIngestSession_Retrieve service operation
Service operation name: Nmbsf_MBSUserDataIngestSession_Retrieve
Description: Used by the AF/NEF to retrieve the properties of an existing MBS User Data Ingest Session.
Input (Required, Optional): MBS User Data Ingest Session Identifier.
Output (Required, Optional): Result indication. Parameters in table 4.5.5‑1 and table 4.5.6‑1, and either table 4.5.6‑2 or table 4.5.6‑3, depending on the distribution method.
[bookmark: _Toc99180229]7.2.3.3	Nmbsf_MBSUserDataIngestSession_Update service operation
Service operation name: Nmbsf_MBSUserDataIngestSession_Update
Description: Update the properties of an existing MBS User Data Ingest Session and its set of subordinate MBS Distribtion Session(s).
Input (Required, Optional): MBS User Data Ingest Session Identifier. Parameters in table 4.5.5‑1 and table 4.5.6‑1, and either table 4.5.6‑2 or table 4.5.6‑3, depending on the distribution method.
Output (Required, Optional): Result indication.
[bookmark: _Toc99180230]7.2.2.4	Nmbsf_MBSUserDataIngestSession_Destroy service operation
Service operation name: Nmbsf_MBSUserDataIngestSession_Destroy
Description: Destroy an MBS User Data Ingest Session along with its subordinate MBS Distribution Session(s).
Input (Required, Optional): MBSUser Data Ingest Session Identifier.
Output (Required, Optional): Result indication.
[bookmark: _Toc99180231][bookmark: _Hlk95926334]7.2.2.5	Nmbsf_MBSUserDataIngestSession_StatusSubscribe operation
Service operation name: Nmbsf_MBSUserDataIngestSession_StatusSubscribe
Description: Invoked by AF/NEF on the MBSF when it needs to create a subscription to monitor at least one event relevant to the MBS User Data Ingest Session. The AF may subscribe to multiple events in a subscription.
Input (Required, Optional): MBS User Data Ingest Session Identifier, Event ID(s), notification target address.
Output (Required, Optional): When the subscription is accepted: Subscription correlation ID.
[bookmark: _Toc99180232]7.2.2.6	Nmbsf_MBSUserDataIngestSession_StatusUnsubscribe operation
Service operation name: Nmbsf_MBSUserDataIngestSession_StatusUnsubscribe
Description: Remove an existing subscription.
Input, Required: Subscription correlation ID.
Output, Required: Result Indication.
[bookmark: _Toc99180233]7.2.2.7	Nmbsf_MBSUserDataIngestSession_StatusNotify operation
Service operation name: Nmbsf_MBSUserDataIngestSession_StatusNotify
Description: Used by the MBSF to notify AF/NEF about the status change of the MBS User Data Ingest Session or the status of a file.
Input (Required, Optional): MBS User Data Ingest Session Identifier, Event ID(s).
Output, Required: Result indication.
7.2.4	Nmbsf MBS User Service Authorization operation
7.2.4.1	Nmbsf_MBSUserService_Authorization_Create service operation
Service operation name: Nmbsf_MBSUserService_Authorization_Create
Description: Used by MBSTF to acquire the authorization results from the UDM.
Input (Required, Optional): User Service Identifier, UE Identifier.
Output (Required, Optional): Authorization result.
7.2.4.2	Nmbsf_MBSUserService_Authorization_Retrieve service operation
Service operation name: Nmbsf_ MBSUserService_Authorization _Retrieve
Description: Used by the MBSTF to retrieve the authorization results before registering the UE to the MBS User Service.
Input (Required, Optional): User Service Identifier, UE Identifier.
Output (Required, Optional): Authorization result.
7.2.4.3	Nmbsf_MBSUserService_Authorization_Destroy service operation
Service operation name: Nmbsf_MBSUserService_Authorization_Destroy
Description: Destroy the MBSUserService_Authorization resources.
Input (Required, Optional): User Service Identifier.
Output (Required, Optional): Result indication.

* * * * End of changes * * * *
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