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 CHANGE
[bookmark: _Toc114659184]6.6	Providing Remote Control
The procedure which is shown in Figure 6.6-1 defines the remote control from through a 5GMSu AF. Note that the 5GMSu AF for remote control may be deployed as a network based function or a UE-based function. In this figure, the remote controller may be an application on UE or a network application in the trusted or external network.





Figure 6.6-1: High-Level Procedure for remote control of a 5GMS uplink streaming sessionUplink Streaming Session Establishment
Steps:
1:	An uplink streaming session is active. The Remote Control Session is established with the 5GMSu AF.
2:	The 5GMSu AF for Remote Control determines the need to send a remote control message.
3:	The remote control message is sent to the 5GMSu Client.
4:	The 5GMSu Client takes the defined action specified in the remote control message. 
1.	The 5GMSu Application Provider creates a Provisioning Session, providing its 5GMSu Application Provider identifier as input. 5GMSu Application Provider queries the capabilities and authorized features.
2.	As part of content publish configuration provisioning, the 5GMSuApplication Provider specifies that a remote-controlled option is desired. The protocol and characteristics of the remote control option may be also included in this provisioning request.
3.	When a content publication is desired, the 5GMSu AF interacts with the 5GMSu AS to allocate resources for the M2u egest protocol and format. Then the 5GMSu AS responds with the M2u address.
4.	The 5GMSu AF compiles the Service Access Information. The Service Access Information contains access details and options such as the Provisioning Session identifier, and M5u (Media Session Handling) address for an uplink entry point including the remote control option and its protocol. 
5.	The 5GMSu AF provides the results to the 5GMSu Application Provider.
a.	When the 5GMSu Application Provider has selected full-Service Access Information, then the results are provided in the form of addresses and configurations for M2u (egest), M5u (Media Session Handling), M4u (Media Uplink Streaming), and the remote control parameters if any.
b.	When the 5GMSu Application Provider delegated the service access information handling to the 5GMS System, then a reference to the Service Access Information (e.g. an URL) is provided. The Media Session Handler fetches the full-Service Access Information later from the 5GMSu AF.
6.	 The 5GMSu Application Provider executes Service Announcement and updates the UE (during the lifetime of the Provisioning Session) including the remote control parameters.
7. The 5GMSu Application Provider sends the remote control info to the remote controller.
8. The remote controller sends a remote control command to the 5GMSu AF using the defined protocol.
9. The 5GMSu AF sends the remote control command to the 5GMSu client.
10. The 5GMSu  client takes the required action based on the received command.
11. The 5GMSu client acknowledges the command results to the 5GMSu AF.
12. The 5GMSu AF acknowledges the command results to the remote controller. 
END OF CHANGES
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