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1	Overall description
RAN3 would like to inform SA4 that RAN3 has been discussing the benefit and purpose of introducing a RAN visible QoE value which, if agreed, would be reported from the UE to the gNB and would be readable by the gNB. Multiple companies in RAN3 think that the RAN visible QoE value can be a MOS-like value, and that the definition of such RAN visible QoE value should be considered by SA4.
The related definition of RAN Visible QoE value from RAN3 perspective can be referred from TR38.890:
RAN-visible QoE: Includes RAN-visible QoE metrics and RAN-visible QoE values.
RAN-visible QoE metrics: A subset of QoE metrics data collected from UE, which are useful for RAN.
RAN-visible QoE values: A set of values derived from QoE metrics data through a model/function defined in collaboration with SA4.
One common understanding reached at RAN3#117bis-e is:
RVQoE value is used by the RAN node for radio resource optimization, and can save on uplink RRC signaling, compared with transferring multiple QoE metrics (not only RAN visible QoE metrics).
RAN3 would like to ask the following questions related to defining the RAN visible QoE value:
1. Can a RAN visible QoE value be defined that reflects the overall QoE of an ongoing service, assuming multiple QoE metrics taken into account, like MOS value for audio? In that respect, RAN3 notices that the TR 26.909 states:
"While MOS calculation in the client is possible, it severely limits the use of advanced network optimization, use of flexible MOS windowing, and also introduces problems when the MOS model calculation needs to be updated. A better solution is to make sure that the raw reported QoE metrics are enough to be able to calculate the final MOS value in the QoE server."
RAN3 wonders whether the above conclusion about MOS in TR 26.909 still holds.
2. If the above conclusion about MOS from TR 26.909 does not hold, is it feasible to define such a RAN visible QoE value that would be useful at the gNB? 
2	Actions
To SA4: 
ACTION: 	RAN3 kindly asks SA4 to provide feedback on the questions above.
3	Dates of next RAN3 meetings
RAN3#118	2022-11-14 - 2022-11-18		Toulouse, FR
RAN3#119	                                    2023-2-27 - 2023-3-3		 Athens, GR
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