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[bookmark: _Toc114659085]4.3.2	UE Media Functions
The UE may include many detailed subfunctions that can be used individually or controlled individually by the 5GMSu-Aware Application. This clause breaks down several relevant identified subfunctions for which stage 3 specification is available.
The 5GMSu-Aware Application itself may include many functions that are not provided by the 5GMSu Client or to the 5G UE. Examples include peripheral discovery, notifications and social network integration. The 5GMSu-Aware Application may also include functions that are equivalent to ones provided by the 5GMSu Client and may only use a subset of the 5GMSu Client functions.
With respect to the Media Streamer and Media Handler functions, Figure 4.3.2-1 shows more detailed functional components of a 5GMSu Client.


Figure 4.3.2-1: UE 5G Uplink Media Streaming Functions
NOTE 1:	A UE is a logical device which may correspond to the tethering of multiple physical devices or other types of realizations.
The following subfunctions are identified as part of a more detailed breakdown of the UE 5G Uplink Media Streaming functions:
-	5GMSu-Aware Application: application which is out of scope of the present specification and which uses the UE 5G Uplink Media Streaming functions and APIs.
-	Media Capturing: Devices such as video cameras or microphones that transform an analogue media signal into digital media data.
-	Media Encoder(s): Compresses the media data.
-	Metrics Measurement and Logging: execution of QoE metrics measurement and logging by the Media Streamer in accordance with the metrics configuration.
-	Metrics Collection and Reporting: execution of the collection of QoE metrics measurement logs from the Media Streamer by the Media Session Handler for subsequent metrics reporting to the 5GMSu AF, in accordance with the metrics configuration.
-	Media Upstream Client: encapsulates encoded media data and pushes it upstream.
NOTE 2:	The Media Upstream Client maps logically to the FLUS media function in the FLUS Source specified in TS 26.238 [5] Uplink Streaming stage 3.
-	Network Assistance: uplink streaming delivery assisting functions provided by the network to the 5GMSu Client and Media Streamer in the form of bit rate recommendation (or throughput estimation) and/or delivery boost. Network Assistance functionality may be supported by 5GMSu AF or ANBR-based RAN signalling mechanisms. 
NOTE 3:	The Network Assistance function maps logically to the FLUS Assistance function specified in TS 26.238 [5] Uplink Streaming stage 3.
-	Media Remote Control: receives control commands from a 5GMSu AF.
NOTE 4:	Media Remote Control maps logically to the FLUS Remote control function specified in TS 26.238 [5] Uplink Streaming stage 3.
-	Core Functions: configures the 5GMSu AS for uplink streaming reception.
NOTE 5:	The core functions map logically to the FLUS control function in the FLUS source specified in TS 26.238 [5] Uplink Streaming stage 3.
Here are the roles of the different APIs of the UE 5G Uplink Media Streaming functions:
-	M6u: API used to control the Core Functions and the Media Remote Control function.
-	M7u: API used to configure, activate and stop the Media Capturing, Media Encoding(s) and Media Upstream Client functions, and also to support metrics configuration and collection functionality.
[bookmark: _Toc114659082]4.3.3	Service Access Information for Uplink Media Streaming
The Service Access Information is the set of parameters and addresses which are needed by the 5GMSu Client to activate and control the uplink streaming session.
The Service Access Information may be provided together with other service announcement information using M8u. Alternatively, the 5GMSuClient fetches the Service Access Information from the 5GMSu AF. Regardless of how it is provided, the Service Access Information contains different information, depending on the collaboration model between the 5GMS System and the 5GMSu Application Provider, and also depending on offered features. Baseline parameters are listed in Table 4.3.3‑1 below:
Table 4.3.3-1: Parameters of baseline service access information
	Parameters
	Description

	Provisioning Session identifier
	Unique identification of the M1u Provisioning Session.



The parameters from Table 4.3.3-2 below shall also be present.
Table 4.3.3-2: Streaming Access parameters
	Parameters
	Description

	MediaEntry
	A set of entry points. Each entry point consists of  one of the followings:
a. An URL endpoint on the 5GMSu AS to which media can be streamed directly at M4u and its associated data, or 
b. The URL of a document that can be downloaded from the 5GMSu AS which contains the parameters for uplink media streaming at M4u.



Each entry point is defined by its parameters and identifiers. The set shall have at least one member.
When the dynamic policy invocation feature is activated for an uplink streaming session the parameters from Table 4.3.3‑3 below are additionally present.
Table 4.3.3-3: Parameters for dynamic policy invocation configuration
	Parameters
	Description

	Server address
	A list of 5GMSu AF addresses (in the form of opaque URLs) which offer the APIs for dynamic policy invocation sent by the 5GMS Media Session Handler.

	Valid Policy Template Ids
	A list of Policy Template identifiers which the 5GMSu Client is authorized to use.

	Service Data Flow Methods
	A list of recommended Service Data Flow description methods (descriptors), e.g. 5-Tuple, ToS, 2-Tuple, etc, which should be used by the Media Session Handler to describe the Service Data Flows for the traffic to be policed.

	External reference
	Additional identifier for this Policy Template, unique within the scope of its Provisioning Session, that can be cross-referenced with external metadata about the streaming session.



When 5GMSu AF-based Network Assistance is activated for an uplink streaming session the parameters from Table 4.3.3‑4 below shall be additionally present.
Table 4.3.3-4: Parameters for 5GMSu AF-based Network Assistance configuration
	Parameters
	Description

	Server address
	5GMSu AF address that offers the APIs for 5GMSu AF-based Network Assistance, accessed by the 5GMSu Media Session Handler. The server address shall be an opaque URL, following the 5GMS URL format.
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[bookmark: _Toc114659177]6.2	Preparing for Uplink Media Streaming
[bookmark: _Toc114659178]6.2.1	Introduction
Before streaming media data in the uplink direction, a set of parameters are provisioned at the 5GMSu AF/AS and at the 5GMSu Client. On the 5GMSu AF/AS, the M1u API is used for session provisioning. 
On the UE side, the M8u or M5u  API is used for local provisioning and the M5u API for remote control. On the 5GMSu AF/AS, the M1u API is used for session provisioning.
6.2.2	Sink Configuration at the 5GMSu AF/AS Provisioning session for uplink streaming
The procedure allows the configuration of a 5GMSu AS for media reception. A Sink Session is created and updated. One or more media sessions are associated with a sink session.
[image: ]
Figure 6.2.2-1: Sink Configuration states
The states describe the Sink Configuration and the relation to the media session:
-	Sink Configuration created, no media session(s) active: The Sink Configuration entry is created at the 5GMSu AF and may be updated/modified before any media session(s) start.
-	Sink Configuration Provisioned, media session(s) active: The 5GMSu AS is receiving uplink media data. Some properties of the Sink Configuration may be updated while receiving media data.
-	Sink Configuration Provisioned, media session(s) paused: The 5GMSu AS is temporarily not receiving uplink media data. Some properties of the Sink Configuration may be updated.
-	Sink Configuration Provisioned, media session(s) terminated: The 5GMSu AS is not receiving uplink media data anymore.
6.2.2.1	Domain model
The M1u baseline domain model is depicted in Figure 6.2.2.1-1 overleaf. It consists of a Provisioning Session, which contains at least one of the following:
-	A Content Publishing Configuration,
-	A Policy Template,
-    One or more Content Preparation Templates,
-	An Edge Resources Configuration specifying the requirements for edge processing as defined in TS 23.548 [15] and TS 23.558 [16] in support of the Provisioning Session, including eligibility criteria that indicate the circumstances in which edge computing is to be used for Media Streaming sessions associated with this Provisioning Session and parameters indicating the tolerance of the application for relocation of the Edge AS, or
Each Provisioning Session is uniquely identified within the 5GMS System by a Provisioning Session identifier.
When a certain 5GMS feature is selected, the 5GMSu AF compiles the resulting Service Access Information so that the 5GMSu Client can access the services via M5u.
14



[bookmark: _Hlk106273722]
Figure 6.2.2.1-1: M1u provisioning domain model
6.2.2.2	Baseline provisioning procedure
This clause describes the baseline procedure to provision the features using the 5GMS System.
NOTE 1:	SLA negotiations between the 5GMSu Application Provider and the 5GMS System provider are outside the scope of the present specification and are included in the figure below for illustrative purposes only.


Figure 6.2.2.2-1: High Level Procedure for provisioning the 5GMS System for uplink streaming sessions
Steps:
1.	The 5GMSu Application Provider discovers the address (URL) of the 5GMSdu AF (M1u) for Session Provisioning.
2.	The 5GMSu Application Provider authenticates itself with the system. This procedure reuses existing authentication/authorization procedures, e.g. as defined for CAPIF [13].
3.	The 5GMSu Application Provider creates a Provisioning Session, providing its 5GMSu Application Provider identifier as input. 5GMSu Application Provider queries the capabilities and authorized features.
4.	The 5GMSuApplication Provider specifies one or more 5GMSu features in the Provisioning Session. A set of authorized features is activated, such as content dynamic policy; network assistance; and content publishing (including egest).
	When the content publishing feature is offered and selected, the 5GMS Application Provider configures the content publishing behaviour of the 5GMSu AS, including selecting the uplink ingest protocol and format, content preparation and egest protocol and format.
	When the dynamic policy feature is offered and selected, the 5GMSu Application Provider specifies a set of policies which can be invoked for the uplink streaming session. The UE becomes aware of the selected policies in the form of a list of valid Policy Template Ids.
	When the edge computing feature is offered and selected, the 5GMSu Application Provider provides one or more Edge Resources Configurations that can be used to support either client-driven management or Application Provider-driven management of edge resources associated with the Provisioning Session.
5.	When content publication is desired, the 5GMSu AF interacts with the 5GMSu AS to allocate resources for M2u egest protocol and format. Then the 5GMSu AS responds with the M2u address.
6.	The 5GMSu AF compiles the Service Access Information. The Service Access Information contains access details and options such as the Provisioning Session identifier, M5u (Media Session Handling) addresses for uplink entry point, dynamic policy, network assistance, etc. 
7.	The 5GMSu AF provides the results to the 5GMSu Application Provider.
a.	When the 5GMSu Application Provider has selected full Service Access Information, then the results are provided in the form of addresses and configurations for M2u (egest), M5u (Media Session Handling) and M4u (Media Uplink Streaming).
b.	When the 5GMSu Application Provider delegated the service access information handling to the 5GMS System, then a reference to the Service Access Information (e.g. an URL) is provided. The Media Session Handler fetches the full Service Access Information later from the 5GMSu AF.
8.	When content publishing is offered and has been selected in step 4, the 5GMSu Application Provider can start retrieving the content from the M2u egest interface. 
9.	The 5GMSu Application Provider executes Service Announcement and updates the UEs (during the lifetime of the Provisioning Session).
Optional:
10.	The 5GMSu Application Provider may update the Provisioning Session.
According to schedule, or upon request:
11.	The 5GMSu Application Provider may manually terminate the Provisioning Session (at any time). All associated resources are released. Content may be removed from the 5GMSu AS. The 5GMSd Application Provider may configure a schedule for Provisioning Session termination.
12.	The 5GMSu AF sends a notification upon Provisioning Session termination.
The 5GMSu AF may request the creation or reuse of one or more network slices for ingesting the content of the provisioned session. If more than one network slice is provisioned for the ingest of the content of a session, the list of allowed S‑NSSAIs shall be conveyed to the target UE (e.g. through URSP or through M5u or M8u).
NOTE 2:	The 5GMSd AS receiving the content are only accessible through the DNN(s) used by the network slice(s) provisioned for the distribution of that content.

[bookmark: _Toc114659180]6.2.3	Source Configuration at the UE Content Publishing Configuration for Uplink Streaming
The procedure allows the (remote) configuration of a UE for media transmission. When remote control is used, the application authorizes remote control e.g. by providing the remote control server address. It is assumed that a 5GMSu Client can have only a single Source Configuration at a time, which can be remotely configured. One or more media sessions are associated with the Source Configuration.
[image: ]
Figure 6.2.3-1: Source Configuration states
The states describe the Source Configuration and the relation to the media session.
-	Source Configuration created, no media session(s) active: The Source Configuration entry is created and may be updated/modified before any media session(s) start. When remote control is enabled, the connection to the remote control function is established.
-	Source Configuration Provisioned, media session(s) active: The 5GMSu Client is sending uplink media data. Some properties of the Source Configuration may be updated while sending media data.
-	Source Configuration Provisioned, media session(s) paused: The 5GMSu Client is temporarily not sending uplink media data. Some properties of the Source Configuration may be updated.
-	Source Configuration Provisioned, media session(s) terminated: The 5GMSu Client is not receiving uplink media data anymore.

[bookmark: _Toc114659132]6.2.3.1	General
The 5G Media Streaming architecture defines an interface (M2u) for provisioning which offers the procedures to configure content egest for uplink media streaming over 5G. Once a Provisioning Session is established using the API at interface M1u, content publishing can be configured. The content can be uplink streamed to the 5GMSu AS through interface M4u. The uploaded (and possibly processed) content is accessible at interface M2u for egest. The control part of the egest interface may be performed through the NEF. 
The M2u interface supports the engest of the following types of content:
-	Live streaming content.
-	On-demand streaming content.
-	Static files such as images, scene descriptions, etc.
The 5GMSu AF provides an API at interface M1u that allows a 5GMSu Application Provider to create/update/delete an Content Publishing Configuration. A Content Publishing configuration contains all the parameters for a particular content ingest uplink and egest setup.
[bookmark: _Toc114659133]6.2.3.2		Media egest procedure
The media egest procedure is as follows:


Figure 6.2.3-1: Media egest procedure
The steps are as follows:
1:	Initialization: the 5GMSu Application Provider discovers the entry point and authenticates itself with the 5GMSu AF.
2:	Create Content Publishing Configuration: the 5GMSu Application Provider creates a new Content Publishing Configuration through the 5GMSu AF. The configuration specifies path, protocol, entry point, the egest push/pull mode, and possibly content preparation. Upon successful configuration, the 5GMSu AF responds with a Content Publishing Configuration identifier, and the location of the 5GMSu AS from which to pull the content (if using the pull mode).
3:	Provision 5GMSu AS(s): The 5GMSu AF configures the related 5GMSu AS for a particular Content Publishing Configuration. This step may involve instructing the 5GMSu AS to set one or more content preparation processes. The 5GMSu AS(s) will respond whether the configuration is successful or not.
4:	Confirm configuration information: The 5GMSu AF communicates the Content Publishing Configuration of the 5GMSu AS(s) back to the 5GMSu Application Provider for further media push or pull.
5:	Publish Uplink Entry point: The 5GMSu Application Provider shall then publish the Uplink Entry point to the 5GMSd-Aware Application to enable access to the content.
6:	Media egest: The 5GMSu Application Provider may start pulling or receiving content (if using push mode) from the 5GMSd AS. The 5GMSd AS performs the requested content preparation prior to making the uplink content ready for being pulled by or push to the 5GMSu Application Provider.
NOTE:	Pull of media content from the 5GMSu AS may be triggered by a request from the 5MGSu Client through M8u.
The 5GMSdu Application Provider may update a Content Publishing Configuration subsequently to modify some of its parameters. The subset of parameters that can be updated may be limited by the 5GMSu AF.
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[bookmark: _Toc114659182]6.4	Termination of an Uplink Media Streaming Session
The procedure defines the termination of an uplink media streaming session.




Figure 6.4-1: Uplink Streaming streaming Session session Teardownteardown
Steps:
1.:	An uplink media streaming session is active and should be terminated.
One of the following steps:
When the 5GMSu-Aware Application terminates the session, e.g. triggered by user input:
2.	The 5GMSu-Aware Application sends a Stop command to the 5GMSu Client.
Or alternatively, if remote control is used and when the remote control session is established:
3.	The 5GMSu AF sends a Stop command to 5GMSu Client.
When the 5GMSu-Aware Application terminates the session, e.g. triggered by user input:
2:	The 5GMSu-Aware Application sends a Stop commands to the 5GMSu Client.
When remote control is used and the remote control session is established:
3:	The 5GMSu Client receives a stop command.
4:.	The 5GMSu Client stops the capturing process.
5.:	The uplink media streaming process is terminated.
6:.	The uplink transport session is released.
When client assistance was established:
7.:	The 5GMSu AF is notified that the uplink media streaming session is terminated.
When server assistance was established:
8:.	The 5GMSu AS is notified the 5GMSu AF that the uplink media streaming session is terminated.

 CHANGE
[bookmark: _Toc114659192]7	5GMS Network Media Processing
[bookmark: _Toc114659193]7.1	General
A 5GMS Application Provider may request media processing to be performed on its media data. This can be instantiated as part of the Uplink or Downlink streaming. For uplink, FLUS TS 26.238 [5] provides measures to describe the required media processing as part of the FLUS session creation request. For downlink media distribution, the 5GMSd Application Provider may wish to execute some media processing functions within the MNO network infrastructure.
The media processing is performed by a set ofthe 5GMS AS(s), which may need to be combined together to build complex media processing workflows. A The 5GMS AF coordinates the media processing and ensures that the appropriate QoS and traffic handling for the session are provided.

 CHANGE
[bookmark: _Toc114659195]7.3	Media Processing Procedures for Uplink
FLUS TS 26.238 [5] allows for the provisioning of media processing by the FLUS Source to the FLUS Sink. In such a scenario, the FLUS Sink will consist of a FLUS 5GMSu AF and a FLUS 5GMSu AS. The 5GMSu AF instructs the 5GMSu AS to perform processing of the media according to the provided media processing document. Alternatively, it can share the media processing load among multiple 5GMSu AS(s).
The procedure is defined as follows:


Figure 7.3-1: Media Processing Procedures for Uplink
The steps are as follows:
1:.	Setup of uplink streaming configuration: The 5GMSu Application Provider sends a request to start an uplink FLUS session to the 5GMSu AF. The request contains a description of the media processing that is to be performed by the 5GMSu AS. Depending on the configuration one or multiple 5GMSu AS(s) may be involved.
2:.	Provision 5GMSu AS(s): The 5GMSu AF parses the media processing description and provisions the 5GMSu AS (s) that will perform the requested processing. If the requested processing is not accepted, the session creation fails.
3:.	5GMSu AS(s) ready: The 5GMSu AS (s) confirm(s) the correct configuration and inform(s) the 5GMSu AF that it is ready to receive and process media as requested.
4:.	Confirm uplink streaming configuration: The 5GMSu AF confirms the successful creation of the uplink streaming configuration to the 5GMSu Application Provider.
5:.	Uplink streaming session starts: the session is triggered in the 5GMSu Client.
6:.	Uplink media streaming: Media content is streamed from the 5GMSu Client to the 5GMSu AS(s).
7:.	The 5GMSu AS(s) process(es) the received media based on the provisioned media processing.
END OF CHANGES
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