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	First Change



[bookmark: _Toc129936677]5.y	Call flow for MNO-facilitated RTC sessions (CS#3)
A trusted WebRTC Signaling Function is offered by the MNO to facilitate the establishment of RTC sessions. 
The call flow is as follows.


Figure 5.y-1: Call flow for Network-supported RTC sessions (collaboration scenario 2)
The working assumptions are:
-	Step 0: A provisioning session may have been created by the AP with the MNO. The provisioning session contains configuration for the deployment of a trusted WebRTC signaling server.
The steps are then as follows:	
· Step 1: the MSH retrieves the configuration data from the AF, including a list of one or more trusted WebRTC signaling servers.
· Step 2: The application retrieves the list of pre-configured WebRTC signaling servers.
· Step 3: The application sends a request to connect to UE. The request is directed to the trusted WebRTC signaling server. It includes information to locate the target UE2 as well as the SDP offer.
· Step 4: The WebRTC signaling server uses the registration information to locate the target UE2. 
· Step 5: The WebRTC signaling server forwards the connect request to the target UE2. 
· Step 6: UE2 accepts the connection request and responds with an SDP answer.
· Step 7: The WebRTC signaling server parses the SDP and extracts information about the media sessions and their characteristics. It may also extract additional information, such as about the usage of RTP header extensions for PDU Set marking.
· Step 8: The WebRTC signaling server sends a request to the AF for the allocation of QoS for the session.The 5G-RTC AF sends a request to the AF to allocate QoS for the media streams of the RTC session.
· Step 9: Media is exchanged between the two endpoints of the RTC session.
image1.wmf
U

E

1

A

p

p

M

S

H

W

e

b

R

T

C

S

i

g

n

a

l

i

n

g

F

u

n

c

t

i

o

n

5

G

-

R

T

C

A

F

P

C

F

A

p

p

l

i

c

a

t

i

o

n

p

r

o

v

i

d

e

r

U

E

2

0

:

 

p

r

o

v

i

s

i

o

n

i

n

g

 

p

r

o

c

e

d

u

r

e

 

(

o

p

t

i

o

n

a

l

)

1

:

 

p

r

o

v

i

d

e

 

c

o

n

f

i

g

u

r

a

t

i

o

n

 

i

n

f

o

r

m

a

t

i

o

n

w

i

t

h

 

t

r

u

s

t

e

d

 

W

e

b

R

T

C

 

s

i

g

n

a

l

i

n

g

 

f

u

n

c

t

i

o

n

s

2

:

 

r

e

t

r

i

e

v

e

 

l

i

s

t

 

o

f

 

p

r

e

-

c

o

n

f

i

g

u

r

e

d

W

e

b

R

T

C

 

s

i

g

n

a

l

i

n

g

 

f

u

n

c

t

i

o

n

s

3

:

 

s

e

n

d

 

a

 

r

e

q

u

e

s

t

 

t

o

 

c

o

n

n

e

c

t

 

t

o

 

U

E

2

i

n

c

l

u

d

i

n

g

 

a

n

 

S

D

P

 

o

f

f

e

r

4

:

 

d

e

t

e

r

m

i

n

e

 

t

h

e

 

l

o

c

a

t

i

o

n

 

o

f

 

U

E

2

5

:

 

f

o

r

w

a

r

d

 

t

h

e

 

c

o

n

n

e

c

t

i

o

n

 

r

e

q

u

e

s

t

 

t

o

 

U

E

2

6

:

 

a

c

c

e

p

t

 

c

o

n

n

e

c

t

i

o

n

 

r

e

q

u

e

s

t

i

n

c

l

u

d

i

n

g

 

a

n

 

S

D

P

 

a

n

s

w

e

r

7

:

 

p

a

r

s

e

 

o

f

f

e

r

/

a

n

s

w

e

r

 

S

D

P

 

a

n

d

 

e

x

t

r

a

c

t

 

i

n

f

o

r

m

a

t

i

o

n

8

:

 

a

l

l

o

c

a

t

e

 

Q

o

S

 

f

o

r

 

t

h

e

 

R

T

C

 

s

e

s

s

i

o

n

R

T

C

 

s

e

s

s

i

o

n

 

e

s

t

a

b

l

i

s

h

e

d

9

:

 

M

e

d

i

a

 

e

x

c

h

a

n

g

e

s

h

t

t

p

s

:

/

/

g

i

t

l

a

b

.

c

o

m

/

m

s

c

-

g

e

n

e

r

a

t

o

r

 

v

8

.

2


oleObject1.bin

