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[bookmark: _Toc26271231][bookmark: _Toc36234901][bookmark: _Toc36234972][bookmark: _Toc36235044][bookmark: _Toc36235116][bookmark: _Toc41632786][bookmark: _Toc51790664][bookmark: _Toc61546974][bookmark: _Toc75606621]1st CHANGE
[bookmark: _Toc131072958][bookmark: _Toc123801326][bookmark: _Toc123558702]4.2.2	UE 5GMSd Functions
The UE may include many detailed subfunctions that can be used individually or controlled individually by the 5GMSd-Aware Application. This clause breaks down several relevant identified subfunctions for which stage 3 specification is available.
NOTE:	This UE architecture is logical; the realization of reference points M6 and M7 inside the logical 5GMS Client is subject to implementation choice.
The 5GMSd-Aware Application itself may include many functions that are not provided by the 5GMSd Client or by the 5G UE. Examples include service and content discovery, notifications and social network integration. The 5GMSd-Aware Application may also include functions that are equivalent to ones provided by the 5GMSd Client and may only use a subset of the 5GMSd client functions. The 5GMSd-Aware Application may act based on user input or may for example also receive remote control commands from the 5GMSd Application Provider through M8d.
With respect to Media Player functions, Figure 4.2.2-1 below shows more detailed functional components of a UE for media player functions to access the 5GMSd AS.


Figure 4.2.2-1: UE 5G Downlink Media Streaming Functions (Media Player centric)
The following subfunctions are identified as part of a more detailed breakdown of the Media Player function:
-	Media Access Client: Accesses media content such as DASH-formatted media segments.
-	Media Decapsulation: Extracts the elementary media streams for decoding and provides media system related functions such as time synchronization, capability signalling, accessibility signalling, etc.
-	Consumption Measurement and Logging Client: Performs the measurement and logging of content consumption-related information in accordance with the Consumption Reporting Configuration part of provisioning data, supplied by the 5GMSd Application Provider to the 5GMSd AF, and forwarded by the 5GMSd AF to the Media Player via the Media Session Handler.
-	Metrics Measurement and Logging Client: Performs the measurement and logging of QoE metrics in accordance with the Metrics Reporting Configuration part of provisioning data, supplied by the 5GMSd Application Provider to the 5GMSd AF, and forwarded by the 5GMSd AF to the Media Player via the Media Session Handler.
-	DRM Client (optional): When present, the DRM client might or might not be a part of the Media Player. It provides a content protection mechanism with its unique key management and key delivery system, authentication/‌authorization, policy enforcement and entitlement check. The DRM Client is not defined within 5G Media Streaming specifications.
-	Media Decryption (optional): When present, media decryption is responsible to decrypt the media samples using the keys provided in the DRM license, and further passing to the Media Decoder to enable playback of encrypted media. The media decryption and media decoding could be implemented on a general-purpose processor in software or hardware or, for a more secure and robust architecture, the decryption, decoding and rendering could be implemented on the hardware of secure processors.
-	Media Decoder: Decodes the media, such as audio or video.
-	Media Presentation and Rendering: Presents the media using an appropriate output device and enables possible interaction with the media.
With respect to the Media Session Handler, Figure 4.2.2-2 below shows more detailed functional components of a UE to access the 5GMSd AF.


Figure 4.2.2-2: UE 5G Media Streaming Functions (Control-Centric)
NOTE 1:	The yellow colour indicates here that the 3GPP has created specifications for the function.
NOTE 2:	A UE is a logical device which may correspond to the tethering of multiple physical devices or other types of realizations.
The following subfunctions are identified as part of a more detailed breakdown of Media Session Handler:
-	Core Functions: Realization of a "session" concept for media communications, optionally spanning multiple stateless sessions. May optionally interact with network-based 5GMSd AFs.
-	Metrics Collection and Reporting: executes the collection of QoE metrics measurement logs from the Media Player and sending of metrics reports to the 5GMSd AF for the purpose of metrics analysis or to enable potential transport optimizations by the network.
-	Consumption Collection and Reporting: executes the collection of content consumption measurement logs from the Media Player and sending of consumption reports to a 5GMSd AF about the currently consumed media within the available presentation, about the UE capabilities and about the environment of the media session for potential transport optimizations by the network or consumption report analysis.
-	Network Assistance: downlink streaming delivery assisting functions provided by the network to the 5GMSd Client and Media Player in the form of bit rate recommendation (oror throughput estimation or prediction) and/or delivery boost. Network Assistance functionality may be supported by 5GMSd AF or ANBR-based RAN signalling mechanisms.
NOTE 3:	Based on such a decomposition, additional interfaces and APIs may exist in inside the UE:
-	Media control interface(s) to configure and interact with the different UE media functions.
-	Media control interface for media session management.
-	Control interface for collection of logged QoE metrics measurements..
-	Control interface for collection of logged content consumption measurements.
-	Decoded media samples are handed over to the media renderer.
-	Decrypted, compressed media samples are handed over to a trusted media decoder.
-	In the case of encryption, the encrypted, compressed media samples are handed over to the DRM Client.
NOTE 4:	Non-Standalone, Roaming, Non-3GPP Access and EPC-5GC interworking aspects are FFS.


2nd CHANGE
[bookmark: _Toc131072962]4.3.2	UE Media Functions
The UE may include many detailed subfunctions that can be used individually or controlled individually by the 5GMSu-Aware Application. This clause breaks down several relevant identified subfunctions for which stage 3 specification is available.
The 5GMSu-Aware Application itself may include many functions that are not provided by the 5GMSu Client or to the 5G UE. Examples include peripheral discovery, notifications and social network integration. The 5GMSu-Aware Application may also include functions that are equivalent to ones provided by the 5GMSu Client and may only use a subset of the 5GMSu Client functions.
With respect to the Media Streamer and Media Handler functions, Figure 4.3.2-1 shows more detailed functional components of a 5GMSu Client.


Figure 4.3.2-1: UE 5G Uplink Media Streaming Functions
NOTE 1:	A UE is a logical device which may correspond to the tethering of multiple physical devices or other types of realizations.
The following subfunctions are identified as part of a more detailed breakdown of the UE 5G Uplink Media Streaming functions:
-	5GMSu-Aware Application: application which is out of scope of the present specification and which uses the UE 5G Uplink Media Streaming functions and APIs.
-	Media Capturing: Devices such as video cameras or microphones that transform an analogue media signal into digital media data.
-	Media Encoder(s): Compresses the media data.
-	Media Upstream Client: encapsulates encoded media data and pushes it upstream.
-	Network Assistance: uplink streaming delivery assisting functions provided by the network to the 5GMSu Client and Media Streamer in the form of bit rate recommendation (or or throughput estimation or prediction) and/or delivery boost. Network Assistance functionality may be supported by 5GMSu AF or ANBR-based RAN signalling mechanisms.
-	Core Functions: configures the 5GMSu AS for uplink streaming reception.
Here are the roles of the different APIs of the UE 5G Uplink Media Streaming functions:
-	M6u: API used to control the Core Functions and the Media Remote Control function.
-	M7u: API used to configure, activate and stop the Media Capturing, Media Encoding(s) and Media Upstream Client functions, and also to support metrics configuration and collection functionality.


3rd CHANGE
[bookmark: _Toc131072994]4.7.3	UE data processing for 5GMS
[bookmark: _Toc131072995]4.7.3.1	UE data processing procedures for downlink media streaming
The following restriction dimensions and aggregation functions defined in clause 4.5.2 of TS 26.531 [22] may be provisioned in a Data Access Profile as part of a 5GMSd Provisioning Session and shall, as a consequence, be applied to reported UE data prior to exposing it to event consumers.
Table 4.7.3.1‑1: Valid processing of downlink media streaming UE data by the Data Collection AF
	
	Restriction dimension
	Aggregation function

	
	Time
	User
	Location
	None
	Count
	Mean
	Maximum
	Minimum
	Sum

	QoE metrics for downlink media streaming
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)

	Consumption of downlink media streaming
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 2)
	No
	No
	No
	No

	Downlink dynamic policy invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 3)
	No
	No
	No
	No

	AF-based downlink Network Assistance invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 3)
	Yes
(NOTE 4)
	Yes
(NOTE 4)
	Yes
(NOTE 4)
	No

	Downlink media streaming access activity
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 2)
	No
	No
	No
	No

	NOTE 1:	Aggregation functions applied individually to all exposed metrics within the scope of the applicable restriction dimension(s).
NOTE 2:	Number of downlink media streaming sessions within the scope of the applicable restriction dimension(s).
NOTE 3:	Number of invocations within the scope of the applicable restriction dimension(s).
NOTE 4: 	Aggregation functions applied to bit rate recommendations,  and throughput estimations and throughput predictions within the scope of the applicable restriction dimension(s).



[bookmark: _Toc131072996]4.7.3.2	UE data processing procedures for uplink media streaming
The following restriction dimensions and aggregation functions defined in clause 4.5.2 of TS 26.531 [22] may be provisioned in a Data Access Profile as part of a 5GMSu Provisioning Session and shall, as a consequence, be applied to reported UE data prior to exposing it to event consumers.
Table 4.7.3.2‑1: Valid processing of uplink media streaming UE data by the Data Collection AF
	
	Restriction dimension
	Aggregation function

	
	Time
	User
	Location
	None
	Count
	Mean
	Maximum
	Minimum
	Sum

	AF-based uplink Network Assistance invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 1)
	Yes
(NOTE 2)
	Yes
(NOTE 2)
	Yes
(NOTE 2)
	No

	NOTE 1:	Number of invocations within the scope of the applicable restriction dimension(s).
NOTE 2: 	Aggregation functions applied to bit rate recommendations, and throughput estimations and throughput predictions within the scope of the applicable restriction dimension(s).
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4th CHANGE
5.9	Downlink Network Assistance
5.9.1	Introduction
The Network Assistance (NA) feature enables a UE that is receiving a downlink media stream to improve the QoE of the media streaming session, by being able to make use of two distinct facilities.
The first facility is bit rate recommendationthroughput estimation. This enables the UE to start a downlink streaming session at the most appropriate bit rate for the network conditions at hand, or to obtain a bit rate recommendation, a throughput estimation or a throughput prediction from the network for an upcoming nominal time period during a media streaming session. This recommendation time period can represent one or many time windows. This function is provided as an additional tool to support the UE, in addition to the common approach of the UE performing its own estimation or prediction based on measurement of the downlink traffic in the past.
The second facility is the delivery boost. The 5GMS Client uses this function to indicate to the network that a temporary boost, i.e. a temporary increase of network throughput for this client, would be needed in order to avoid the risk of media playback stalling due to buffer under-run, which could otherwise occur during the next media segment or soon after. Throughput boosting may also be used at the start of a playback session to shorten the time to start media playback, giving a better experience for the user.
Network Assistance may be offered to the UE in one of two ways:
-	Based on interaction between the UE and the 5GMSd AF, with a subsequent interaction between the 5GMSd AF and the PCF (or the NEF) or between the 5GMSd AF and the NWDAF (or the NEF);
-	Based on interaction between the UE and the RAN, re-using the ANBR RAN-layer signalling.
The UE shall not use both approaches on the same network assistance session.
Figure 5.9.1-1 depicts the Network Assistance feature in the context of the 5GMS architecture, showing the scope of both approaches.



	Comment by Abdelaali Chaoub (Nokia): Added the NWDAF component to illustrate the prediction capability.
Figure 5.9.1-1: Downlink Network Assistance alternative approaches

5.9.2	5GMSd AF-based downlink Network Assistance
[bookmark: _Hlk134957526]The Network Assistance (NA) feature enables a UE to receive a bit rate recommendation from the 5GMSd AF that provides the NA server function. The 5GMSd AF provides the response with an estimation or prediction of throughput, or the recommendation of a bit rate, for the ensuing an upcoming nominal time period. The UE uses this estimation or prediction to derive the most suitable bit rate for its downlink content session from the versions that might be available. The network is expected to commit resources to be able to fulfil the recommendation, although no guarantee for the bandwidth estimation or prediction can be assumed. The 5GMSd Client may provide additional information, such as available media versions, in terms of the required bit rates, or other user inputs necessary to run the throughput prediction (e.g. a set of user locations and time windows), to the 5GMSd AF.
The second facility is the delivery boost. The 5GMSd Client uses this function to indicate to the network that a temporary boost, i.e. a temporary increase of network throughput for this client, is needed.
Each interaction for the 5GMSd AF-based downlink Network Assistance procedures consists of two steps in sequence:
1.	Between the UE (Media Session Handler) and the 5GMSd AF using a 5GMS API at interface M5d;
2.	Between the 5GMSd AF and the PCF (or the NEF):
-	using the Npcf_PolicyAuthorization procedure or Nnef_AFSessionWithQoS procedure to request modification of the PDU session with the requested QoS information.
-	using the Npcf_PolicyAuthorization notification service or Nnef Monitoring Event procedure to receive QoS changes. The 5GMSd AF receives these policy change notifications asynchronously.
Or between the 5GMSd AF and the NWDAF (or the NEF):
-	using the Nnwdaf_AnalyticsSubscription service, the Nnwdaf_AnalyticsInfo service, or the Nnef_AnalyticsExposure service to collect network analytics information. The 5GMSd AF provides the necessary user inputs to support the request to the NWDAF.

Network Assistance is performed within dedicated NA sessions that are a part of the Media Session Handler procedures. Only 5GMSd Clients that have been granted an NA session by the 5GMSd AF may execute the NA bit rate recommendation and boost delivery request procedures. This enables the 5GMSd AF to enforce policies that could include the access to NA by certain 5GMSd Clients only, such that authorisation to use NA facilities can be verified once at the granting of an NA session, and does not need to be verified for each NA request from the 5GMSd Client.
The procedures for 5GMSd AF-based downlink Network Assistance are:
1.	NA session initiation. The 5GMSd Client requests to initiate an NA session with the 5GMSd AF. If the request fulfils any pre-requisites for access to NA functionality, for example policy and charging, then the 5GMSd AF responds with a confirmation that the NA session has been established.
2.	NA bit rate recommendationthroughput estimation. The 5GMSd Client requests a throughput estimation or prediction for a downlink media session from the 5GMSd AF. A unique identifier for the downlink media session is provided by the 5GMSd Client.
	If a set of user locations and time windows is provided with the request then the 5GMSd AF responds with the throughput prediction. The set of available bit rates shall be ignored in this case.
If the set of available bit rates in the downlink media session is provided with the request with no set of user locations and time windows then the 5GMSd AF responds with the recommended bit rate based on its throughput estimation. If the throughput estimation is lower than the lowest value from the set of available bit rates, then the actual throughput estimation is provided.
	If no set of available bit rates and no set of user locations and time windows is provided with the request then the 5GMSd AF responds with the throughput estimation.
3.	NA delivery boost. The 5GMSd Client requests from the AF a downlink delivery boost. A unique identifier for the downlink media session is provided by the 5GMSd Client.
4.	NA session termination. The 5GMSd Client requests to terminate an NA session with the 5GMSd AF. The unique identifier of the NA session to be terminated is provided by the 5GMSd Client.
The AF responds positively if the indicated session could be terminated, and negatively otherwise.
5.9.3	ANBR-based downlink Network Assistance
This approach for the downlink Network Assistance feature is based upon the exchange of the bit rate recommendation message and bit rate recommendation query message between the RAN and UE as described in TS 38.321 [9]. In this case the Network Assistance function in the 5GMSd Client utilises a UE-internal facility to access the RAN modem driver to access ANBR signalling operations and to receive corresponding responses from the network. Hence, this control interface is outside the scope of the 5GMS architecture.
The RAN in this architecture contains control plane and user plane entities that interact with peer control plane and user plane entities in the UE.
-	The control plane interactions involve the sending by the RAN of downlink bit rate recommendations to the UE, which may occur either independently, or in response to a boost request from the UE, via the exchange of the bit rate recommendation message and bit rate recommendation query message between the RAN and UE as described in TS 38.321 [9]. This control interface is outside the scope of the 5GMS architecture.
-	The user plane interaction pertains to downlink streaming media transport over interface M4d.

5th CHANGE
[bookmark: _Toc131073118]D.6	Invocation of AF-based Network Assistance
The Network Assistance feature enables a UE to receive a bit rate recommendation from a 5GMS AF providing the Network Assistance server function.
The 5GMS AF uses the Npcf_PolicyAuthorization notification or Nnef_MonitoringEvent procedure to receive notifications of network QoS changes, e.g. estimation of throughput, recommendation of a bit rate. The 5GMS AF receives these policy change notifications asynchronously.
The 5GMSd AF uses the Nnwdaf_AnalyticsSubscription service, the Nnwdaf_AnalyticsInfo service, or the Nnef_AnalyticsExposure service to receive network analytics information, e.g. prediction of throughput.
The 5GMS AF reports the invocation of AF-based network assistance to its subordinate Data Collection AF, including information about requested QoS and recommended QoS. The Data Collection AF subsequently exposes this UE data to the Event Consumer AF within the 5GMS Application Provider. Using this information, the 5GMS Application Provider is able to optimise the use of the 5GMS System, e.g. by performing dynamic congestion window adjustment.

The NWDAF subscribes to events of this type at the Data Collection AF, specifying the relevant application filter and any relevant location and/or user filters. Based on the requested QoS and recommended QoS in the exposed events, the NWDAF analyses whether the current network deployment or status can support the currently provisioned media streaming services, and exposes these results to the OAM for better network optimization.
END OF CHANGES
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