	
[bookmark: _Hlk131674084]3GPP TSG-S4 Meeting   #125	S4-231151
Gothenburg, Sweden, 21st–25th August 2023	revision of S4aI230123
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	26.501
	CR
	0070
	rev
	2
	Current version:
	18.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	[5GMS_Ph2] Additional baseline parameter for 3GPP Service URL

	
	

	Source to WG:
	BBC

	Source to TSG:
	S4

	
	

	Work item code:
	5GMS_Ph2
	
	Date:
	2023-07-31

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	5GMS AF may be deployed outside the Trusted DN and so the 3GPP Service URL needs to be able to explicitly specify its address in such deployment in order to initiate media session handling of a media streaming session.

	
	

	Summary of change:
	Additional baseline parameter defined to signal endpoint addresses for alternative 5GMS AF instances.

	
	

	Consequences if not approved:
	The Use Case where the 5GMS AF is deployed outside the Trusted DN is not supported by the 3GPP Service URL handler for 5G Media Streaming.

	Q
	

	Clauses affected:
	4.10.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	CR0070r1 [S4aI230123]:
· Externally deployed 5GMS AF is now explicitly listed as the only Use Case for explicitly signalling its endpoint address in the 3GPP Service URL.
CR0070r2 [S4-231151]: Resubmission of endorsed text for WG agreement.


[bookmark: _Toc63784936]
3GPP
FIRST CHANGE
4.10.2	Baseline parameters of 3GPP Service URL for 5G Media Streaming
The parameters in table 4.10.2-1 may be included explicitly or implicitly in the 3GPP Service URL when it is used to launch a 5G Media Streaming session:
Table 4.10.2-1: Baseline parameters of 3GPP Service URL for 5G Media Streaming
	Parameter
	Use
	Description

	Service type
	M
	Uniquely indicating either downlink 5G Media Streaming or uplink 5G Media Streaming.

	External serviceapplication identiifier
	M
	A globally unique serviceapplication identifier nominated by the 5GMS Application Provider that resolves to a Provisioning Session in the 5GMS System.

	5GMS AF endpoint addresses
	0..N
	Endpoint address(es) for 5GMS AF instance(s) to be used by the Media Session Handler at reference point M5. Any of the provided addresses may be used for media session handling of this 3GPP Service URL.
Present only in the case where the 5GMS AF is deployed outside the Trusted DN.

	Media Entry Point URLs
	0..N
	URLs of Media Entry Points on a 5GMS AS to be launched by the Media Session Handler after successful initiation of media session handling and establishment of communication with the Media Stream Handler (Media Player or Media Streamer).

	Acceptable media types
	C
	Indicating a set of media types acceptable to the 5GMS-Aware Application for a 5G Media Streaming session.
Present if no Media Entry Point is provided. This value is used by the Media Session Handler to select the appropriate Media Entry Point provided by the 5GMS AF.

	Acceptable media profiles
	C
	Indicating a set of acceptable conformance profiles for a 5G Media Streaming session.
Present if no Media Entry Point is provided. This value is used by the Media Session Handler to select the appropriate Media Entry Point provided by the 5GMS AF.



The 3GPP Service URL for 5G Media Streaming may also include information to support handling of eMBMS or MBS delivery.
END OF CHANGES
