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[bookmark: OLE_LINK65]Title:	Reply LS on Security Context Transfer between MBSF and MBSTF
[bookmark: OLE_LINK1]Response to:	(S3-233513/ C4-232462) LS on Security Context Transfer between MBSF and MBSTF
Release:	Release 17
Work Item:	5MBS

Source:	SA3
To:	CT4, SA4
Cc:	SA2, CT3

Contact Person:	
Name:	Markus Hanhisalo
E-mail Address:	markus.hanhisalo@ericsson.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	


1. Overall Description:
[bookmark: OLE_LINK74]SA3 thanks CT4 for the LS on Security Context Transfer between MBSF and MBSTF. SA3 updated the Control Plane procedure in TS 33.501 clause W.4.1 to keep an architectural consistency between the Control Plane procedure and the User Plane procedure as SA3 replied from the SA3 May meeting (S3-232689).

CT4 asked following question regarding the Control-Plane procedure:

Question 1: Since Rel-17 is frozen, CT4 intends to discuss deletion of above Editor's note in Q3 without changing CT4 specifications. Kindly provide feedback if any.

SA3 answer for question 1:

SA3 is fine to remove the editor’s note without additional change.



CT4 asked following question regarding the User-Plane procedure:

Question 2: If MBSSF is co-located with MBSF, does CT4 need to update Nmb2 APIs to support transferring both MSK and MTK from NF-Service-Consumers of Nmbstf_MBSDistributionSession Service (e.g. MBSSF) to MBSTF over Nmb2? 

SA3 answer for question 2: No. MBSSF is logical function. When MBSSF is located in MBSF, the interface between MBSF and MBSTF for MSK/MTK transfer is up to the implementation of the deployment options in Rel-17 and Rel-18. The same applies when the MBSSF is located in the MBSTF.


2. Actions:
To CT4

ACTION: 	CT4 is kindly requested to take the above information into account.

3. Date of Next TSG-SA WG3 Meetings:
SA3#113	6 -10 November 2023	Chicago, US
SA3#114	22 -26 January 2024	UE (TBD)
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