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1. [bookmark: _Toc504713888]Introduction
In the ARMRQoE TR [1], the section 6.3.5 defines the pose error and time error in pose prediction as QoE metrics. The detailed procedure for measuring the metrics is described in section 6.3.5.3 with the OpenXR functions used to collect the information.
A function called to get the predicted pose may return status information related to the validity of the pose information (position and orientation) and whether it is actively tracked. 
[bookmark: _Hlk142469698]With OpenXR, the xrLocateViews function is called to query for a predicted/estimated pose at a given time. The status information related to the predicted/estimated pose is returned in the XrViewState structure. It contains containing additional state data in the XrViewStateFlags.
In XrViewStateFlags field, it contains a bitmask of XrViewStateFlagBits indicating state for the pose.
	// Flag bits for XrViewStateFlags
static const XrViewStateFlags XR_VIEW_STATE_ORIENTATION_VALID_BIT = 0x00000001;
static const XrViewStateFlags XR_VIEW_STATE_POSITION_VALID_BIT = 0x00000002;
static const XrViewStateFlags XR_VIEW_STATE_ORIENTATION_TRACKED_BIT = 0x00000004;
static const XrViewStateFlags XR_VIEW_STATE_POSITION_TRACKED_BIT = 0x00000008;



The definition of state values returns for views are the following:
	Flag Descriptions
· XR_VIEW_STATE_ORIENTATION_VALID_BIT indicates whether all XrView orientations contain valid data. Applications must not read any of the XrView pose orientation fields if this flag is unset. XR_VIEW_STATE_ORIENTATION_TRACKED_BIT should generally remain set when this bit is set for views on a tracked headset or handheld device.
· XR_VIEW_STATE_POSITION_VALID_BIT indicates whether all XrView positions contain valid data. Applications must not read any of the XrView::pose position fields if this flag is unset. When a view loses tracking, runtimes should continue to provide valid but untracked view position values that are inferred or last-known, so long as it’s still meaningful for the application to render content using that position, clearing XR_VIEW_STATE_POSITION_TRACKED_BIT until tracking is recovered.
· XR_VIEW_STATE_ORIENTATION_TRACKED_BIT indicates whether all XrView orientations represent an actively tracked orientation. This bit should generally remain set when XR_VIEW_STATE_ORIENTATION_VALID_BIT is set for views on a tracked headset or handheld device.
· XR_VIEW_STATE_POSITION_TRACKED_BIT indicates whether all XrView positions represent an actively tracked position. When a view loses tracking, runtimes should continue to provide valid but untracked view position values that are inferred or last-known, e.g. based on neck model updates, inertial dead reckoning, or a last-known position, so long as it’s still meaningful for the application to render content using that position.



In this paper, we propose to check that status information before using the pose for rendering or computing the pose error. We propose to compute an accuracy level based on that status information returned with the predicted/estimated pose.

1. Proposed changes
Update the clause 6.3.5.3 with the following change to check the status information returned with the pose prediction when computing the pose error.

===== CHANGE #1  =====

[bookmark: _Toc135944317]6.3.5.3	Measurement procedure
A measurement procedure for the scenario of cloud-based rendering is shown in Figure 5.2.3-1. The XR Runtime and the XR Application may be on a same device such as a UE, or on difference devices such as an AR glasses (which hosts the XR Runtime) and a UE (which hosts the XR Application). The steps are as follows:
1)	The XR Application estimates the round-trip time (RTT) between the XR application and the Edge Application Server (EAS).
2)	The XR Application queries for the next display time. This (and step 3) can be achieved by calling the xrWaitFrame function in OpenXR.
3)	The XR Runtime replies with the next display time. 
4)	The XR application predicts a display time – an initial prediction – and the use of initial is because a second prediction/estimation will be made later. This predicted display time is called T2.predicted1.
5)	The XR application queries for a predicted pose at the initial predicted display time T2.predicted1. Calling the function xrLocateViews in OpenXR can achieve this step and step 7.
6)	The XR Runtime predicts the pose, and the prediction occurs at time T1.
7)	The XR Runtime returns with the predicted pose (P.predicted1) including status flags information. 
7bis)	The XR application computes the accuracy level (AL.predicted1) of the predicted pose based on the status flags information returned with that pose. 
8)	The XR application sends the predicted pose (P.predicted1) and the associated initial predicted display time (T2.predicted1) to the EAS.
9)	The EAS renders for the predicted pose (P.predicted1), and compresses the rendered frame.
10)	The EAS returns the rendered frame along with the initial predicted display time (T2.predicted1) to the XR Application.
11)	The XR Application sends the rendered frame to the XR Runtine, e.g., via swapchain. This can be achieved by calling the xrReleaseSwapchainImage function in OpenXR. The XR Application passes the display time used for the rendering the frame, and this can be achieved by calling the xrEndFrame function in OpenXR.  
12)	The XR Application queries for the predicted display time. This is intended to get a more accurate prediction of the display time than the one in step 4, because there is less time to predict into the future at this moment.
13)	The XR Runtime returns an updated prediction of the display time (T2.predicted2).
14)	The XR Runtime performs reprojection for pose correction. The actual display play time is called T2.actual.  
15)	The XR Application queries for the pose associated with the updated prediction of the display time (T2.predicted2). This can be achieved by calling the xrLocateViews function in OpenXR.
16)	The XR Runtime does pose estimation.
17)	The XR Runtime returns a pose estimate (P.predicted2) including status flags information.
18)	The XR Application computes the aggregated accuracy level (AL.predicted2) using the status information returned with the pose (P.predicted2) from the step 17 and the accuracy level (AL.predicted1) from the step 7bis. Then tThe XR Application computes a pose error estimate (P.predicted1 – P.predicte2) and a time error estimate(T2.predicted1 – T2.predicted2) according to the aggregated accuracy level (AL.predicted2).  







Figure 6.3.5.3-1: The procedure for measuring the pose error and time error in pose prediction
Note that two queries are used to predict the display time of a same frame. The first query occurs in step 2, and the query result is used to determine a target display time for the rendering process in step 4. The second query occurs much closer to the actual display time, as shown in steps 12-13, and thus provides higher accuracy. This is shown in Figure 6.3.5.3-2.


Figure 6.3.5.3-2: The use of a second prediction (T2.predicted2) of the display time for better accuracy 
Note: to compute the accuracy level in step 7bis and 18 with the Khronos OpenXR API [22], the xrLocateViews function returns the status information related to the predicted/estimated pose in the XrViewState structure. XrViewStateFlags in the XrViewState are flags that give information validity and tracking of position and orientation.
The following XrViewStateFlags may be used to compute an accuracy level on the predicted/estimated pose:
· XR_VIEW_STATE_ORIENTATION_VALID_BIT
· XR_VIEW_STATE_POSITION_VALID_BIT
· XR_VIEW_STATE_POSITION_TRACKED_BIT
· XR_VIEW_STATE_ORIENTATION_TRACKED_BIT

The computation of the accuracy level using the XrViewStateFlags is FFS.

===== END of CHANGE #1  =====

1. Proposal
We propose to include the proposed changes in clause 6.3.5.3 to the TR for ARMRQoE [1].
1. References

[1] [bookmark: _Ref141362512]3GPP TR 26.812, “Study on QoE Metrics for AR/MR Services”, v0.5.0, May 2023.
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