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[bookmark: _Toc63784936]CHANGE #1
[bookmark: _Toc130832422][bookmark: _Toc132137246][bookmark: _Toc134709895][bookmark: _Toc149723670]6.2.2	Pose prediction information format
The split rendering client on the XR device may periodically transmit a set of pose predictions to the split rendering server. The type of the message shall be set to “urn:3gpp:split-rendering:v1:pose”.
Each predicted pose shall contain the associated predicted display time and an identifier of the XR space that was used for that pose. 
Depending on the view configuration of the XR session, there could be different pose information for each view. The pose information is described by the poseInfo object.
The structure and the attributes of the poseInfo object are defined in Table 5.1.2-1The payload of the message shall be as follows:.
Table 5.1.2-1 - Pose Prediction information format
	Name
	Type
	Cardinality
	Description

	poseInfo
	Object
	1..n
	An array of pose information objects, each corresponding to a target display time and XR space. 

	  displayTime
	number
	1..1
	The time for which the current view poses are predicted.

	  xrSpace
	number
	0..1
	An identifier for the XR space in which the view poses are expressed. The set of XR spaces are agreed on between the split rendering client and the split rendering server at the setup of the split rendering session.
The set of XR spaces is negotiated as part of the split rendering configuration as defined in clause 8.4.2.2.

	  viewPoses
	Object
	0..n
	An array that provides a list of the poses associated with every view. The number of views is determined during the split rendering session setup between the split rendering client and server, depending on the view configuration of the XR session.

	     pose
	Object
	1..1
	An object that carries the pose information for a particular view.

	        orientation
	Object
	1..1
	Represents the orientation of the view pose as a quaternion based on the reference XR space.

	             x
	number
	1..1
	Provides the x coordinate of the quaternion.

	             y
	number
	1..1
	Provides the y coordinate of the quaternion.

	             z
	number
	1..1
	Provides the z coordinate of the quaternion.

	             w
	number
	1..1
	Provides the w coordinate of the quaternion.

	        position
	Object
	0..1
	Represents the location in 3D space of the pose based on the reference XR space.
For eye gaze poses, the position is not required.

	             x
	number
	1..1
	Provides the x coordinate of the position vector.

	             y
	number
	1..1
	Provides the y coordinate of the position vector.

	             z
	number
	1..1
	Provides the z coordinate of the position vector.

	     confidence
	number
	0..1
	This optional parameter provides a confidence score that reflects the probability for this pose prediction to be correct. For the current pose or a pose in the past, the confidence value would be 1. The confidence can take a value between 0 and 1.
If not provided by the XR runtime, this field may be estimated by the SRC or omitted. 

	     fov
	Object
	1..1
	Indicates the four sides of the field of view used for the projection of the corresponding XR view.

	        angleLeft
	number
	1..1
	The angle of the left side of the field of view. For a symmetric field of view this value is negative.

	        angleRight
	number
	1..1
	The angle of the right side of the field of view.

	        angleUp
	number
	1..1
	The angle of the top part of the field of view.

	        angleDown
	number
	1..1
	The angle of the bottom part of the field of view. For a symmetric field of view this value is negative.


 Format
	Name
	Type
	Cardinality
	Description

	poseInfo
	Object
	1..n
	An array of pose information objects, each corresponding to a target display time and XR space. 

	  displayTime
	number
	1..1
	The time for which the current view poses are predicted.

	  xrSpace
	number
	0..1
	An identifier for the XR space in which the view poses are expressed. The set of XR spaces are agreed on between the split rendering client and the split rendering server at the setup of the split rendering session.

	  viewPoses
	Object
	0..n
	An array that provides a list of the poses associated with every view. The number of views is determined during the split rendering session setup between the split rendering client and server, depending on the view configuration of the XR session.

	     pose
	Object
	1..1
	An object that carries the pose information for a particular view.

	        orientation
	Object
	1..1
	Represents the orientation of the view pose as a quaternion based on the reference XR space.

	             x
	number
	1..1
	Provides the x coordinate of the quaternion.

	             y
	number
	1..1
	Provides the y coordinate of the quaternion.

	             z
	number
	1..1
	Provides the z coordinate of the quaternion.

	             w
	number
	1..1
	Provides the w coordinate of the quaternion.

	        position
	Object
	1..1
	Represents the location in 3D space of the pose based on the reference XR space.

	             x
	number
	1..1
	Provides the x coordinate of the position vector.

	             y
	number
	1..1
	Provides the y coordinate of the position vector.

	             z
	number
	1..1
	Provides the z coordinate of the position vector.

	     fov
	Object
	1..1
	Indicates the four sides of the field of view used for the projection of the corresponding XR view.

	        angleLeft
	number
	1..1
	The angle of the left side of the field of view. For a symmetric field of view this value is negative.

	        angleRight
	number
	1..1
	The angle of the right side of the field of view.

	        angleUp
	number
	1..1
	The angle of the top part of the field of view.

	        angleDown
	number
	1..1
	The angle of the bottom part of the field of view. For a symmetric field of view this value is negative.


CHANGE #2
[bookmark: _Toc130832423][bookmark: _Toc132137247][bookmark: _Toc134709896][bookmark: _Toc149723671]6.2.3	Action format
Actions are grouped into action sets, which may be activated and deactivated during the lifetime of an XR session. The action sets and actions are negotiated at the start of the split rendering session. 
The split rendering client may report any changes to action state as soon as it occurs by sending a message of the type “urn:3gpp:split-rendering:v1:action”.
The action information is described by the actionSets object. The structure and the attributes of the actionSets object are defined in Table 5.1.3-1The content of the action message type shall follow the following format:
Table 5.1.3-1 - Action Fformat
	Name
	Type
	Cardinality
	Description

	actionSets
	Object
	1..n
	An array of active action sets, for which there is at least an action that has a state change. 

	     actions
	Object
	1..n
	An array of objects that conveys information about the actions of the parent action set.

	         identifier
	string
	1..1
	A unique identifier of the action that was agreed upon during split rendering session setup.

	         subactionPath
	string
	1..1
	The sub-action path for which the state has changed. It abstracts a binding between an action and the hardware input associated to it by the XR Runtime.

	         state
	object
	1..1
	The state of the action that had a change in state.

	            lastChangeTime
	number
	1..1
	The timestamp of the last change to the state of this action.

	            currentStateBool
	Bool
	0..1
	The current Boolean state of the action

	            currentStateNum
	number
	0..1
	The current numerical state of the action.

	            currentStateVec2
	Array
	0..1
	An array of numerical state values for the action.

	Name
	Type
	Cardinality
	Description

	actionSets
	Object
	1..n
	An array of active action sets, for which there is at least an action that has a state change. 

	     actions
	Object
	1..n
	An array of objects that conveys information about the actions of the parent action set.

	         identifier
	string
	1..1
	A unique identifier of the action that was agreed upon during split rendering session setup.

	         subactionPath
	string
	1..1
	The sub-action path for which the state has changed. It abstracts a binding between an action and the hardware input associated to it by the XR runtime.

	         state
	object
	1..1
	The state of the action that had a change in state.

	            lastChangeTime
	number
	1..1
	The timestamp of the last change to the state of this action.

	            currentStateBool
	Bool
	0..1
	The current Boolean state of the action

	            currentStateNum
	number
	0..1
	The current numerical state of the action.

	            currentStateVec2
	Array
	0..1
	An array of numerical state values for the action.




END OF CHANGES

