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[bookmark: _Toc155355223][bookmark: _Toc74859108][bookmark: _Toc71722056][bookmark: _Toc71214382][bookmark: _Toc68899631][bookmark: _Toc51937696][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc146218288]4.5.5	MBS User Data Ingest Session parameters
This entity models an MBS User Data Ingest Session, as provisioned by the MBS Application Provider and as managed by the MBSF. The baseline parameters for an MBS User Data Ingest Session are listed in table 4.5.5‑1 below.
NOTE:	A linkage from the MBS User Data Ingest Session to its parent MBS User Service is additionally required at stage 3. The User Service identifier defined in table 4.5.3‑1 serves this purpose.
The set of active periods may be updated by the MBS Application Provider at any time. The state of constituent MBS Distribution Sessions (and their corresponding MBS Distribution Session Announcements) may need to change as a consequence.
Table 4.5.5‑1: Baseline parameters of MBS User Data Ingest Session entity
	Parameter
	Cardinality
	Assigner
	Description

	User Data Ingest Session Identifier
	1..1
	MBSF
	An identifier for this MBS User Data Ingest Session that is unique in the scope of the parent MBS User Service (see clause 4.5.3).

	MBS User Service Announcement
	0..1
	
	The MBS User Service Announcement (see clause 4.5.7) currently associated with this MBS User Data Ingest Session.
Present only if all constituent MBS Distribution Sessions are in the ESTABLISHED or ACTIVE state.

	Active periods
	0..*
	MBS Application Provider
	Periods of time during which the MBS User Data Ingest Session and all its subordinate MBS Distribution Sessions isare active in the MBS System.
If omitted, the MBS User Data Ingest session and all its subordinate MBS Distribution Sessions isare intended to be active until further notice.



The MBS User Data Ingest Session is composed of one or more MBS Distribution Sessions (see clause 4.5.6 below) and these shall be provisioned in the same operation as the enclosing MBS User Data Ingest Session. It is not valid for an MBS User Data Ingest Session to have no MBS Distribution Sessions defined.
MBS Distribution Sessions may be added to or removed from an MBS User Data Ingest Session by the MBS Application Provider at any time, subject to the minimum number specified above. The MBS User Service Announcement may need to change as a consequence to refer to a revised set of corresponding MBS Distribution Session Announcements.
* * * * Second change * * * *(all new text)
4.6.0	Introduction
[bookmark: _Hlk163673125]When provisioning an MBS User Data Ingest Session in the MBSF (directly, or indirectly via the NEF) the MBS Application Provider may specify a set of Active periods that apply to it and to all its subordinate MBS Distribution Sessions. Each Active period is described in terms of a start time and an end time. The MBSF shall include the Active periods (if any) in the Service Announcement that it compiles and makes available to the MBS Client.
* * * * End of changes * * * *
