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	Reason for change:
	1. Introduction of 3GPP Service URL to initiate media session handling requires a default 5GMS AF host name to be defined at reference point M5.
2. Introduction of 3GPP Service URL to initiate media session handling requires a service launch identifier that is invariant across different 5GMS System deployments.
3. Retrieval of Service Access Information by Media Session Handler needs to make use of this universal service launch identifier instead of a system-dependent Provisioning Session identifier.

	
	

	Summary of change:
	1. Specified default 5GMS AF host name at reference point M5.
2. Specified format of External Service identifier for 5G Media Streaming to be a reverse FQDN.
3. Modified Service Access Information API to use an External Service identifier as the URL path parameter instead of Provisioning Session identifier.

	
	

	Consequences if not approved:
	1. Use of a default 5GMS AF instance not possible when initiating media session handling with a 3GPP Service URL that does not explicitly specify a 5GMS AF instance.
2. There is a risk that External Service identifiers assigned by different 5GMS Appliation Providers will suffer from name space clashes.
3. The same 3GPP Service URL is not portable between 5GMS System deployments making it difficult to design a universally applicable 5GMS-Aware Application.
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	This CR's revision history:
	CR0036r1 [S4-231161]:
· Resubmission for formal WG endorsement.
CR0036r2 [S4aI230150]:
· Refactoring with external application identifier replaced by external service identifier to avoid overloading the existing application identifier.
CR0036r3 [S4-2301636]:
· Removed redefinition of externalApplicationId to separate maintenance Change Requests for Rel-16/Rel-17.
CR0036r4 [S4-240096]:
· Removed changes to clauses now in TS 26.510.
CR0036r5 [S4-240384]:
· Tweaked wording "This release" -> "This version of the present document".
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6.0.1.1	Default 5GMS AF endpoint address at reference point M1
This version of the present document does not specify a default host name for the 5GMS AF at reference point M1.
The 5GMS AF shall expose the Provisioning network APIs specified in clause 7 via the default listening port number(s) for the version(s) of HTTP specified for reference point M1 in clause 6.2.1.1.
6.0.1.2	Default 5GMS AF endpoint address at reference point M3
This version of the present document does not specify a default host name for the 5GMS AF at reference point M3.
The 5GMS AF shall expose the Provisioning network APIs specified in clause 7 via the default listening port number(s) for the version(s) of HTTP specified for reference point M3 in clause 6.2.1.1.
6.0.1.3	Default 5GMS AF endpoint address at reference point M5
Except where the host name of an externally deployed 5GMS AF is explicitly signalled as a parameter of a 3GPP Service URL passed to the Media Session Handler at reference point M6, the following default 5GMS AF host name shall be inserted into {apiRoot} (see clause 6.1) for the Media Session Handler's first request at reference point M5 to the 5GMS AF for each media streaming session (see clause 11.2):
ms.af.3gppservices.org
The DNS service provided by the 5G System shall resolve this host name to the IP address(es) of deployed 5GMS AF instance(s), if any.
The 5GMS AF shall expose the Media Session Handling network APIs specified in clause 11 via the default listening port number(s) for the version(s) of HTTP specified for reference point M5 in clause 6.2.1.1.
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