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7.5.2
Stored versus generated SDP fields

The SDP information stored in a 3GP file should be as complete as possible, although some fields must be generated or modified by the server when a presentation is composed. Table 7.3 gives an overview of the SDP fields used by PSS, c.f. Table A.1 in [3], and whether they are required to be included in 3GP files or whether the server is required to generate them.

Table 7.3: Overview of stored and generated fields in SDP

	Type
	Description
	Contained in 3GP file
	Generated by PSS server

	Session Description

	V
	Protocol version
	R
	O

	O
	Owner/creator and session identifier
	O
	R

	S
	Session Name
	R
	O

	I
	Session information
	O
	O

	U
	URI of description
	O
	O

	E
	Email address
	O
	O

	P
	Phone number
	O
	O

	C
	Connection Information
	O
	R

	B
	Bandwidth information
	AS
	O
	O

	
	
	RS
	O
	O

	
	
	RR
	O
	O

	One or more Time Descriptions (See below)

	Z
	Time zone adjustments
	O
	O

	K
	Encryption key
	O
	O

	A
	Session attributes
	control
	O
	R

	
	
	range
	R
	O

	
	
	alt-group
	R (see note 4)
	O

	
	
	QoE-Metrics
	O
	O

	
	
	3GPP-Asset-Information
	O
	O

	
	
	3GPP-Integrity-Key
	N
	R (see note 6)

	
	
	3GPP-SDP-Auth
	N
	R (see note 6)

	One or more Media Descriptions (See below)

	

	Time Description

	T
	Time the session is active
	R
	O

	
	
	
	

	R
	Repeat times
	O
	O

	

	Media Description

	M
	Media name and transport address
	R
	O

	I
	Media title
	O
	O

	C
	Connection information
	O
	R

	B
	Bandwidth information
	AS
	R
	O

	
	
	RS
	O
	R

	
	
	RR
	O
	R

	K
	Encryption Key
	O
	O

	A
	Attribute Lines
	control
	O
	R

	
	
	range
	R
	O

	
	
	fmtp
	R
	O

	
	
	rtpmap
	R
	O

	
	
	X-predecbufsize
	R (see note 5)
	O

	
	
	X-initpredecbufperiod
	R (see note 5)
	O

	
	
	X-initpostdecbufperiod
	R (see note 5)
	O

	
	
	X-decbyterate
	R (see note 5)
	O

	
	
	framesize
	R
	O

	
	
	alt
	N
	R

	
	
	alt-default-id
	N
	R

	
	
	3GPP-Adaptation-Support
	N
	O

	
	
	QoE-Metrics
	O
	O

	
	
	3GPP-Asset-Information
	O
	O

	
	
	3GPP-SRTP-Config
	N
	 R (see note 6)

	Note 1: Fields in 3GP files are Required (R), Optional (O), or Not allowed (N).

Note 2: Servers are Required (R) to generate (possibly by copying or modifying from file), or have the Option (O) to generate/copy/modify, or are Not allowed (N) to modify fields. If a field is present in a file, it shall be copied or modified, but not omitted, by the server. 

Note 3: Some types shall only be included under certain conditions, as specified by PSS [3].

Note 4: The “alt-group” attribute is required to be stored in 3GP files if it is used.

Note 5: The "X-" attributes are required to be stored in 3GP files if they are used. They may either be specified in the PSS Annex G box '3gag' (see Clause 9) or in media-level SDP fragments. 
 Note 6: The server is required to generate the "3GPP-Integrity-Key", "3GPP-Sdp-Auth", and "3GPP-Srtp-Config" attributes if integrity protection is used.
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