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-------------------------------------------        First Change        ------------------------------------------------
8.5
Using MBMS Streaming delivery on Unicast
If the MBMS UE supports MBMS streaming delivery on unicast, then MBMS Streaming shall perform the functions of a PSS client [47] to deliver content when MBMS Bearers are not usable or available and if at least one unicastAccessURI element is available for the delivery method in the MBMS User Service Description. Note, if at least one unicastAccessURI element is available it is presumed that the same content is offered by the PSS server and by MBMS. If more than one unicastAccessURI element is available in the deliveryMethod element, then the UE shall randomly choose one URI to be used for unicast access to the service.

The UE may compare the SSRC values of PSS and MBMS flows. If the UE detects that the same SSRC value is used for PSS and MBMS flows, then the UE should assume that the same wallclock time and same random RTP timestamp offset is used for the flows with the same SSRC value. This gives the UE an advantage for the synchronization onto the flows. The UE does not need to wait for new, flow specific RTCP packets. 
The BM-SC and the PSS servers which provide for unicast access to the MBMS service shall be time synchronized. The PSS server and the UE should support UTC clock time format in the “Range” header field as defined in [88].
The UE may request a specific start time of the PSS session by indicating a UTC clock time in the “Range” header field of the PLAY request. Otherwise, the UE may either specify an NPT range using the “now“ value as a start point of the PSS session or it may completely omit the Range header field. 
If the PSS server does not support time shifting and the request contains a range indication (other than “now”) then the PSS server shall reply with the actual range that will be played back.  Examples of this are an NPT range header field using “now” or the selected start time in UTC clock time. 
A unicastAccessURI element in the deliveryMethod element of the User Service Description may contain an RTSP URI or a reference to an PSS SDP file.
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