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FIRST CHANGE

8.3.5
MBMS Streaming Session Teardown

8.3.5.1
General Description
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Figure 14: MBMS Streaming Session Termination
Step 1:
UE receives Streaming content from the BM-SC.UPF.
Step 2, 3:
UE initiates a SIP BYE message to SCF, indicating which MBMS Streaming session to close. 

Step 4, 5:
SCF responds UE with a SIP 200 OK message when the SIP BYE is successfully handled and session terminated. At this stage, the UE can stop receiving the MBMS Streaming session.


8.3.5.2
Procedures at the UE
The UE shall send a SIP BYE to the SCF.
The UE may deactivate the according MBMS Bearer Service during steps 2 to 5 or after step 5 of clause 8.3.5.1. The deactivation is either according to the MBMS Broadcast Service deactivation (3GPP TS 23.246 [4]) or the MBMS Multicast Mode deactivation procedure (3GPP TS 23.246 [4]).
8.3.5.3
Procedures at the IM CN Subsystem
The IM CN subsystem handles the SIP dialog as defined in 3GPP TS 23.228.
8.3.5.4
Procedures at the SCF
The SCF responds to the UE with a SIP 200 OK message after handling of the SIP BYE message.
8.3.5.5 Procedures at the BMSC.UPF
The BMSC.UPF is acting as described in 3GPP TS 23.246 [4].
END FIRST CHANGE
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