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1. 
Introduction

At SA4#53, it was commented that confidence intervals may be reported together with eCall characterization test results in TR 26.969 [1]. The objective of the present contribution is to provide these confidence intervals for the verification item carried out by France Telecom with results presented in [2]. A CR to TR 26.269 will be provided at SA4#54 if it is agreed to include the confidence intervals presented herein.
2. 
Confidence intervals for eCall inband modem performance with EFR
Based on raw data results obtained in the verification phase, the test results presented in [2] and included in [1] can be complemented as follows:
	Results per test condition

	 
	AMR12.2
	EFR12.2

	C/I = 1dB
	Average elapsed time (s)
	 
	46,21
	±
	6,728

	
	% of success
	
	98

	C/I = 4dB
	Average elapsed time (s)
	 
	2,73
	±
	0,215

	
	% of success
	
	100

	C/I = 7dB
	Average elapsed time (s)
	1,92
	±
	0,052
	1,66
	±
	0,054

	
	% of success
	100
	100

	C/I = 10dB
	Average elapsed time (s)
	1,49
	±
	0,037
	1,36
	±
	0,013

	
	% of success
	100
	100

	C/I = 13dB
	Average elapsed time (s)
	1,36
	±
	0,002
	1,35
	±
	0,002

	
	% of success
	100
	100

	C/I = 16dB
	Average elapsed time (s)
	 
	1,35
	±
	0,002

	
	% of success
	
	100

	Error free
	Average elapsed time (s)
	1,36
	±
	0,002
	1,35
	±
	0,002

	
	% of success
	100
	100


The lower and upper bounds of the confidence intervals are provided using the ±  notation.
For sanity check, the same verification experiment was re-run using the same campaign file but with the latest versions of the eCall inband modem and test setup (CRs approved in SA4#53 and the SA plenary). The associated results are shown below:

	Results per test condition

	 
	AMR12.2
	EFR12.2

	C/I = 1dB
	Average elapsed time (s)
	 
	46,55
	±
	6,760

	
	% of success
	
	98

	C/I = 4dB
	Average elapsed time (s)
	 
	2,73
	±
	0,215

	
	% of success
	
	100

	C/I = 7dB
	Average elapsed time (s)
	1,92
	±
	0,052
	1,65
	±
	0,055

	
	% of success
	100
	100

	C/I = 10dB
	Average elapsed time (s)
	1,49
	±
	0,037
	1,36
	±
	0,013

	
	% of success
	100
	100

	C/I = 13dB
	Average elapsed time (s)
	1,36
	±
	0,002
	1,35
	±
	0,002

	
	% of success
	100
	100

	C/I = 16dB
	Average elapsed time (s)
	 
	1,35
	±
	0,002

	
	% of success
	
	100

	Error free
	Average elapsed time (s)
	1,36
	±
	0,002
	1,35
	±
	0,002

	
	% of success
	100
	100


These updated results are equivalent to the previous ones presented in [2].

3. 
Proposal

It is proposed that 3GPP SA4 considers the updated test results presented herein to update [1, Section 5.5.2].
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