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0. Introduction
MPEG has output a draft specification based on 3GPP HTTP Streaming specification, with a number of extensions. We may accept some of which falls into our scope for release 10. Once accepted, same solution should be re-used to avoid further fragmentation of the market.
1. Discussion

The additional features that MPEG-DASH made are as following:
Notes that file format extensions are not written in the CD but also agreed accompany the CD.
	Features
	Description
	Section in CD
	Related UC in 3GPP

	MPD extension

	MPD Assembly
	A mechanism for the referencing a Remote DASH Element.
	5.2
	Use Case 2/4

	Representation Grouping
	To mitigate the inefficiency of duplicated attributes and to permit pre-selection of Representation and Representation groups,
	5.3.3.4
	

	Subset
	A mechanism to restrict the combination of active Representations Groups
	5.3.3.5
	

	Additional variables for template based URL
	Additional variables for template based URL: Bandwidth/Time 
	5.3.4.2
	

	Multiple URL
	Alternative base URL
	5.3.4.1
	

	Arbitrary Segment Duration Timelines
	A mechanism to support non-regular Representation segment durations.
	5.3.4.5
	

	Additional Content Description Elements
	Additional Content Description Elements.
	5.5
	

	Multi views
	Support Multi views contents.
	5.6.2
	

	File Format Extension

	“sidx” extension
	To indicate the RAPs.
	
	

	“srft”
	Sender Reference Time Box
	
	

	“tfdt”
	Track fragment decode time
	
	








































































































