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*** Start change 1 ***

A.4.1
H.263 and MPEG-4 Visual

In the following example the SDP offer includes two video codec options:

Table A.4.1: Example SDP offer for H.263 and MPEG-4 Part 2 video

	SDP offer

	m=video 49154 RTP/AVP 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

b=AS:92

b=RS:0

b=RR:2500

a=rtpmap:99 H263-2000/90000

a=fmtp:99 profile=0;level=45

a=rtpmap:100 MP4V-ES/90000

a=fmtp:100 profile-level-id=9; \

     config=000001b009000001b509000001000000012000845d4c282c2090a28f
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The two options in table 4.1 are associated with the RTP Payload Type numbers 99 and 100. The first offer includes ITU-T Recommendation H.263 Profile 0 (Baseline) at level 45, which supports bitrates up to 128 kbps and maximum QCIF picture formats at 15 Hz. The second offer is MPEG-4 Visual (Part 2) Simple profile at level 0b, which also supports bitrates up to 128 kbps and QCIF at 15 Hz. Here profile-level-id=9 represents Simple profile at level 0b and may be used for negotiation, whereas the config parameter gives the configuration of the MPEG-4 Visual bit stream and is not used for negotiation. The bandwidth (including IP, UDP and RTP overhead) for video is 92 kbps.
The negotiation of AVPF features is also shown. By setting ‘trr-int’ to 5000 the MTSI client indicates that the minimum interval between two regular RTCP packets needs to be 5 seconds, [40]. The ‘nack’ and ‘nack pli’ parameters indicate that the MTSI client supports NACK (Generic NACK) and PLI (Picture Loss Indication) as defined by AVPF, [40]. The ‘ccm fir’ and ‘ccm tmmbr’ parameters indicate that the MTSI client supports the FIR (Full Intra Request) and TMMBR (Temporary Maximum Media Stream Bit Rate Request), [43]. The wildcard (‘*’) indicates that at it is possible to use these features for all RTP payload types for the video stream.
An example SDP answer to the offer is given below.

Annex A.6 describes the b=RS and b=RR bandwidth modifiers and the values included here.

Table A.4.2: Example SDP answer

	SDP answer

	m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 H263-2000/90000

a=fmtp:99 profile=0;level=10
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The answer includes only the H.263 codec. The responding MTSI client has restricted the video bandwidth to 57 kbps and restricted the H.263 level to 10 which supports bitrates up to 64 kbps. The offerer must be able to comply with a reduced bitrate and lower level since support for level 45 implies the support of level 10 as well.

A.4.2
H.264/AVC with H.263 as fallback

In this example the SDP offer includes H.264/AVC with H.263 as fallback.

Table A.4.3: Example SDP offer for H.264/AVC with H.263 as fallback

	SDP offer

	m=video 49154 RTP/AVP 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e00a; \

     sprop-parameter-sets=J0LgCpWgsToB/UA=,KM4Gag==

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=10
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The first (preferred) offer is H.264/AVC. The packetization-mode parameter indicates single NAL unit mode. This is the default mode and it is therefore not necessary to include this parameter (see RFC 3984). The profile-level-id parameter indicates Baseline profile at level 1, which supports bitrates up to 64 kbps. It also indicates, by using so‑called constraint-set flags, that the bit stream can be decoded by any Baseline, Main or Extended profile decoder. The third parameter, sprop-parameter-sets, includes base-64 encoded sequence and picture parameter set NAL units that are referred by the video bit stream. The sequence parameter set used here includes syntax that specifies the number of re‑ordered frames to be zero so that latency can be minimized. The second offer in the SDP is H.263 Profile 0 (Baseline) at level 10. It is used here as a fallback in case the other MTSI client does not support H.264/AVC. The bandwidth (including IP, UDP and RTP overhead) for video is restricted to 57 kbps.

An example SDP answer to the offer is given below.

Table A.4.4: Example SDP answer

	SDP answer

	m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e00a; \

     sprop-parameter-sets=J0LgCpWgsToB/UA=,KM4Gag==
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The responding MTSI client is capable of using H.264/AVC and has therefore removed the fallback offer H.263. As the offer already indicated the lowest level (level 1) of H.264/AVC as well as the minimum constraint set, there is no room for further negotiation of profiles and levels. However, the bandwidth could be constrained further by reducing the bandwidth in b=AS.

A.4.3
MPEG-4 Visual and H.263 with "imageattr" attribute
In the following example the SDP offer includes two video codec options.
Table A.4.5: Example SDP offer for MPEG-4 Part 2 and H.263 video

	SDP offer

	a=tcap:1 RTP/AVPF

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1

b=AS:213

b=RS:0

b=RR:2500
a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=3; \

     config=000001B003000001B509000001000000012000845D4C285020F0A21F

a=imageattr:99 send [x=176,y=144] [x=224,y=176] [x=272,y=224] [x=320,y=240] recv [x=176,y=144] [x=224,y=176] [x=272,y=224,q=0.6] [x=320,y=240]
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
m=video 49158 RTP/AVP 100 

a=pcfg:1 t=1

b=AS:92

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=45
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The two options in Table A.4.5 are associated with the RTP Payload Type numbers 99 and 100. The first offer is MPEG-4 Visual (Part 2) Simple profile at level 3, which also supports bitrates up to 384 kbps and CIF at 30 Hz. Here profile-level-id=3 represents Simple profile at level 3 and may be used for negotiation, whereas the config parameter gives the configuration of the MPEG-4 Visual bit stream and is not used for negotiation. The config parameter is constructed assuming the offered conditions and image size of 320x240, which is the largest of all offered sizes for send direction. The offering MTSI client offers four image sizes for both send and receive directions but prefers 272x224 for receive direction, which might fit the available space on its display better than the other image sizes. The bandwidth (including IP, UDP and RTP overhead) for video is 213 kbps. The second offer includes ITU-T Recommendation H.263 Profile 0 (Baseline) at level 45, which supports bitrates up to 128 kbps and maximum QCIF picture formats at 15 Hz. The bandwidth (including IP, UDP and RTP overhead) for video is 92 kbps.
An example SDP answer to the offer is given below.
Table A.4.6: Example SDP answer

	SDP answer

	m=video 0 RTP/AVP 99

m=video 49158 RTP/AVPF 100

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=10
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The port number in the first m-line is set to zero and all related a-lines are omitted. The answer includes the H.263 codec. The responding MTSI client has restricted the video bandwidth to 57 kbps and restricted the H.263 level to 10 which supports bitrates up to 64 kbps. The offerer must be able to comply with a reduced bitrate and lower level since support for level 45 implies the support of level 10 as well.
Table A.4.7: Example SDP answer

	SDP answer

	m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:107

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=2; \

     config=000001B002000001B509000001000000012000845D4C284420E0A21F

a=imageattr:99 send [x=272,y=224] recv [x=320,y=240,q=0.6] [x=272,y=224]
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
m=video 0 RTP/AVP 100


In this alternative answer, the port number in the second m-line is set to zero and the answer includes the MPEG-4 codec. The responding MTSI client has restricted the video bandwidth to 107 kbps and restricted the MPEG-4 level to 2 which supports bitrates up to 128 kbps. The restricted MPEG-4 level should be high enough to enable the image sizes for both send and receive directions. From the four image sizes offered, the responding MTSI client included 272x224 for send direction, which was preferred by the offering MTSI client. For receive direction, the responding MTSI client included 320x240 as preferred and 272x224 as fallback. The responding MTSI client has yet to confirm whether the offering MTSI client can encode and decode video of different image sizes simultaneously. The responding MTSI client sent new config parameter for the video decoder of the offering MTSI client, which was constructed assuming the restricted conditions and image size of 272x224.
Table A.4.8: Example Second SDP offer

	Second SDP Offer

	m=video 49154 RTP/AVP 99

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

b=AS:107

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=2; \

     config=000001B002000001B509000001000000012000845D4C285020F0A21F

a=imageattr:99 send [x=320,y=240] recv [x=272,y=224]
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


In this second offer, the offering MTSI client accepted the restricted conditions in the SDP answer in Table A.4.7 and included 320x240 for send direction. The offering MTSI client sent new config parameter for the video decoder of the responding MTSI client, which was constructed assuming the restricted conditions and image size of 320x240.
A.4.4
H.264/AVC with H.263 as fallback with "imageattr" attribute
In this example the SDP offer includes H.264/AVC with H.263 as fallback.
Table A.4.9: Example SDP offer for H.264/AVC with H.263 as fallback

	SDP offer

	a=tcap:1 RTP/AVPF

m=video 49154 RTP/AVP 99 

a=pcfg:1 t=1

b=AS:107

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e011; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=imageattr:99 send [x=176,y=144] [x=224,y=176] [x=272,y=224] [x=320,y=240] recv [x=176,y=144] [x=224,y=176] [x=272,y=224,q=0.6] [x=320,y=240]
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
m=video 49158 RTP/AVP 100

a=pcfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=10
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The first (preferred) offer is H.264/AVC. The packetization-mode parameter indicates single NAL unit mode. This is the default mode and it is therefore not necessary to include this parameter (see RFC 3984). The profile-level-id parameter indicates Baseline profile at level 1.1, which supports bitrates up to 192 kbps. It also indicates, by using so‑called constraint-set flags, that the bit stream can be decoded by any Baseline, Main or Extended profile decoder. The bandwidth (including IP, UDP and RTP overhead) for video is 107 kbps. The third parameter, sprop-parameter-sets, includes base-64 encoded sequence and picture parameter set NAL units that are referred by the video bit stream. The sequence parameter set used here includes syntax that specifies the number of re‑ordered frames to be zero so that latency can be minimized. sprop-parameter-sets is constructed assuming the offered conditions and image size of 320x240, which is the largest of all offered sizes for send direction. The offering MTSI client offers four image sizes for both send and receive directions but prefers 272x224 for receive direction, which might fit the available space on its display better than the other image sizes. The second offer in the SDP is H.263 Profile 0 (Baseline) at level 10. It is used here as a fallback in case the other MTSI client does not support H.264/AVC. The bandwidth (including IP, UDP and RTP overhead) for video is 57 kbps.
An example SDP answer to the offer is given below.
Table A.4.10: Example SDP answer

	SDP answer

	m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:107

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e011; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=imageattr:99 send [x=320,y=240] recv [x=320,y=240]
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
m=video 0 RTP/AVP 100


The responding MTSI client is capable of using H.264/AVC and has therefore set the port number in the second m-line to zero. The responding MTSI client agreed with the offered bandwidth of 107 kbps and Baseline profile at level 1.1. From the four image sizes offered, the responding MTSI client included 320x240 for both send and receive directions. Although the offering MTSI client preferred 272x224 for receive direction, the responding MTSI client might not be able to offer 272x224 or not allow encoding and decoding of video of different image sizes simultaneously. The responding MTSI client sent new sprop-parameter-sets for the video decoder of the offering MTSI client, which was constructed assuming the agreed conditions and image size of 320x240.

*** End change 1 ***

*** Start change 2 ***

A.6
SDP example with bandwidth information

This clause gives an example where the bandwidth modifiers have been included in the SDP offer.

Table A.6.1: SDP example with bandwidth information

	SDP offer

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of AS, TIAS and maxprate in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0

b=AS:78

a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=160

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=160; octet-align=1

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The b=AS value indicates the media bandwidth, excluding RTCP, see RFC 3550, section 6.2. On session level, the b=AS value indicates the sum of the media bandwidths, excluding RTCP.

In this example, the bandwidth for RTCP is allocated such that it allows for sending at least 2 compound RTCP packets per second. The size of a RTCP Sender Report is estimated to 110 bytes, given IPv4 and point-to-point sessions. The corresponding bandwidth then becomes 1760 bps which means that compound RTCP packets can be sent a little more frequently than twice per second.

For speech sessions, the RTCP bandwidth is set to 2000 bps to give room for adaptation requests with APP packets according to clause 10.2 in at least some of the RTCP messages. This adds 16 bytes to the RTCP packet.

For video, the RTCP bandwidth is set to 2500 bps to give room for slightly more frequent reporting and also to give room for codec-control messages (CCM) [43].

Setting the RS value to 0 does not mean that senders are not allowed to send RTCP packets. It instead means that sending clients are treated in the same way as receive-only clients, see also RFC 3556 [42].

The tcap attribute is in this example given on the session level to avoid repeating it for each media type.

*** End change 2 ***

*** Start change 3 ***

A.7.1
Synchronized streams

In the example given below in table A.7.1, streams identified with "mid" attribute 1 and 2 are to be synchronized (default operation if the "3gpp_sync_info" attribute is absent).

Table A.7.1: SDP example with requirement on synchronization

	SDP offer

	v=0

o=Laura 289083124 289083124 IN IP4 one.example.com

s=Demo

c=IN IP4 224.2.17.12/127
t=0 0

a=group:LS 1 2

a=3gpp_sync_info:Sync

a=tcap:1 RTP/AVPF

m=audio 30000 RTP/AVP 0

a=pcfg:1 t=1

a=mid:1

m=video 30002 RTP/AVP 31

a=pcfg:1 t=1
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
a=mid:2

m=audio 30004 RTP/AVP 2

a=pcfg:1 t=1

i=This media stream contains the Spanish translation

a=mid:3


A.7.2
Nonsynchronized streams

The SDP in table A.7.2 gives an example of the usage of "3gpp_sync_info" attribute at media level. In this example, the MPEG-4 video stream should not be synchronized with any other media stream in the session.

Table A.7.2: SDP example with no requirement on synchronization

	SDP offer

	v=0

o=Laura 289084412 2890841235 IN IP4 123.124.125.1

s=Demo

c=IN IP4 123.124.125.1

t=0 0

a=tcap:1 RTP/AVPF
m=video 6000 RTP/AVP 98

a=pcfg:1 t=1

a=rtpmap:98 MP4V-ES/90000
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
a=3gpp_sync_info:No Sync

m=video 5000 RTP/AVP 99

a=pcfg:1 t=1

a=rtpmap 99 H263-2000/90000
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
m=audio 7000 RTP/AVP 100

a=pcfg:1 t=1

a=rtpmap:100 AMR


*** End change 3 ***

*** Start change 4 ***

A.8
SDP example with QoS negotiation

This clause gives an example of an SDP interchange with negotiated QoS parameters.

Table A.8.1: SDP example with QoS negotiation

	SDP offer from MTSI client in terminal A to B in SIP INVITE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0
b=AS:78

a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1
b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from UE B to A in 200/OK message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0

b=AS:78

m=audio 49152 RTP/AVPF 97

a=pcfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP offer from MTSI client in terminal B to A in SIP UPDATE message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0
b=AS:60

m=audio 49252 RTP/AVPF 97

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49254 RTP/AVPF 99

b=AS:30

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from MTSI client in terminal A to B in 200/OK RESPONSE to UPDATE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0
b=AS:78

m=audio 49152 RTP/AVPF 97

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The example in table A.8.1 shows an SDP exchange that reflects the signalling of negotiated QoS during initial session setup when there is only one PDP context for the whole session. The first offer-answer procedure is initiated by the MTSI client in terminal A at session setup. The second offer-answer procedure is initiated by the MTSI client in terminal B when it receives a different negotiated QoS, only 30 kbps for video, than what was indicated in the first SDP offer from A. To notify A, B sends a new SDP offer, in this case embedded in an UPDATE message, to A indicating the lower negotiated QoS bit rate. The MTSI client in terminal A responds with its negotiated QoS value to B.

NOTE:
The bit rate in the second SDP answer, 48 kbps, was deliberately chosen to show that this is a fully valid SDP answer even though the second SDP offer only defines 30 kbps. It is however recommended that the UEs choose the same bandwidths whenever possible.

The SDP offer in the SIP UPDATE message contains only one encoding format since the answerer has already removed all but one encoding format in the SDP answer to the initial SDP offer.

In this example it is assumed that the SDPCapNeg framework is not needed in the UPDATE since the RTP profile has already been chosen in the initial invitation.

*** End change 4 ***

*** Start change 5 ***

A.11
Adding a video component to an on-going video call session

The MTSI client in a terminal can add, remove and modify the media components during an ongoing MTSI session. This clause describes the SDP offer in the initial SIP INVITE message, see Table A.11.1, and the SDP in the subsequent re-INVITE or UPDATE message for adding a video stream to the ongoing MTSI video call session, see Table A.11.2. Corresponding SDP answers in the SIP 200/OK responses are also described.

The initial video call session contains one video component and one speech component. During the session, the MTSI client in terminal A adds a uni-directional video component (such as one video clip) to the ongoing video call session. The SDP content attribute “a=content:main” and “a=content:alt” are used to label the main and alternative video components respectively [81].

This example does not show how to use the content attribute in combination with the grouping attribute, nor does it show how to use the content attribute in combination with the synchronization attribute defined in Clause 6.2.6.

Table A.11.1: SDP offer/answer for setting up a video telephony session
	SDP offer from MTSI client in terminal A to B in SIP INVITE message

	a=tcap:1 RTP/AVPF

m=audio 49150 RTP/AVP 96

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVP 99

a=pcfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from MTSI client in terminal B to A in 200/OK RESPONSE message

	m=audio 49152 RTP/AVPF 96

a=acfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240
m=video 54320 RTP/AVPF 99

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


Table A.11.2: Second SDP offer/answer for adding one more video component
	SDP offer from MTSI client in terminal A to B in SIP UPDATE/Re-INVITE message

	a=tcap:1 RTP/AVPF

m=audio 49150 RTP/AVP 96

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVP 99

i=Main video

a=pcfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
a=content:main

m=video 43200 RTP/AVP 100

i=Alternative video

a=pcfg:1 t=1

b=AS:128

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=45;

a=content:alt

a=sendonly

	SDP answer from MTSI client in terminal B to A in 200/OK RESPONSE to UPDATE/Re-INVITE message

	m=audio 49152 RTP/AVPF 96

a=acfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVPF 99

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F
a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr
a=content:main

m=video 43200 RTP/AVPF 100

a=acfg:1 t=1

b=AS:128

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=45;

a=content:alt

a=recvonly


*** End change 5 ***
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