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1. Introduction
In the SA4#68 meeting at Kyoto, it was agreed to include Interworking Performance Requirements with brackets in EVS-3 [1]. This document proposes concrete lists without brackets for interworking Performance Requirements.
2. Proposal
The scenarios considered in this contribution address mostly the use case of a speech conversation and to avoid too much testing, only one category is selected. Clean speech may be associated to a relatively quiet environment with possibly less mobility. Therefore, noisy speech is proposed here, given that the interworking requirements are motivated by handover to legacy CS network cases.

Interworking Performance Requirements:

	Category
	Bitrate (kbit/s)
	FER

Jitter
	DTX
	Requirements
	Objectives
	Notes

	Noisy Speech  (-26dBov)

Noise types and SNR to be detailed in test plan
	Transcoding between EVS 13.2 gross(*) and AMR 12.2

(*) NB or WB or SWB
	0% FER
	On/Off
	NWT AMR@12.2  self-tandeming
	BT AMR
@12.2 self-tandeming
	To be tested in  verification

	Noisy Speech  (-26dBov)
Noise types and SNR to be detailed in test plan
	Switching between EVS non-IO 13.2  gross(*) 
and
AMR-WB IO 12.65 
(*) WB or SWB

	0% FER

	On/Off
	NWT AMR-WB @12.65
	
	Switching frequency : once per file
To be tested in verification
This requirement may be moved to characterization if a similar requirement is defined for bit rate switching with AMR-WB IO modes (to avoid redundant testing in verification)
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