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*** CHANGE 1 ***
[Added to the end of section 2]

 [62]
ISO/IEC 14496-15:2010: " Information technology -- Coding of audio-visual objects -- Part 15: Advanced Video Coding (AVC) file format".

*** END OF CHANGE 1 ***
*** CHANGE 2 ***
4.7
Video

If video is supported, ITU-T Recommendation H.264 / MPEG-4 (Part 10) AVC [52] Constrained Baseline Profile (CBP) Level 1.3 shall be supported. In addition,

· ITU-T Recommendation H.264 / MPEG-4 (Part 10) AVC [52] High Profile Level 3.1 with frame_mbs_only_flag=1 should be supported by MMS clients supporting HDTV video content at a resolution of 1280x720 (720p) with progressive scan at 30 frames per second. Maximum VCL Bit Rate shall be constrained to 14Mbps by cpbBrVclFactor & cpbBrNalFactor being fixed to 1000 and 1200 respectively, irrespective of the profile. Note that peak Bit Rate is determined by the CPB size.

· ITU-T Recommendation H.263 profile 0 level 45 [10][11] should be supported for compatibility with earlier content and UEs.

If stereoscopic video is supported, ITU-T Recommendation H.264 / MPEG-4 (Part 10) AVC Stereo High Profile (SHP) Level 3.1 with frame_mbs_only_flag=1 should be supported. 

NOTE: 
It is recommended that H.264 (AVC) SHP bitstreams where the sub-bitstream containing the base view only complies with Level 1.3 or below are constrained as follows: the value of the profile_idc should be equal to 66 and the value of constraint_set1_flag should be equal to 1 in all active sequence parameter sets, i.e. the Constrained Baseline Profile should be indicated to be used for the base view. Consequently, when the base view sub-bitstream of the MM complies with Level 1.3 or below, the base view of an MM can be played by MMS clients or an MM with stereoscopic video can be modified without re-encoding to an MM including 2D video to be played in H.264 (AVC) CPB compatible MMS clients.  
There are no requirements on output timing conformance of H.264 (AVC) decoding (Annex C of [52]).

A video buffer model defined in Annex G of document [14] should be used with H.263 and MPEG-4. It shall not be used with H.264 (AVC).

*** END OF CHANGE 2 ***
*** CHANGE 3 ***
4.9 File Format for video and associated speech/audio media types

To ensure interoperability for the transport of video and associated speech/audio and timed text in an MM, the 3GPP file format with Basic profile shall be supported.

The usage of the 3GPP file format shall follow the technical specifications and the implementation guidelines specified in TS 26.233 [33]

NOTE:
When using speech media type alone, AMR or AMR-WB data is stored according to the file format specified in [32].

When stereoscopic video is present in a MM, the sample entry type ‘avc1’ specified in ISO/IEC 14496-15 [62] shall be in use in at least one track.
*** END OF CHANGE 3 ***
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