Page 1



3GPP TSG-SA4 Meeting #70 
(
S4-120961
Chicago, USA, Aug 13-17 2012











	CR-Form-v10

	CHANGE REQUEST

	

	(

	26.346
	CR
	0272
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	 MBMS Reception Reporting and USD Schema Correction

	
	

	Source to WG:
(

	 Telefon AB LM Ericsson, ST-Ericsson SA

	Source to TSG:
(

	S4

	
	

	Work item code:
(

	PMA-MBS_Ext
	
	Date: (

	2012-08-07

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Correcting bugs in Reception Reporting and USD Schemas

	
	

	Summary of change:
(

	· Reception Reporting schema has types “doubleVectorType”, “unsignedLongVectorType”, and “unsignedLongVectorType” are wrongly refered to as “xs:doubleVectorType”, “xs:unsignedLongVectorType”, and “xs:unsignedLongVectorType” in many places in the schema. The “xs:” need to be removed, to have a valid schema.
· Reception Reporting schema has 1 wrong occurrence of “xs:fileUriType”. This is corrected to “fileUriType”

· Reception Report example is clause 9.5.3.2 is not a valid instantiation, and is corrected.

· USD Release 7 extension is invalid. Globally declared elements can not have attribute “minOccurs” nor “maxOccurs”. Globally declared attributes can not have “use” attribute. These attributes are removed from Release 7 extension
· USD main schema has the following instruction: 
<xs:element ref="r9:availabilityInfo minOccurs="0"/>. 
There is a missing quote (") after availabilityInfo, so it should show as:
<xs:element ref="r9:availabilityInfo" minOccurs="0"/>.

· USD main schema has the following instruction:
<xs:element name="r7:serviceGroup" minOccurs="0"/>.
but for an element from another namespace, we need to have "ref" instead on "name" for the element:
<xs:element ref="r7:serviceGroup" minOccurs="0"/>

	
	

	Consequences if 
(

not approved:
	Incorrect Reception Reporting and USD schemas will lead to interoperability issues

	
	

	Clauses affected:
(

	9.5.3, 9.5.3.2, 11.2.1.2, J.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


FIRST CHANGE
9.5.3
XML Syntax for a Reception Report Request

Below is the formal XML syntax of reception report request instances.
<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema"

targetNamespace="urn:3gpp:metadata:2008:MBMS:receptionreport" 

xmlns="urn:3gpp:metadata:2008:MBMS:receptionreport" 


elementFormDefault="qualified">


<xs:element name="receptionReport" type="receptionReportType"/>


<xs:complexType name="receptionReportType">



<xs:choice>




<xs:element name="receptionAcknowledgement" type="rackType"/>




<xs:element name="statisticalReport" type="starType"





minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" processContents="skip" minOccurs="0" maxOccurs="unbounded"/>



</xs:choice>


</xs:complexType>

<xs:complexType name="rackType">


<xs:sequence>



<xs:element name="fileURI" type="fileUriType" 




minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="starType">



<xs:sequence>




<xs:element name="fileURI" type="fileUriType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="qoeMetrics" type="qoeMetricsType" minOccurs="0" maxOccurs="1"/>




<xs:any namespace="##other" processContents="skip" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="sessionType" type="sessionTypeType" use="optional"/>



<xs:attribute name="serviceId" type="xs:string" use="optional"/>



<xs:attribute name="clientId" type="xs:string" use="optional"/>



<xs:attribute name="serviceURI" type="xs:anyURI" use="optional"/>



<xs:anyAttribute processContents="skip"/>

</xs:complexType>

<xs:simpleType name="sessionTypeType">


<xs:restriction base="xs:string">



<xs:enumeration value="download"/>



<xs:enumeration value="streaming"/>


</xs:restriction>

</xs:simpleType>

<xs:complexType name="fileUriType">


<xs:simpleContent>



<xs:extension base="xs:anyURI">




<xs:attribute name="receptionSuccess" type="xs:boolean" use="optional" default="true"/>




<xs:attribute name="Content-MD5" type="xs:base64Binary" use="optional"/>




<xs:anyAttribute processContents="skip"/>



</xs:extension>


</xs:simpleContent>

</xs:complexType>

<xs:complexType name="qoeMetricsType">



<xs:sequence>




<xs:element name="medialevel_qoeMetrics" type="medialevel_qoeMetricsType" 





minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" processContents="skip" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="totalRebufferingDuration" type="doubleVectorType" use="optional"/>



<xs:attribute name="numberOfRebufferingEvents" type="unsignedLongVectorType"
            use="optional"/>



<xs:attribute name="initialBufferingDuration" type="xs:double" use="optional"/>

    
<xs:attribute name="contentAccessTime" type="xs:double" use="optional"/>



<xs:attribute name="sessionStartTime" type="xs:unsignedLong"/>



<xs:attribute name="sessionStopTime" type="xs:unsignedLong"/>



<xs:attribute name="networkResourceCellId" type="stringVectorType" use="optional"/>



<xs:attribute name="numberOfLostObjects" type="unsignedLongVectorType" 




use="optional"/>



<xs:attribute name="numberOfReceivedObjects" type="unsignedLongVectorType" 
        
use="optional"/>



<xs:anyAttribute processContents="skip"/>

</xs:complexType>
<xs:complexType name="medialevel_qoeMetricsType">


<xs:attribute name="sessionId" type="xs:string"/>


<xs:attribute name="totalCorruptionDuration" type="unsignedLongVectorType"
        use="optional"/>


<xs:attribute name="numberOfCorruptionEvents" type="unsignedLongVectorType"
        use="optional"/>


<xs:attribute name="t" type="xs:boolean" use="optional"/>


<xs:attribute name="totalNumberofSuccessivePacketLoss" type="unsignedLongVectorType" 



use="optional"/>


<xs:attribute name="numberOfSuccessiveLossEvents" type="unsignedLongVectorType" 
        use="optional"/>


<xs:attribute name="numberOfReceivedPackets" type="unsignedLongVectorType" 
        use="optional"/>


<xs:attribute name="framerateDeviation" type="doubleVectorType" use="optional"/>


<xs:attribute name="totalJitterDuration" type="doubleVectorType" use="optional"/>


<xs:attribute name="numberOfJitterEvents" type="unsignedLongVectorType" use="optional"/>


<xs:attribute name="framerate" type="doubleVectorType" use="optional"/>


<xs:attribute name="codecInfo" type="stringVectorType" use="optional"/>


<xs:attribute name="codecProfileLevel" type="stringVectorType" use="optional"/>


<xs:attribute name="codecImageSize" type="stringVectorType" use="optional"/>


<xs:attribute name="averageCodecBitrate" type="doubleVectorType" use="optional"/>


<xs:anyAttribute processContents="skip"/>

</xs:complexType>

<xs:simpleType name="doubleVectorType">

    <xs:list itemType="xs:double"/>

</xs:simpleType>

<xs:simpleType name="unsignedLongVectorType">

    <xs:list itemType="xs:unsignedLong"/>

</xs:simpleType>

<xs:simpleType name="stringVectorType">

    <xs:list itemType="xs:string"/>

</xs:simpleType>

</xs:schema>
SECOND CHANGE
9.5.3.2
Example XML for the Reception Report Request

<?xml version="1.0" encoding="UTF-8"?>

<receptionReport xmlns="urn:3gpp:metadata:2008:MBMS:receptionreport"



xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">


<receptionAcknowledgement>



<fileURI>http://www.example.com/mbms-files/file1.3gp</fileURI>



<fileURI>http://www.example.com/mbms-files/file2.3gp</fileURI>



<fileURI>http://www.example.com/mbms-files/file4.3gp</fileURI>


</receptionAcknowledgement>

</receptionReport>

A second example shows a statistical report for a streaming session.  Note that the cell used during the second measurement period is the same cell as was used during the first period (indicated by the "=" sign).

<?xml version="1.0" encoding="UTF-8"?>

<receptionReport xmlns="urn:3gpp:metadata:2008:MBMS:receptionreport"



xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"



xsi:schemaLocation="urn:3gpp:metadata:2008:MBMS:receptionreport receptionreport.xsd">


<statisticalReport 



clientId="clientID" 



sessionType="streaming" 



serviceURI="bmsc.example.com" 



serviceId="serviceID">



<qoeMetrics 




numberOfRebufferingEvents="0 1 0" 




initialBufferingDuration="3.213" 




totalRebufferingDuration="0 1.23 0"

            contentAccessTime="2.621"




sessionStartTime="1219322514"




sessionStopTime="1219322541"
            networkResourceCellId="240012AF134EA = 240012AF1325E">
            <medialevel_qoeMetrics





sessionId="10.50.65.30:5050"





framerateDeviation="0.345 0.250 0.123" 





t="false" 





numberOfSuccessiveLossEvents="5 0 3" 





numberOfCorruptionEvents="6 5 2" 





numberOfJitterEvents="0 1 0" 





totalCorruptionDuration="152 234 147" 





totalNumberofSuccessivePacketLoss="25 0 6"





numberOfReceivedPackets="456 500 478"





codecInfo="H263-2000/90000 = ="

            
codecProfileLevel="profile=0;level=45 = ="

            
codecImageSize="176x144 = ="





averageCodecBitRate="124.5 128.0 115.1"

            
totalJitterDuration="0 0.346 0"/>



</qoeMetrics>


</statisticalReport>

</receptionReport>

THIRD CHANGE
11.2.1.2
Extensions to the User Service Bundle Description
The MBMS User Service Bundle Description schema defined in this clause extends the MBMS Release 6 schema of clause 11.2.1.1. An MBMS User Service Description schema of the current release shall comply with MBMS User Service Description schema definition of Release 6 and the subsequent releases up to the current release. 

An initiationRandomization element and terminationRandomization element carries the parameters to be used by the MBMS UE to randomize their initiation and/or termination operations over time. If the initiationRandomization element is present, all MBMS UEs shall randomize the initiation time as defined by the attributes of the elements. If the terminationRandomization element is present, all MBMS UEs shall randomize the termination time as defined by the attributes of the elements. 

The initiationRandomization and/or terminationRandomization element may be part of:

· a bundleDescription, where it applies to all services in the service bundle

· a userServiceDescription, where it applies to all MBMS bearer services of a single service. If present, this overrides the element in bundleDescription

If the initiationRandomization element is not present, the MBMS UE does not randomize the User Service Initiation procedure over time. The MBMS UE should then perform the operation immediately when it is triggered.
If the terminationRandomization element is not present, the MBMS UE does not randomize the User Service Termination procedure over time. The MBMS UE should then perform the operation immediately when it is triggered.
An initiationRandomization element may contain the initiationStartTime attribute, which defines the start time for the initiation procedure randomization period. The value of the data field represents the 32 most significant bits of a 64 bit Network Time Protocol (NTP) [78] time value. If the initiationStartTime attribute is not present, the MBMS UE shall use the reception time of the User Service Discovery / Announcement information as initiationStartTime.
The initiationRandomization element shall contain the protectionPeriod attribute. The protectionPeriod attribute expresses the length of the protection period in seconds. The initiation procedure shall be randomly deferred during protection period.

The initiationRandomization element shall contain the randomTimePeriod attribute. The randomTimePeriod attribute expresses the length of a time interval (in seconds) over which requests are deferred. The MBMS UE shall calculate a random time for the execution of the initiation procedure. The method provides for statistically uniform distribution over a relevant period of time. 

The terminationRandomization element shall contain the protectionPeriod attribute. The protectionPeriod attribute expresses the length of the protection period in seconds. The termination procedure execution shall be randomly deferred during protection period.

The terminationRandomization element shall contain the randomTimePeriod attribute. The randomTimePeriod attribute expresses the length of a time interval (in seconds) over which the operations are deferred. The MBMS UE shall calculate a random time for the execution of the termination procedure. The method provides for statistically uniform distribution over a relevant period of time.
If the MBMS UE is switched off during the termination randomization, the MBMS UE shall cancel the termination randomization.

The alternativeAccessDelivery element shall extend the list of elements of the MBMS deliveryMethod element. Whenever present, it shall contain at least one unicastAccessURI element. If the alternativeAccessDelivery element is available then the UE shall select one of the unicastAccessURI elements included.The timeShiftingBuffer attribute may be used to indicate the minimal size of the time shifting buffer that will be provided for the current service by the PSS servers that are referenced in the list. The actual size of the timeshifting buffer of the selected server is returned in the SETUP response from the PSS Server.
The serviceClass attribute, if present, shall extend the list of attributes of the MBMS Release 6 userServiceDescription element. The serviceClass attribute is optional and contains the service class identifier for the delivered service according to the syntax defined in clause E.1.2 of [90]. Note that Annex E of [90] also foresees the registration of service class identifiers with the Open Mobile Naming Authority. The service class identifier is similar to MIME types and provides an unique identity to services. A MBMS UE may determine the receiving application instance out of the service class identifier.

A user service description may belong to a group of user service descriptions, which represent alternative configurations of the same user service. An example is an MBMS user service that is delivered over non-MBSFN bearer with a low bitrate and over MBSFN bearer with a high bitrate. In such a case, the UE is only expected to consume one variant of the service. The UE recognizes that a set of user service descriptions apply to one user service based on the serviceGroup element.

The MBMS User Service Description may include a Registration element. If present, then the UE shall send the registration and deregistration to the given URI. In such a case, the User Service Description fragment may not be complete in the service announcement. Instead, it may contain references to metadata fragments (e.g. the session description) that are not embedded in the service announcement. When registration is requested, the userServiceDescription element shall contain a Registration element that describes the requested registration procedure. The registrationURL indicates the URL to the server with whom the registration procedure shall be performed. In case more than one registrationURI is indicated, the UE shall select one randomly. The registrationThreshold is a number that indicates the percentage of UEs that are requested to register.  The UE shall randomly select a number between 0 and 100 and compare it against the threshold. In case the selected number is lower than the indicated threshold, the UE should perform registration. The threshold value "100" indicates that the UE shall perform registration, which is e.g. necessary when the USD is not complete.

The MBMS User Service Description may include a mediaPresentationDescription element, when the MBMS User Service Description describes a download delivery service. If present, then the UE expects that the received files correspond to a media presentation described by the MPD in [98]. The mpdURI element provides a reference to the Media Presentation Description metadata fragment, whose contents are identical to the MPD as defined in [98].  The Media Presentation Description fragment may refer, via the InitialisationSegmentURL, to one or more Initialisation Segment Description (ISD)  metadata fragments, whose contents are identical to the Initialisation Segment as defined in [98].

The MBMS User Service Description may include a schedule element. If present, the schedule element includes a URI to the MBMS User Service schedule information, the latter corresponding to a Schedule Description metadata fragment as defined in sub-clause 11.2A.

The MBMS User Service Description may include an availabilityInfo element.  If present, it shall extend the list of child elements of the MBMS userServiceDescription element by indicating the presence of additional data pertaining to the availability of the service.

The availabilityInfo element shall include one or more infoBinding elements. The latter element provides information on the binding between service area(s) and radio frequency (frequencies) to the User Service.  The infoBinding element may contain the child element serviceArea and shall contain one or more radiofrequency elements.  The serviceArea element declares the one or more service areas over which this MBMS User Service is provided. This element is designated by the MBMS Service Area Identity as defined in 3GPP TS 36.443 [101] and 3GPP TS 23.003 [77].  According to 3GPP TS 36.443 [101], MBMS Service Area Identity is frequency agnostic and can be mapped onto one or more cells.  The specific usage of the MBMS Service Area Identity, or its correlation to other network identification information, is not defined in this specification. The radioFrequency element indicates the one or more RF frequencies in the E-UTRAN downlink which transmit this MBMS User Service over the service area(s) identified by the serviceArea element. The frequency parameter is coded as EARFCN in 3GPP TS 36.101 [102].  The MBMS User Service is understood to be available in each unique [area, frequency] pair among the set of service area(s) and radio frequency (frequencies) present in each instance of the infoBinding.
NOTE: 
In this release of the specification, a UE not supporting the processing of the serviceArea element can ignore that element if present in the USD.
The following schema defines the Release 7 extensions to the User Service Description schema:

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns="urn:3GPP:metadata:2007:MBMS:userServiceDescription"   xmlns:xs="http://www.w3.org/2001/XMLSchema" targetNamespace="urn:3GPP:metadata:2007:MBMS:userServiceDescription" 

elementFormDefault="qualified">


<xs:element name="initiationRandomization">


<xs:complexType>



<xs:attribute name="initiationStartTime" type="xs:unsignedInt" use="optional"/>




<xs:attribute name="protectionPeriod" type="xs:unsignedInt" use="required"/>



<xs:attribute name="randomTimePeriod" type="xs:unsignedInt" use="required"/>



</xs:complexType>

</xs:element>


<xs:element name="terminationRandomization">


<xs:complexType>



<xs:attribute name="protectionPeriod" type="xs:unsignedInt" use="required"/>



<xs:attribute name="randomTimePeriod" type="xs:unsignedInt" use="required"/>



</xs:complexType>

</xs:element>


<xs:element name="serviceGroup" type=”serviceGroupType"/>

    <xs:complexType name="serviceGroupType">

        <xs:attribute name="groupID" type="xs:anyURI" use="required"/>


</xs:complexType>

<xs:element name="unicastAccessURI" type="xs:anyURI"/>


<xs:attribute name="serviceClass" type="xs:string"/>
</xs:schema>

The following schema defines the Release 8 extensions to the User Service Description schema:

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns="urn:3GPP:metadata:2008:MBMS:userServiceDescription"   
xmlns:xs="http://www.w3.org/2001/XMLSchema" 
targetNamespace="urn:3GPP:metadata:2008:MBMS:userServiceDescription" 


elementFormDefault="qualified">


<xs:element name="alternativeAccessDelivery">


<xs:complexType>



<xs:sequence>





<xs:element name="unicastAccessURI" type="xs:anyURI" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>




<xs:attribute name="timeShiftingBuffer" type="xs:unsignedInt" use="optional" default="0"/>


</xs:complexType>


</xs:element>


<xs:element name="Registration">


<xs:complexType>




<xs:sequence>





<xs:element name="registrationURL" type="xs:anyURI" minOccurs="1" maxOccurs="unbounded"/>




</xs:sequence>



<xs:attribute name="registrationThreshold" type="xs:unsignedInt" use="optional" default="100"/>



</xs:complexType>


</xs:element>

</xs:schema>

The following schema defines the Release 9 extensions to the User Service Description schema:

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns="urn:3GPP:metadata:2009:MBMS:userServiceDescription"   
xmlns:xs="http://www.w3.org/2001/XMLSchema" 
targetNamespace="urn:3GPP:metadata:2009:MBMS:userServiceDescription" 


elementFormDefault="qualified">


 <xs:element name="mediaPresentationDescription">



<xs:complexType>




<xs:sequence>




<xs:element name="mpdURI" type="xs:anyURI"/>



</xs:sequence>


</xs:complexType>


</xs:element>


<xs:element name="schedule">


<xs:complexType>



<xs:sequence>


<xs:element name="scheduleDescriptionURI" type="xs:anyURI"/>

</xs:sequence>


</xs:complexType>

</xs:element>


<xs:element name="availabilityInfo">


<xs:complexType>



<xs:sequence>


<xs:element name="infoBinding" maxOccurs="unbounded">


<xs:complexType>


<xs:sequence>


<xs:element name="serviceArea" type="xs:unsignedShort" minOccurs="0" maxOccurs="unbounded"/>


<xs:element name="radioFrequency" type="xs:unsignedInt"   maxOccurs="unbounded"/>


</xs:sequence>


</xs:complexType>


</xs:element>



</xs:sequence>



</xs:complexType>


</xs:element>
</xs:schema>

Note that Annex J contains a main User Service Description schema referencing the extensions schema.
FOURTH CHANGE
J.1
User Service Description schema
This clause specifies the main USD Schema according to the current release. In addition to clause 11.2.1 specifying the USD schema content, additional requirements are included in this clause to ensure backward and forward compatibility.

In this version of the specification, the network shall set the schemaVersion element, defined as a child of bundleDescription element, to 1. 

The schema version attribute (part of the schema instruction) shall be included in the UE schema and the network schema.

NOTE 1: 
The value of the schemaVersion element and version attribute is intended to be increased by 1 in every future releases where new element(s) or attribute(s) are added.

When a UE receives an instantiation of a USD compliant to this schema, it shall determine the USD schema version required to parse the USD instantiation as follows:

· If the UE supports one or more versions of the USD schema with the schema version attribute, then the UE shall use the USD schema that has the highest schema version attribute value that is equal to or less than the value in the received schemaVersion element;

· Otherwise, if the UE supports a USD schema without a schema version attribute, or all of its USD schemas with the schema version attribute have a value greater than the value received in the schemaVersion element, then the UE shall use its USD schema without a version attribute.

NOTE 2:
To avoid a schema validation error (Unique Particle Attribution rule) if an optional element from another namespace is specified just prior to the xs:any namespace="##other"  instructions (3 instances in the USD schema), a schemaVersion element is defined as the last child of the root element (bundleDescription element), and a delimiter element is specified preceding the 2 other occurrences of xs:any instructions. These 2 elements are defined in clause J.2, and the schema file name is “schema-version.xsd”.
The schema file names associated to the USD schemas specified in sub-clause 11.2.1 are as follows:

· Release 7 extension schema: USD-Rel-07-schema-snippet.xsd
· Release 8 extension schema: USD-Rel-08-schema-snippet.xsd
· Release 9 extension schema: USD-Rel-09-schema-snippet.xsd
The file name for the main USD schema (as defined below) is “USD-schema-main.xsd”.
User Service Description
<?xml version="1.0" encoding="UTF-8"?>

<xs:schema 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription"


xmlns:xs="http://www.w3.org/2001/XMLSchema"


xmlns:r7="urn:3GPP:metadata:2007:MBMS:userServiceDescription"


xmlns:r8="urn:3GPP:metadata:2008:MBMS:userServiceDescription"


xmlns:r9="urn:3GPP:metadata:2009:MBMS:userServiceDescription"


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"


targetNamespace="urn:3GPP:metadata:2005:MBMS:userServiceDescription"

elementFormDefault="qualified"
 
version="1">
<xs:import schemaLocation="USD-Rel-07-schema-snippet.xsd" namespace="urn:3GPP:metadata:2007:MBMS:userServiceDescription"/>

<xs:import schemaLocation="USD-Rel-08-schema-snippet.xsd" namespace="urn:3GPP:metadata:2008:MBMS:userServiceDescription"/>

<xs:import schemaLocation="USD-Rel-09-schema-snippet.xsd" namespace="urn:3GPP:metadata:2009:MBMS:userServiceDescription"/>

<xs:import schemaLocation="schema-version.xsd" 

namespace="urn:3gpp:metadata:2009:MBMS:schemaVersion"/>

<xs:element name="bundleDescription" type="bundleDescriptionType"/>


<xs:complexType name="bundleDescriptionType">



<xs:sequence>




<xs:element name="userServiceDescription" type="userServiceDescriptionType" maxOccurs="unbounded"/>




<xs:element ref="r7:initiationRandomization" minOccurs="0"/>




<xs:element ref="r7:terminationRandomization" minOccurs="0"/>




<xs:element ref="sv:schemaVersion"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="fecDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="userServiceDescriptionType">



<xs:sequence>




<xs:element name="name" type="nameType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="serviceLanguage" type="xs:language" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="requiredCapabilities" type="requirementsType" minOccurs="0"/>




<xs:element name="deliveryMethod" type="deliveryMethodType" maxOccurs="unbounded"/>




<xs:element name="accessGroup" type="accessGroupType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element ref="r7:serviceGroup" minOccurs="0"/>




<xs:element ref="r7:initiationRandomization" minOccurs="0"/>




<xs:element ref="r7:terminationRandomization" minOccurs="0"/>




<xs:element ref="r8:Registration" minOccurs="0"/>




<xs:element ref="r9:mediaPresentationDescription" minOccurs="0"/>




<xs:element ref="r9:schedule" minOccurs="0"/>




<xs:element ref="r9:availabilityInfo" minOccurs="0"/>




<xs:element ref="sv:delimiter"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="serviceId" type="xs:anyURI" use="required"/>



<xs:attribute ref="r7:serviceClass" use="optional"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="serviceGroupType">



<xs:attribute name="groupID" type="xs:anyURI" use="required"/>


</xs:complexType>


<xs:complexType name="accessGroupType">



<xs:sequence>




<xs:element name="accessBearer" type="xs:string" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="id" type="accessGroupIdType" use="required"/>


</xs:complexType>


<xs:complexType name="deliveryMethodType">



<xs:sequence>




<xs:element ref="r8:alternativeAccessDelivery" minOccurs="0"/>




<xs:element ref="sv:delimiter"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="accessGroupId" type="accessGroupIdType" use="optional"/>



<xs:attribute name="associatedProcedureDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:attribute name="protectionDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:attribute name="sessionDescriptionURI" type="xs:anyURI" use="required"/>



<xs:attribute name="accessPointName" type="xs:anyURI" use="optional"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="nameType">



<xs:simpleContent>




<xs:extension base="xs:string">





<xs:attribute name="lang" type="xs:language" use="optional"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:simpleType name="accessGroupIdType">



<xs:restriction base="xs:nonNegativeInteger"/>


</xs:simpleType>


<xs:complexType name="requirementsType">



<xs:sequence>




<xs:element name="feature" type="xs:unsignedInt" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>

</xs:schema>
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