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FIRST CHANGE
5.2.3.2.1
PssCommon component

Attribute name:

AudioChannels

Attribute definition:
This attribute describes the stereophonic capability of the natural audio device.

Component:


PssCommon

Type:




Literal

Legal values:


“Mono”, “Stereo”

Resolution rule:

Locked

EXAMPLE:
<AudioChannels>Mono</AudioChannels>

Attribute name:

MaxPolyphony
Attribute definition:
The MaxPolyphony attribute refers to the maximal polyphony that the synthetic audio device supports as defined in [44].

NOTE:
The MaxPolyphony attribute is used to signal the maximum polyphony capabilities supported by the PSS client. This is a complementary mechanism for the delivery of compatible SP-MIDI content and thus by setting the MaxPolyphony attribute the PSS client is required to support Scalable Polyphony MIDI i.e. Channel Masking defined in [44].

Component:


PssCommon

Type:




Number

Legal values:


Integer between 5 and 24

Resolution rule:

Locked

EXAMPLE:

<MaxPolyphony>8</MaxPolyphony>

Attribute name:

NumOfGM1Voices
Attribute definition:
The NumOfGM1Voices attribute refers to the maximum number of simultaneous GM1 voices that the synthetic audio engine supports.

Component:


PssCommon

Type:




Number

Legal values:


Integer greater or equal than 5

Resolution rule:

Locked

EXAMPLE:

<NumOfGMIVoices>24</NumOfGMIVoices>
Attribute name:

NumOfMobileDLSVoicesWithoutOptionalBlocks
Attribute definition:
The NumOfMobileDLSVoicesWithoutOptionalBlocks attribute refers to the maximum number of simultaneous Mobile DLS [70] voices without optional group of processing blocks that the synthetic audio engine supports.

Component:


PssCommon

Type:




Number

Legal values:


Integer greater or equal than 5

Resolution rule:

Locked

EXAMPLE:

<NumOfMobileDLSVoicesWithoutOptionalBlocks>24
</NumOfMobileDLSVoicesWithoutOptionalBlocks>

Attribute name:

NumOfMobileDLSVoicesWithOptionalBlocks
Attribute definition:
The NumOfMobileDLSVoicesWithOptionalBlocks attribute refers to the maximum number of simultaneous Mobile DLS voices with optional group of processing blocks that the synthetic audio engine supports. This attribute is set to zero for devices that do not support the optional group of processing blocks.

Component:


PssCommon

Type:




Number

Legal values:


Integer greater than or equal to 0

Resolution rule:

Locked

EXAMPLE:

<NumOfMobileDLSVoicesWithOptionalBlocks>24
</NumOfMobileDLSVoicesWithOptionalBlocks>

Attribute name:

PssVersion
Attribute definition:
Latest PSS version supported by the client.

Component:


PssCommon

Type:




Literal

Legal values:


"3GPP-R4", "3GPP-R5", "3GPP-R6", "3GPP-R7", "3GPP-R8", "3GPP-R9" and so forth.

Resolution rule:

Locked

EXAMPLE:
<PssVersion>3GPP-R6</PssVersion>

Attribute name:

RenderingScreenSize
Attribute definition:
The rendering size of the device’s screen in unit of pixels available for PSS media presentation. The horizontal size is given followed by the vertical size.

Component:


PssCommon

Type:




Dimension

Legal values:
Two integer values equal or greater than zero. A value equal “0x0”means that there exists no possibility to render visual PSS presentations.

Resolution rule:

Locked

EXAMPLE:
<RenderingScreenSize>70x15</RenderingScreenSize>

Attribute name:

RenderingScreenSizeMm

Attribute definition:
The rendering size of the device’s screen in unit of millimetres available for PSS media presentation. The horizontal size is given followed by the vertical size.

Component:


PssCommon

Type:




Dimension

Legal values:
Two floating values equal or greater than zero. A value equal “0.0x0.0”means that there exists no possibility to render visual PSS media presentations.

Resolution rule:

Locked

EXAMPLE:
< RenderingScreenSizeMm >110.5x56.0</RenderingScreenSizeMm>
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