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1 Introduction
Device performance metrics for the Supercharged code are provided for the test cases specified in S4-AHI303.  Streaming performance is also provided for LS49-LS52 and LS49-LS72.
2 Device Performance Metrics

Device performance metrics were collected using the following components:

Device: Samsung Galaxy S2 (GT-I9100) Smartphone, running Android 4.0.3. The processor is a Dual-core Exynos 4210 1.2GHz processor ARM Cortex-A9
SD Card: Samsung MB-MSBGA Flash memory card - 32 GB microSDHC - 1 x microSDHC SD Card (Class 10) used for all file IO.
Kies Software Version: 2.0.3.11082_152_4

Note: Device reports CPU frequency of 1200000 when following procedure of S4-AHI303.

2.1 Download Delivery Test Cases

Device throughput performance and memory usage are summarized in attached Supercharged.xls.  Results are provided for interleaved and sequential transmission of transmit blocks.
2.2 Streaming Delivery Test Cases

Device throughput performance and memory usage are summarized in attached Supercharged.xls.  
3 Streaming Test Cases for 2 Segment Duration
Supported streaming data by the Supercharged code is provided for 2 second segments.  Two different sets of cases were defined.  

S4-AHI292 defines LS49, LS50, LS 51, and LS 52.  Ideal results and Supercharged code results are included in attached LS_49_52_Streaming_Performance.xls.  

S4-AHI302 defines test cases LS49 to LS72.  In this list, LS49 to LS52 are defined differently than above.  Ideal result and Supercharged code results are included in attached LS_49_72_Streaming_Performance.xls.
4 Test Vectors

Broadcom is committed to providing test vectors for the TR on Application Layer FEC.  Test vectors are available upon request as pcap files, without packet erasures.  Please note that the test vector set is several GBytes.  MD5 values for files and segments are attached in MD5.zip.
Please email eriks@broadcom.com for access instructions.

5 Verification

Please email eriks@broadcom.com for access instructions.

After a request for access is received, the steps for access will include establishment or update of NDA and an establishment of a SLA.  The object code will then be provided as an executable for the Samsung Galaxy SII GT-I9100.
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