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1 Introduction
Since Release 11, 3GPP RTP-based streaming video services (PSS) support stereoscopic 3D video. During the M3DV_Ext WI a gap at the SDP level in the support 3D video services over PSS when using RTP has been identified. Signalling of 3D frame packing formats in the SDP is not yet possible. In [1] it was stated that as to fill the existing gap, 3GPP SA4 will need to work on this topic and provide solutions. This document provides proposals to solve the issue. 
2 Possible Solutions
To signal the stereoscopic 3D video frame packing type, a media level SDP attribute is defined as follows:

· "a= 3GPP-framepackingtype:<frame-packing-type>" 
3GPP-framepackingtype attribute shall be present when SDP describe a video component that conforms to frame-packed stereoscopic 3D video as described in Section 7.4 of [3]. frame-packing-type value corresponds to the frame packing format of the described frame-packed stereoscopic 3D video. frame-packing-type value is a integer value that shall correspond to the ‘Value’ column as specified in Table 4 in Section 7.4 of [2] and be interpreted according to the ‘Interpretation’ column in the same table. A PSS client supporting stereoscopic 3D video should recognize and support frame packing arrangement types given by values 3 and 4 for the frame-packing-type field, corresponding to Side-by-Side and Top-and-Bottom frame packing formats, respectively.

3 Proposal
It is proposed to agree on the solution described in Section 2. If agreement is reached, a CR to TS 26.234 based on proposal should be created. Draft CR is provided in [4].
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