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1. Introduction

Referring to TS 26.103, we address codecs that are not used today. We invite the group to check / discuss whether they could be removed.
2. Discussion on Codec Types
TS 26.103 contains Table 4.1 (shown below):

Table 4.1: Support of Codec Types in Radio Access Technologies
	
	TDMA EFR
	UMTS
AMR 2
	UMTS AMR
	(GSM)
HR AMR
	(GSM)
FR AMR
	GSM EFR
	GSM 
HR
	GSM 
FR

	CoID
	0x07
	0x06
	0x05
	0x04
	0x03
	0x02
	0x01
	0x00

	GERAN
GMSK


	not defined
	not possible
	not possible
	yes,
1..4 modi
	yes,
1..4 modi
	yes
	yes
	yes

	GERAN
8PSK


	not defined
	not possible
	not possible
	not defined
	not defined
	not defined
	not defined
	not defined

	UTRAN
	not defined

	yes,
1..8 modi
1..4 modi recomm.
	R99, UTRAN-only UEs
	not defined
	not defined
	not defined
	not defined
	not defined


	
	Codec Extension
	
	OHR
AMR-WB
	OFR
AMR-WB
	OHR
AMR
	UMTS
AMR-WB
	FR
AMR-WB
	PDC EFR

	CoID
	0x0F
	0x0E
	0X0D
	0x0C
	0x0B
	0x0A
	0x09
	0x08

	GERAN
GMSK


	reserved
	spare
	not defined
	not defined
	not defined
	not possible
	yes3 modi
	not defined

	GERAN
8PSK


	reserved
	spare
	yes,

3 modi
	yes,

3 modi
	yes,
1..4 modi
	not possible
	not defined
	not defined

	UTRAN
	reserved
	Spare
	not defined
	not defined
	not defined
	yes
3..4 modi
	not defined
	not defined


The highlighted codecs are not used today (and not expected to be used in the future), thus could be removed from the spec.
For the Radio Interface the “Supported Codec List” is defined as bit map and also there we need one bit for the EVS Codec Type (if we come along with only one Codec Type). This bit map is the real bottleneck in TS 26.103. Below we provide the corresponding revised section:
6.2
Codec Bitmap

The Codec Types are coded in the first and second octet of the Codec List Bitmap as follows:

	8
	7
	6
	5
	4
	3
	2
	bit 1
	

	TDMA EFR
	UMTS AMR 2
	UMTS AMR
	HR AMR
	FR AMR
	GSM EFR
	GSM HR
	GSM FR
	Octet 1


	bit 16
	15
	14
	13
	12
	11
	10
	bit 9
	

	(reserved)
	(reserved)
	OHR AMR-WB
	OFR AMR-WB
	OHR AMR
	UMTS AMR-WB
	FR
AMR-WB
	PDC EFR
	Octet 2


A Codec Type is supported, if the corresponding bit is set to "1". All reserved bits shall be set to "0".

3. Next Steps
We invite 3GPP SA4 participants to judge whether the unused codecs could be removed from the spec.
2013-12-06 v1.14.1 modified §11 to read: <FamilyName>, <GivenName>, (If the person is new to 3GPP work, give full contact coordinates, in particular, email address.)
2013-10-03 v1.14.0 removal of embedded help text
v1.13.2: adds tdoc header
v1.13.1: minor changes resulting from discussions at CT#41 & SA#41

v1.13.0: mods to enforce linkage amongst stages 1, 2, 3

draft mods Scarrone-Meredith 2008-07 ff

v1.12.1: removes revision marks following approval at SP-29
v1.12.0: includes provision for Study Items (SP-29)

v1.11.0: includes those changes from v1.8.0 agreed at SP-25.


v1.10.0: full circle

v1.9.0: a clean sheet

v1.8.0: includes comments from SA#24 

v1.7.0: includes comments from RAN, CN and T #24; also includes “early implementation” data

v1.6.0: includes comments made during review period prior to TSGs#24

v1.5.0: includes comments made at TSGs#23 (Phoenix)

v1.4.0: offered to SA#23 for approval

v1.3.0: offered to CN#23, RAN#23 and T#23 for comments

DRAFT4 v1.3.0: 2004-03-09: Incorporation of comments from Leaders list

DRAFT3 v1.3.0: 2004-02-19: Incorporation of comments from MCC members

DRAFT2 v1.3.0: 2004-01-29: Complete redraft:

v1.2.0: 2002-07-04: "USIM" box changed to "UICC apps"

2003-05-28: spelling of “rapporteur” corrected

2002-07-04: "USIM" box changed to "UICC apps"
