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Overall description
SA4 thank GSMA RILTE for their LS on RCC.14 Device Management Protocol.
SA4 have discussed the questions sent by GSMA and the response from CT1. 
SA4 has defined UE configuration parameters in MOs in SA4 technical specifications TS 26.114, TS 26.346, TS 26.247 and TS 26.234.
The UE configuration parameters of 3GPP defined MOs can be managed by any configuration protocol capable of managing UE configuration parameters using the existing documentation in the SA4 technical specifications. Currently SA4 refers to OMA-DM as optional configuration protocol solution..
Re-documenting of the UE configuration parameters in 3GPP defined MOs for RCC.14 would result in creation of duplicated definitions of all existing UE configuration parameters in 3GPP defined MOs which is time consuming to maintain and for which there is a high risk of those duplicate definitions getting out of synchronization. 
SA4 therefore share the same conclusions as CT1 (in C1-160761) and suggests that RCC.14 be enhanced to enable managing UE configuration parameters of 3GPP defined MOs without any re-documentation of the UE configuration parameters.
If RCC.14 is updated to enable managing UE configuration parameters of 3GPP defined MOs without any re-documentation of the UE configuration parameters, then RCC.14 could be considered for 3GPP SA4 defined MOs.
Actions
To GSMA NG RILTE 
ACTION: 3GPP TSG SA4 asks GSMA NG RILTE group:
1) to take the above information into account; and
2) to enhance RCC.14 to enable managing UE configuration parameters of 3GPP defined MOs without any re-documentation of the UE configuration parameters; and
3) to keep SA4 informed on progress of RCC.14.

3	Dates of next TSG SA WG4 meetings
TSG-SA4 Meeting #88	18th – 22nd April 2016	Memphis, USA
TSG-SA4 Meeting #89	27th June – 1st July 2016	Kista, Sweden
