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1. Overall Description:
In LS S4-170431 [ISO/IEC JTC 1/SC 29 N 16529] MPEG informed SA4 that the new DASH device metrics are considered useful also for MPEG DASH, and will be added to DASH Technology under Consideration. SA4 thanks MPEG for the LS, and appreciates the intention from MPEG to keep the alignment between 3GP-DASH and MPEG DASH.
SA4 wants to inform MPEG that some corrections have been made to the device metrics.The corrective CR can be found in <http://www.3gpp.org/ftp/TSG_SA/WG4_CODEC/TSGS4_93/Docs/S4-170384.zip>, and the new device metrics can be found in 3GPP 26.247, currently version 14.2.0, publicly available at 3gpp.org (follow links Specifications Home, Numbering Page, 26 series). The device metrics are defined in subclause 10.2.10, but for your convenience also included below:
[image: image1.png]10.2.10 Device information

This metric contains information about the displayed video resolution as well as the physical screen characteristics. If

the video is rendered in full-screen mode, the video resolution usually coincides with the characteristics of the full

physical display. If the video is rendered in a smaller subwindow. the characteristics of the actual video window shown

shall be logged.

If known by the DASH client, the physical screen width and the horizontal field-of-view shall also be logged.

‘The metric is logged at the start of each QoE reporting period, and whenever the characteristics changes during the

session (for instance if the UE is rotated from horizontal to vertical orientation, or if the video subwindow size is

changed).

Table 31b defines the device information metrics. If an individual metric cannot be logged. its value shall be setto 0

(zero)

Table 31b: Device information

Key Type Description
DeviceInformationList [List A list of device information objects.
Entzy bject [Asingle object containing new device information.
Start [Real-Time |[Timestamp when the device information was logged
metart Media-Time [The presentation time at which the device information was
logged
videowidth rreaer [The widlh oThe displayed video, in screen pixels (not encoded
video pixels).
videoneight Tnteger  |The height of the displayed video, in screen pixels (not encoded
video pixels)
ScreenWideh Integer [The total width of the screen, in screen pixels
Screenmeight Integer [The total height of the screen, in screen pixels
pixelmideh Float [The width of a screen pixel, in mm
pixelneight Float [The height of a screen pixel, in mm
Fieldofview Float [The actual or estimated horizontal angle subtended at the eye by
the screen, measured in degrees.





2. Actions:
ACTION: 
3GPP SA4 kindly asks MPEG to consider aligning with the revised 3GPP device metrics, and to keep SA4 informed about any progress.
3. Date of Upcoming TSG-SA WG4 Meetings:
TSG SA WG4 Meeting #95
9 – 13 Oct 2017

Venue: Belgrade, Serbia
TSG SA WG4 Meeting #96
13 – 17 Nov 2017
Venue: Ixtapa, Mexico
