[5GMS_Pro_Ph2] TS 26.510 completion.xlsx TS 26.510 queries

5.2.4.3 |Usage of Server Certificates at M4 by RTC [Imed/Ryan |pCR needed to add some context about use of provisioned server certificates in relation to|Imed still considering.
RTC.

5.3.3.1 |Dynamic Policy life-cycle TODO: Add some text and/or a figure describing the life-cycle of a Dynamic Policy.

5.3.3.1 |MQTT notifications Imed/Ryan |Question about where the endpoint of the proposed generic MQTT channel is advertised at
reference point M5.
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5.3.3.1

5.3.3.2

Application-based Service Data Flow
filtering

QoS enforcement

Thorsten

Thorsten

Is the paragraph about using Application Identifiers as alternative traffic filtering
parameters still relevant?

¢ For context, recall that the aspld and appld are inherent properties of the parent
Provisioning Session.

¢ These were removed from PolicyTemplate.applicationSessionContext but, having found
this paragraph, | am now doubting whether that was entirely the correct course of action.
e My proposal s to express application-based filtering as a third method in
ServiceDataFlowDescription by adding an extra value APPLICATION to the SdfMethod
enumeration.

¢ No additional parameters would be needed for an application-based Service Data Flow
description since the Media AF already knows the ASP identifier and Application Identifier
from the parent Provisioning Session.

Point 5:

* Redundant enforcementMethod property removed from Dynamic Policy.

* enforcementBitRate property replaced by simple Boolean indicating that the QoS is
being enforced (see clause 9.3.3.1).

« If this property of a Dynamic Policy is set once and for all when it is instantiated, and
can't change during the lifetime of the Dynamic Policy, could it be moved into an
OperationSucccess response message body (clause 7.3.3.7)?

[Thorsten] hmm, Imed was pushing for the PFDs. |
still think, that PFDs is an alternative. | dont think,
that an "application identifier" (referencing PFDs)
is the same as an "appid". Specifically, the Domain
Name (7.3.3.2) is only applicable to PFDs.
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7.1.4.4

3GPP Service URL

Thomas

Richard

pCR needed to specify generic aspects of 3GPP Service URL.
(Specific aspects for 5GMS Service URL belong in TS 26.512 Rel-18.)

Clarification needed in TS 26.512 as well.

7.3.3.1

IpPacketFilterSet shared data type

Thorsten

Views on proposed data type refactoring of IpPacketFilterSet , please.

[Thorsten]: Tos is 8bit, DSCP just 6bit. when we
only have a DSCP, itis not possible to address the

ECN bits. Using Uint instead of String is good.

7.3.3.7 |OperationSuccessResponse shared data |Richard TODO Move OperationSuccessResponse data type to top of clause 7.3.3 and renumber.
type

7.3.3.7 |OperationSuccessResponse shared data |Richard TODO Enforce specified cardinality in YAML, if possible.
type

7.3.3.10 |UnidirectionalQoSSpecification shared Richard TODO Unify with M5QoSSpecification for event exposure, if possible.
data type

8.2.3.1

ProvisioningSession resource

Imed/Ryan

pCR needed to add applicability of properties to RTC in last column of table 8.2.3.1-1.

Add to Imed's RTC pCR.

8.3.3.2

ContentProtocolDescription
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Imed/Ryan

Assume nothing extra needed here orin TS 26.114 for since content ingest/egest at M2 is
out of scope for RTC.

(This entire APl is probably out of scope for RTC for Rel-18, at least, so won't be
referenced from TS 26.114.)
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EdgeResourcesConfiguration resource

MetricsReportingConfiguration resource

Does the MetricsReportingConfiguration.urlFilters array work for RTC or does TS 26.114
need to profile it out?
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EventDataProcessingConfiguration resourc|Richard

TODO Move statement about DataAccessProfile.parameters controlled vocabulary not
being specified to TS 26.532?

9.2.3.1 |ServiceAccessInformation resource Imed/Ryan |pCR needed to add applicability of properties to RTC in last column of table 9.2.3.1-1. Add to Imed's RTC pCR.

9.2.3.1 |ServiceAccessinformation resource Imed/Ryan |pCR needed to add RTC configuration to Service Access Information as the equivalent of |Now included in Imed's RTC pCR S4-240368.
streamingAccess for 5G Media Streaming.

9.3.3.1 |DynamicPolicy resource Thorsten When multiple Service Data Flow descriptions are provided when a Media Session [Thorsten] The UPF will apply an "AND". However,
Handler instantiates a dynamic policy, should they be treated as logical OR or logical AND [for the application is will be an "OR"
by the Media AF and PCF?

9.3.3.1 |DynamicPolicy resource Thorsten Views on proposed simplification of QoS enforcement parameters down to a simple [Thorsten] When QoSEnforcement is true, which

Boolean indication.
* See above for possible further simplification as an OperationSucccess response

message body.

bitrate is used as threshold? Is traffic limiting really

a Q0Ss?
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9.4.3.1

10.2

10.2.1

10.2.2

NetworkAssistanceSession resource

Service launch mechanism

Thorsten

Thomas

(Similar to above.) When multiple Service Data Flow descriptions are provided by the
Media Session Handler when it creates a Network Assistance Session, should they be
treated as logical OR or logical AND by the Media AF and PCF?

Do we need an explicit media session handling start/stop APl separate from the 3GPP
Service URL specified in clause 6?

Client API for downlink media delivery Thomas Do you still plan to port the media session handling functional model from TS 26.512 [Thomas] Need more time.
clause 12.2.1to TS 26.501?

[Thorsten]: The network will do an "AND", i.e. look
at the combined taffic.

[Thomas] Need more time.

10.3 Client API for Background Data Transfer Imed pCR needed to specify method for Media-aware Application to request a Background Data
Transfer.
10.4 Client API for bit rate recommendation Thomas, pCR neeed to specify client notification for bit rate recommendation (same for AF-based [[Thomas] Need more time.
Paul and ANBR-based).
10.4 Client API for delivery boost Thomas, pCR neeed to specify method for Media-aware Application to request a delivery boost [Thomas] Need more time.
Paul (same for AF-based and ANBR-based).
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