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1
Decision/action requested

Agree to the proposed pCR for TR 32.829
2
References

[1] 

3GPP TR 32.829 V1.2.0 (2010-08) Alignment of 3GPP Alarm IRP and TMF TIP FM

3
Rationale

Based on discussions during SA5#73 and ongoing joint 3GPP/TMF FM Harmonization the 3GPP support for the “UnClearing an Alarm” requirement is being updated.
4
Detailed proposal

	Begin of Change


4.6.3.2
Alarm Handling

	R_TMF_RAM_BA_II_0028
	UnClearing an Alarm

The Interface shall allow an OSS to unclear an alarm generated by another OSS.

	3GPP support
	No supported.

Unclearing of alarms is likely to conflict with automatic clearing of alarms by the underlying systems.

	Recommended 3GPP updates
	None. 

Valid UC for unclear needs to be identified since

a) after an alarm is cleared, the alarm is mostly likely removed and unclear alarm does not make sense;

b) when OSS-1 generates an alarm and then generates a clear alarm, the other OSS-2 issues unclear of this alarm means OSS-1 keeps an active alarm which is already cleared.  This is illogical.

(Note: if use of unclear is to preserve the historical alarm history, then we should take note that 3GPP has Notification Log for that purpose.  The AlarmList is not intended for archiving information.)


	End of Change
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