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1
Decision/action requested

This contribution proposes to add a new requirement for VNF auto-scaling
2
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Rationale
This contribution is to add the requirement of VNFM for VNF auto-scaling.
4
Detailed proposal
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6.1
Requirements for management of virtualized network

REQ-NFVM_VN-CON-1 The following management functions should be supported: 

· The trace collection mechanism for virtualized nodes shall follow the same trace collection for non-virtualized nodes as defined in TS 32.422

· The performance management for virtualized nodes shall follow the same performance management as defined in TS 32.41x /TS 32.406/ TS 32.407/ TS 32.409.

-  FFS.
REQ-NFVM_VN-CON-A VNFM should support the following auto-scaling functionalities through Ve-Vnfm-vnf reference point: 

· Support the acquirement of VNF performance measurement resultes.
Note: The content of VNF performance measurement results is FFS.

REQ-NFVM_VN-CON-B VNFM should support the grant resource functionalities through Or-Vnfm reference point: 

· Support the grant resource, including:

· Inform the resource requirement to NFVO such as compute resource, store resource and networke resource.
· Receive the results of available resource from NFVO.

· Receive the identity of VIM from NFVO when there is available resource.  

· FFS.
REQ-NFVM_VN-CON-C VNFM should support the following auto-scaling functionalities through Ve-Vnfm-em reference point: 

· Support the expansion notification, including,

· Forwarding of configuration and events related to the virtualized resources of the VNF from the VNFM to the EM.
· FFS.
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