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1 Scope

As a result of the analysis of the requirements for the harmonization of the 3GPP and TM Forum Information Models in the context of FMC basic use cases were developed [1], [2]. These use cases led to the recognition that it would be necessary to define common operation model elements applicable for wire-line and wireless networks. This document defines these common model elements. 

To be noted: 

· The Umbrella Operation Model (UOM) described in this document provides the set of classes etc. that have been agreed for convergence to strengthen consistency of representation and semantics of network management operations in the fixed and mobile environments. 

· The UOM is necessary but not sufficient for implementation.

· The UOM cannot be used directly for implementation. Implementation classes must be derived from those in the UOM by Inheritance or some other appropriate mechanism.

· Classes derived from those in the UOM (e.g. for the fixed environment) may use different names from those used in the UOM.

2 References

1 3GPP TR 32.833 Study on Management of Converged Networks

2 TM Forum TR 166 Information Model Federation Concepts and Principles (http://collab.tmforum.org/sf/go/doc13634?nav=1)

3 Fixed Mobile Convergence (FMC) Federated Network Information Model (FNIM)
4 Model Repertoire
3 Definitions and abbreviations

For the purposes of this document, the following definitions, symbols and abbreviations apply. For definitions, symbols and abbreviations not found here. See also Fixed Mobile Convergence (FMC) Federated Network Information Model (FNIM) [3].

3.1 Definitions

None

3.2 Symbols and abbreviations

FNIM
Federated Network Information Model

FMC
Fixed Mobile Convergence
ME
Managed Element

NM
Network Management

NW
Network

UOM
Umbrella Operation Model
4 UOM

4.1 Introduction
This section introduces a number of classes and their relations that form the UOM. These classes are defined as the OMG UML defined classifier called interface.

The definitions of these classes are implementation neutral in that they only capture the semantics of the operations.  They do not: 
a) Include syntax or representation of the operation model elements;  

b) Relate to the information model elements.

Various SDOs and organizations are expected to use this interface definition for their definitions of Domain/Technology-specific operations model classes. This procedure will maximize the probability of the domain/technology specific concrete classes (from various SDOs) being semantically consistent, a necessary characteristic for FMC NM purposes. 
The set of classes is basic in that their definitions and usage are necessary for the harmonization of various Domain/Technology-specific operation model classes, forming the so-called FNOM.  

4.2 Class diagram

These classes are abstract.  Other classes are for further study.
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Figure 1: Class diagram

4.3 
4.3
Operations

4.3.1
Operation CreateThing (createEntity??)
4.3.1.1
Definition

The client requests the server to create an identifiable entity. 

The operation properties are:

	Property name
	Legal values

	isAtomic
	True

	bulkTransferPattern
	NONE 

	emitsEvents
	False

	emittedEvents
	N/A

	isOneWay
	False

	operationExceptions
	See section 6.2.2.4 [2] for exceptions.

	supportQualifier
	O


4.3.1.2
Input Parameters

	Parameter Name
	Documentation and Allowed Values
	Properties

	entityId
	It carries the identifier of the entity to be created by the Server.
allowedValues: N/A

 
	type: DN

isOrdered: N/A

isUnique: N/A

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: M



	referenceEntity
	It carries the identifier of an existing entity that is of the same class as the entity to be created.

A referenceEntity attribute value will be used to populate the new entity attribute (of the same name) in case the subject attribute value is not carried in the attributeListIn parameter. 
This parameter may contain no information.

allowedValues: N/A
	type: DN

isOrdered: N/A

isUnique: N/A

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: O



	attributeList
	It carries the entity attribute names and values to be populated to the new entity. 
These values override the values of the referenceEntity (if the referenceEntity parameter contains information) and the default values property of the entity definition.  
This parameter may carry no information.
allowedValues: N/A
	type: Any

isOrdered: False

isUnique: True

defaultValue: No value

multiplicity: 1..*

isBulkPotential: False

supportQualifier: O




4.3.1.3 Output Parameters
	Name
	Comment

	status
	


4.3.1.4
Pre-condition

None.
4.3.1.5
Post-condition

None.

4.3.2
Operation DeleteThings
4.3.2.1
Definition

The client requests the server to delete an identifiable entity.
The operation properties are:

	Property name
	Legal values

	isAtomic
	False

	bulkTransferPattern
	NONE 

	emitsEvents
	False

	emittedEvents
	N/A

	isOneWay
	False

	operationExceptions
	See section 6.2.2.4 [4] for exceptions.

	supportQualifier
	O


4.3.2.2
Input Parameters

	Parameter Name
	Documentation and Allowed Values
	Properties

	selectionCriteria
	It carries a criteria whose evaluation would yield one or more entity identifier(s). The identified entities are to be deleted. 
allowedValues: N/A


	type: Any
isOrdered: N/A

isUnique: N/A

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: M




4.3.2.3 Output Parameters
	Name
	Comment

	status
	


4.3.2.4
Pre-condition

None.

4.3.2.5
Post-condition

None.

4.3.3
Operation getThings
4.3.3.1
Definition

The client requests the server to return information (list of attribute value) of one or more identified entities.
The operation properties are:

	Property name
	Legal values

	isAtomic
	True

	bulkTransferPattern
	TBD

	emitsEvents
	False

	emittedEvents
	N/A

	isOneWay
	False

	operationExceptions
	See section 6.2.2.4 [2] for exceptions.

	supportQualifier
	O


4.3.3.2
Input Parameters

	Parameter Name
	Documentation and Allowed Values
	Properties

	selectionCriteria
	It carries a criteria whose evaluation would yield one or more entity identifier(s). The values of the attributes (see next parameter) of these identified entities are to be returned.
allowedValues: N/A

 
	type: Any

isOrdered: N/A

isUnique: N/A

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: M



	attributeNameList
	It carries the names of attributes whose values are requested by the client.
allowedValues: N/A


	type: string
isOrdered: False

isUnique: True

defaultValue: No value

multiplicity: 1..*

isBulkPotential: False

supportQualifier: O




4.3.3.3 Output Parameters
	Name
	Comment

	entityInstanceList
	It carries a list of ID of entity and the entity’s attributes (where the former is identified by selectionCriteria and the latter is identified by attributeNameList). 

	status
	


4.3.3.4
Pre-condition

None.
4.3.3.5
Post-condition

None.
4.3.4
Operation setThings
4.3.4.1
Definition

The client requests the server to populate information (list of attribute values) in one or more identified entities.
The operation properties are:

	Property name
	Legal values

	isAtomic
	True

	bulkTransferPattern
	NONE 

	emitsEvents
	False

	emittedEvents
	N/A

	isOneWay
	False

	operationExceptions
	See section 6.2.2.4 [2] for exceptions.

	supportQualifier
	O


4.3.4.2
Input Parameters

	Parameter Name
	Documentation and Allowed Values
	Properties

	selectionCriteria
	It carries a criteria whose evaluation would yield one or more entity identifier(s). The values of the attributes (see next parameter) are to be set onto the identified entity(s).
allowedValues: N/A

 
	type: Any

isOrdered: N/A

isUnique: N/A

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: M


	attributeValueList
	It carries a list of attribute value to be populated in one or more identified entities.
allowedValues: N/A

	type: Any

isOrdered: False

isUnique: True

defaultValue: No value

multiplicity: 1..*

isBulkPotential: False

supportQualifier: O



4.3.4.2 Output Parameters
	Name
	Comment

	status
	


4.3.4.4
Pre-condition

None.

4.3.4.5 Post-condition

None.
4.4 Notifications

4.4.1
Notification notify
4.4.1.1
Definition

The server notifies the client of some information regarding the managed network resources.
The operation properties are:

	Property name
	Legal values

	isAtomic
	True

	bulkTransferPattern
	NONE 

	emitsEvents
	False

	emittedEvents
	N/A

	isOneWay
	False

	operationExceptions
	See section 6.2.2.4 [2] for exceptions.

	supportQualifier
	O


4.4.1.2
Input Parameters

	Parameter Name
	Documentation and Allowed Values
	Properties

	notificationId
	It carries the identifier of this notification.
allowedValues: N/A


	type: string

isOrdered: False

isUnique: True

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: O


	entityId
	It carries the identifier of the entity whose information is being sent from server to client.
allowedValues: N/A


	type: DN

isOrdered: False

isUnique: True

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: O



	eventTime
	It indicates the time when the entity information, carried by this notification, is valid.
allowedValues: N/A


	type: Time

isOrdered: False

isUnique: True

defaultValue: No value

multiplicity: 1

isBulkPotential: False

supportQualifier: O




4.4.1.3 Output Parameters
Notification is ‘one-way’. There is no output parameter.

4.4.1.4
Pre-condition

None.

4.4.1.5
Post-condition

None.

4.3.1 
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