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2. Input to stage 2 on ESM 
1
Decision/action requested

Agree to the proposal
2
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3
Rationale

[1] has the following requirements for NM centralized ES:

__________________________


REQ-NCES-FUN-03
The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving activation to one or multiple network elements.

REQ-NCES-FUN-04
The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving deactivation to one or multiple network elements.
__________________________

S5#73 decided to use the NRM IRP based approach. 
An energySavingStatus attribute at EUtranGenericCell has already been agreed at SA5#72, but is not yet writeable.
Another contribution addresses the matter how this attribute (or an additional one) can be used to initiate energy saving activation or deactivation, when it (or an additional one) is writeable.

Independent of the decision to go for one or two status attributes, the requirements listed above can easily be fulfilled by existing CM functionality, i.e. by Basic CM IRP operation setMOAttributes using parameters scope and filter , or by using Bulk CM IRP.
4 Detailed proposal
The following statement shall be captured in the ES status document [2]:

REQ-NCES-FUN-03 and -04 can be fulfilled by Basic CM IRP operation setMOAttributes using parameters scope and filter or by using Bulk CM IRP.
_____________________________________________














































































































































