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1
Decision/action requested

Proposes the Gateway object to be included in 32.592 doc.
2
References

[1] 32.592-030 (latest version after SA5 #68, Shanghai)
3
Rationale

The latest 32.592 HeNB Info Model doc [1] does not cover Gateway object for HeNB.  This contribution proposes this object and parameters.
4
Detailed discussion
Table 1 below show the proposed Gateway object for LTE HeNB. Note that this is the mirror-image of the one that is currently defined for HNB in TR-196.
Table 1 – Gateway paramaters for HeNB
	Parameter Name
	Description
	Valid Values
	TDD/FDD
	Applicable to HNB

	SecGWServer1
	First SecGW the HeNB attempts to establish connection

with. Either hostname or IPaddress.
	STRING (64)
	TDD/FDD
	No

	SecGWServer2
	Second SecGW the HeNB attempts to establish connection

with. Either hostname or IPaddress.
	STRING (64)
	TDD/FDD
	No

	SecGWServer3
	Third SecGW the HeNB attempts to establish connection

with. Either hostname or IPaddress.
	STRING (64)
	TDD/FDD
	No

	HeNBGWServer1
	First MME or HeNB-GW the HeNB attempts to establish

connection with. Either hostname or IPaddress.
	STRING (64)
	TDD/FDD
	No

	HeNBGWServer2
	Second MME or HeNB-GW the HeNB attempts to establish

connection with. Either hostname or IPaddress.
	STRING (64)
	TDD/FDD
	No

	HeNBGWServer3
	Third MME or HeNB-GW the HeNB attempts to establish

connection with. Either hostname or IPaddress.
	STRING (64)
	TDD/FDD
	No

	HeNBGWPort
	Port number of MME or HeNB-GW used for initial S1 SCTP

contact.
	INTEGER (1..65535)
	TDD/FDD
	No


5
Conclusion / Proposal
It is proposed to agree on the proposed parameters above.
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