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Agenda Item:
6.6 Preparation of joint meeting with IFA
1
Decision/action requested

The group is asked to discuss and agree on the proposal to be sent for SA5-IFA joint meeting.
2
References

[1]
TR 32.842 Telecommunication management; Study on network management of Virtualized Networks
[2]
ETSI GS NFV-MAN-001: "Network Function Virtualisation (NFV); Management and Orchestration".
3
Rationale

There was some discussion in NFV#9 on the work cooperation between 3GPP and ETSI. This contribution is to trigger the discussion on the the details of cooperation based on the functions and interfaces. 
4
Detailed proposal
	1st proposed change


The following tables provide the area which SA5 are to be involved for the NFV discussion based on the functions and interfaces.
4.1 LCM 
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	Interfaces 
	Os-Ma-nfvo 
(OSS/BSS/NM - NFVO)
	Ve-Vnfm-em 
(EM-VNFM) 
	Ve-Vnfm-vnf 
(VNF-VNFM) 
	Or-Vnfm (NFVO-VNFM) 9 
	Vi-Vnfm (VIM-VNFM) 
	Or-Vi
(NFVO-VIM)
	Itf-N
(OSS/BSS/NM - EM)

	Functions
	
	
	
	
	
	
	

	Lifecycle management (LCM)
	Network service (NS)1 
	For Mobile NS, 
1. NM needs to trigger Generic NS LCM when it is required for mobile NS.
2. NM needs to receive state/status information about the Generic NS (supporting the mobile-NS)
	
	
	
	
	
	Define the operations and models for Mobile NS LCM 

	
	VNF2 
	For Mobile VNF, 
1.NM needs to trigger Generic VNF LCM as part of the Mobile VNF LCM procedure. 
2. NM needs to receive message about the outcome of Generic VNF LCM (supporting the mobile VNF.)
	1. EM needs to trigger mobile VNF LCM. 
2.EM needs to receive message about the outcome of VNF LCM 
	Ensure the initial configuration data for mobile network connectivity to be configured from VNFM to VNF 
	Ensure the VNF LCM can satisfy the mobile VNF LCM needs 
	
	
	Define the operations and models for Mobile VNF LCM 


4.2 FCAPS 

	Interfaces 
	Os-Ma-nfvo 
(OSS/BSS/NM - NFVO)
	Ve-Vnfm-em 
(EM-VNFM) 
	Ve-Vnfm-vnf 
(VNF-VNFM) 
	Or-Vnfm (NFVO-VNFM) 9 
	Vi-Vnfm (VIM-VNFM) 
	Or-Vi
(NFVO-VIM)
	Itf-N
(OSS/BSS/NM - EM)

	Functions
	
	
	
	
	
	
	

	FCAPS
	Network services (NS)3 
	NM needs to collect Generic NS FCAPS for correlation with the mobile network application layer NS FCAPS 
	
	
	
	
	
	Define the operations and models for Mobile NS FCAPS 

	
	VNF4 
	NM needs to collect Generic VNF FCAPS for correlation with the mobile network application layer VNF FCAPS 
	1.EM collects VNF related VR’s FCAPS for correlation with mobile VNF FCAPS. 

 
	Ensure the VNF whose VRs are impacted reports the VR data to VNFM 
	
	Ensure the VR data can be correlated with Mobile VNF data 
	
	Define the operations and models for Mobile VNF and mixed network FCAPS 


4.3 Other functions 

	Interfaces 
	Os-Ma-nfvo 
(OSS/BSS/NM - NFVO)
	Ve-Vnfm-em 
(EM-VNFM) 
	Ve-Vnfm-vnf 
(VNF-VNFM) 
	Or-Vnfm (NFVO-VNFM) 9 
	Vi-Vnfm (VIM-VNFM) 
	Or-Vi
(NFVO-VIM)
	Itf-N
(OSS/BSS/NM - EM)

	Functions
	
	
	
	
	
	
	

	Virtualized Resource management (VRM)5 
	NM needs to be able to trigger VRM 
	
	
	
	
	
	Make sure the VR data can be correlated with Mobile VNF data 

	Policy administration6 
	NM needs to be able to configure the VRM policy 
	
	
	Forwarding of the VRM policy configuration 
	
	Ensure the operator defined policy are forwarded 
	Define Mobile VNF application level policy management 

	Architecture7 
	Define Mobile VNF and mixed network management architecture based on the ETSI NFV architecture 

	E2E management procedures (mobile network) 8 
	Define Mobile VNF and mixed network E2E management for the mobile dedicated features with the reference of common procedures defined in ETSI NFV 


Note:

1: "Life cycle management — Network Service": 7.1.1, 7.1.2, 7.1.3.

2: "Life cycle management — VNF": 7.2.1 to 7.2.5.

3: "FCAPS — Network Service": 7.1.4, 7.1.5, 7.5.

4: "FCAPS — VNF": 7.2.6 to 7.2.8.

5: "Virtualized Resource management": 7.3.

6: "Policy administration": 7.4.

7: "Architecture": 5.

8: "E2E management procedures (mobile network)" means the end-to-end procedures for NFV management (of mobile networks), including the interactions among all the relevant management entities (OSS/BSS/NM, EM, NFVO, VNFM, VIM) and VNF/PNF, and if needed it will include the interactions between VNFs/PNFs too.
9: An interface has two elements: protocol and information. There are interface(s), e.g. NFVO-VNFM where 3GPP is secondary on protocol but primary on information (if the information is related to a) information model of 3GPP-defined-nodes, b) PM and FM data of 3GPP-defined-nodes or c) Mobile NSs (which is not the currently ETSI defined NS)). 
	End


