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1
Decision/action requested

Agree on the specification level requirements and add to the draft TS section 6.
2
References

TS
3
Rationale

4
Detailed proposal

1. In Sa5#71 it was agreed that the Operator shall be able to configure geographical area for MDT functionality. Within this paper we propose that the geographical area can be any of the following:

· Cell or a list of cells

· Tracking Area or a lits of Tracking Area

· Routing Area or a list of Routing Area

· Location Area or a list of Location Area

2. In RAN2 two kind of MDT data collection is defined:

· Immediate reporting

· Logged MDT

The selection of the MDT data collection method shall also be possible by Operators.

3. It is agreed as a business level requirement to have the possibility for the operator to configure UE measurement types and events for the data collection. 

4. For Logged MDT in RAN2 there is an agreement to define a time duration which determines how long the UE has to keep the collected MDT logs in the UE’s memory. This time duration shall be configurable by Operator.

Based on the above description the following specification level requirements are proposed:

6
Specification level requirements

6.1
Requirements

REQ-MDT-FUN-X1

The IRPManager shall be able to configure MDT data collection in one or more cells or TA/RA/LA. 
REQ-MDT-FUN-X2

The IRPManager shall be able to configure MDT data collection for one or more IMSI numbers in one or more cells or TA/RA/LA.

REQ-MDT-FUN-X3

The IRPManager shall be able to configure MDT data collection for one or more IMEI(SV) numbers in one or more cells or TA/RA/LA.

REQ-MDT-FUN-X4

The IRPManager shall be able to configure the type of MDT data collection (immediate reporting or logged MDT).

REQ-MDT-FUN-X5

The IRPManager shall be able to configure the time duration of the MDT data collection for logged MDT.

REQ-MDT-FUN-X6

The IRPManager shall be able to configure UE measurement types, event types and other parameters of the UE measurements for the MDT data collection.

REQ-MDT-FUN-X7

The IRPManager shall be able to configure required device capability information for MDT data collection (e.g. required free memory, battery etc.) 

Editor’s Note: the detailed list of device capabilities for MDT if up to RAN2 decision.

REQ-MDT-FUN-X8

The IRPManager shall be able to configure a certain set of required device capabilities in one or more cells or in TA/RA/LA.
