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	First change


4.10.X
Registration related measurements
4.10.X.1
Attempted registration procedures

a) This measurement provides the number of attempted third-party registrations received by a AS from the S-CSCF.

b) CC.

c) On receipt by the AS of a SIP_REGISTER message for the third party registration (see 3GPP TS 24.229 [8]).
d) A single integer value.

e) UR.Att3rdPartyReg.

f) AsFunction.
g) Valid for packet switched traffic.

h) IMS.
4.10.X.2
Successful registration procedures

a) This measurement provides the number of attempted third-party registrations received by a AS from the S-CSCF.

b) CC.

c) On transmission by the AS of a SIP_200_OK message for the third party registration (see 3GPP TS 24.229 [8]).
d) A single integer value.

e) UR.Succ3rdPartyReg.

f) AsFunction.
g) Valid for packet switched traffic.

h) IMS.
4.10.X.3
Failed third party registration procedures

a) This measurement provides the number of attempted third-party registrations received by a AS from the S-CSCF.

b) CC.

a) On transmission by the AS of a response message (e.g. SIP_4xx) indicating a failed third party registration procedure, each failed third party registration procedure is added to the relevant measurement according to the status code. Possible status codes are included in 3GPP TS 29.229 [10]. The sum of all supported per status code measurements shall equal the total number of failed third party registration procedures. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
c) Each measurement is an integer value. The number of measurements is equal to the number of the measured status codes plus a possible sum measurement identified by the .sum suffix.
d) A single integer value. The number of measurements is equal to the number of the measured status codes plus a possible sum measurement identified by the .sum suffix.
e) The measurement name has the form UR.Fail3rdPartyReg.Cause.
where Cause identifies the status code.
f) AsFunction.
g) Valid for packet switched traffic.

h) IMS.
	Next change


A.X
Use case of registration related measurements at AS
During registration, the S-CSCF shall sent the 3rd-party REGISTER requests towards the AS.The 3rd-party REGISTER related measurements at AS can reflect the performance of  the 3rd-party REGISTER processing, and help operator to evaluate the ability of AS device and optimize if necessary. 
	End of changes
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