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1
Decision/action requested

The group is asked to discuss and agree on the proposed text change.
2
References

[1]
3GPP TR 32.842 Telecommunication management; Study on network management of virtualized networks.
3
Rationale

According to the discussion in the joint discussion in NFV#9 at Prague, several comments were made to clarify the particular meaning of “ensemble” and its relationship to VNF packaging.  This contribution proposes explanatory text for the Clause B.1 Introduction of the document [1].
4
Detailed proposal

	1st Modified Section


Annex B: Ensemble
B.1 
Introduction
This annex presents number of ensembles. The benefits for identifying an ensemble are listed within each ensemble clause. However, appropriate ensemble i.e. the contents of a VNF package shall be determined by the parties (e.g. supplying vendor, procuring operator) involved in deploying a VNF in a commercial network system. Whatever the beforementioned parties decide during the development/deployment of a VNF shall not have any influence (e.g. removal, prioritazation etc.) on standardizing the reference points/interfaces relevant to the constituents of the ensemble or VNF package in question, some of whose examples have been presented in the following sub-clauses of this Annex. 

B.2 
Ensemble 1
This ensemble is an example that includes EM, VNFM, PNF and VNF as one package. The package of this ensemble is provided by the same vendor as shown in Figure 1.
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