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1
Decision/action requested

The document gives a reference on application of network management requirements to TR32.861.
2
References

[1]
3GPP draft TR 32.861 v 0.3.0 "Telecommunication Management; Study on Application and Partitioning of Itf-N"
[2]
3GPP TS 32.601: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP); requirements".
[3]
3GPP TS 32.611: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP); requirements".
[4]
3GPP TS 32.661: "Telecommunication management; Configuration Management (CM); Kernel CM requirements".
[5]
3GPP TS 32.401: "Telecommunication management; Performance Management (PM); Concept and requirements ".
[6]
3GPP TS 32.111-1:" Telecommunication management; Fault Management; Part 1: 3G fault management requirements".
3
Rationale

This pCR is proposed for a reference to the application of network management requirements part of TR 32.861 in the form of an annex. The reference lists the existing IRPs’ requirment and identifies the subset that is to be specified within the scope of TR 32.861.
4
Detailed proposal

	1st Modified Section


Annex A (informative):
Partitioning of IRP’s requirment
	No.of TS
	Version
	IRP
	Clause
	Requirements
	Subset1

	32.111-1
	12.1.0
	Alarm
	5.2
	Real-time forwarding of event reports
	Y

	32.111-1
	12.1.0
	Alarm
	5.2
	Alarm clearing
	

	32.111-1
	12.1.0
	Alarm
	5.3
	Retrieval of current alarm information and alarm history information
	Y

	32.111-1
	12.1.0
	Alarm
	5.4
	Co-operative alarm acknowledgement
	

	32.411
	12.0.0
	PM
	5.2
	Management of network performance measurements jobs(creation,suspend, resume,stop)
	

	32.411
	12.0.0
	PM
	5.2
	Collect specific performance measurements on specific network resources.
	

	32.411
	12.0.0
	PM
	5.2
	Collect the performance measurements in a file
	

	32.411
	12.0.0
	PM
	5.2
	Emit notification announcing the availability of PM file(s)
	

	32.411
	12.0.0
	PM
	5.3
	Management of threshold alarms
	

	32.411
	12.0.0
	PM
	5.5
	Request a list of available files, including the specification of filter
	

	32.411
	12.0.0
	PM
	5.5
	Manage the transfer of data files containing performance measurement data.
	Y

	32.601
	12.0.0
	Basic CM
	4.2
	retrieve the value of attributes from one or more managed object instances
	Y

	32.601
	12.0.0
	Basic CM
	4.2
	retrieve the containment relationships between the managed object instances of a containment tree of managed objects.
	

	32.601
	12.0.0
	Basic CM
	4.2
	retrieve the Basic CM IRP versions that are supported by the IRPAgent
	

	32.601
	12.0.0
	Basic CM
	4.2
	cancel a previously initiated operation if it has not completed
	

	32.601
	12.0.0
	Basic CM
	4.3
	create an instance of a managed object
	

	32.601
	12.0.0
	Basic CM
	4.3
	delete one or more instances of managed objects
	

	32.601
	12.0.0
	Basic CM
	4.3
	modify one or more attributes of one or more instances of managed objects
	

	32.611
	12.0.0
	Bulk CM
	4.3
	initiate the upload (IRP Agent to NM) of CM data over Interface-N
	

	32.611
	12.0.0
	Bulk CM
	4.3
	scope the Objects to be uploaded from the IRP Agent
	

	32.611
	12.0.0
	Bulk CM
	4.3
	initiate the download (NM to IRP Agent) of CM data over Interface-N
	

	32.611
	12.0.0
	Bulk CM
	4.3
	The IRP Agent should check the consistency, syntax and semantic of the downloaded file to ensure that the configuration changes contained in the file can be implemented in the network
	

	32.611
	12.0.0
	Bulk CM
	4.3
	activate a previously downloaded configuration file in the EM/NE via a control facility
	

	32.611
	12.0.0
	Bulk CM
	4.3
	Two activation modes may be defined for this IRP, distinguishable by their impact on network services in a live network.
	

	32.611
	12.0.0
	Bulk CM
	4.3
	Activation shall employ a best effort mechanism
	

	32.611
	12.0.0
	Bulk CM
	4.3
	pre-activation
	

	32.611
	12.0.0
	Bulk CM
	4.3
	The activation of the new configuration in the NEs shall be logged, whether successful or unsuccessful.
	

	32.611
	12.0.0
	Bulk CM
	4.3
	selectively retrieve the information contained in the log
	

	32.611
	12.0.0
	Bulk CM
	4.3
	check the status of a configuration file operation
	

	32.611
	12.0.0
	Bulk CM
	4.3
	fallback to a previously known working configuration by the IRP Manager
	

	32.611
	12.0.0
	Bulk CM
	4.3
	Interface-N shall support notifications, e.g. to indicate completion of an operation, error cases.
	

	32.611
	12.0.0
	Bulk CM
	4.3
	The file format shall be flexible enough to include all possible CM parameter types, i.e. standard parameters as well as vendor specific parameters.
	

	32.611
	12.0.0
	Bulk CM
	4.3
	Since the files are transferred via a machine-machine interface, the file format shall be machine readable using industry standard tools
	

	32.611
	12.0.0
	Bulk CM
	4.3
	the files shall be formatted in a human readable way and  be specified by using a standardised language
	

	32.611
	12.0.0
	Bulk CM
	4.3
	the IRPAgent shall ensure that only the IRPManager that started a Bulk CM session is subsequently allowed to send commands related to that session
	

	32.611
	12.0.0
	Bulk CM
	4.3
	if the IRPAgent has the information that a downloaded file has been changed during a session before pre-activation or activation,a security alarm shall be issued
	

	32.611
	12.0.0
	Bulk CM
	4.3
	the IRPAgent should maintain a log of sessions
	

	32.661
	12.0.0
	Kernel CM
	4.2
	An operation to retrieve the Network Resource IRP SS document versions 
	

	32.661
	12.0.0
	Kernel CM
	4.2
	A notification that identifies the instance of a managed object that was created.
	

	32.661
	12.0.0
	Kernel CM
	4.2
	A notification that identifies one or more instances of a managed object that were deleted.
	

	32.661
	12.0.0
	Kernel CM
	4.2
	A notification that identifies the values of one or more attributes of a managed object instance that were changed.
	

	32.661
	12.0.0
	Kernel CM
	4.2
	A notification that enables reporting of state and status changes of a managed object instance.
	

	32.661
	12.0.0
	Kernel CM
	4.2
	A notification which identifies that part of or the whole configuration information of managed system should be synchronized.
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