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1
Decision/action requested

This is a pCR to TR 32.843 for Dedicated Profile handling solution for scenario 1
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3
Rationale

This pCR proposes to describe the two solutions for handling the dedicated profile to conclude on the solution  
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.843 [1]  

	First change


4.3.1.3.2
Solution 2 – Direct Nodes Interaction 
4.3.1.3.2.1
Principles

Direct interaction between the VPLMN PCEF and HPLMN OCS.
The VPLMN PCEF in VPLMN uses the dedicated profile when the user is identified as a LBO roamer.

The OCS in HPLMN, based on the user is roaming LBO uses the dedicated profile 
4.3.1.3.2.2
Messages flows
The message flows as per clause 4.3.1.2.1.2 applies, i.e. direct interaction between the PGW and the OCS with message content as per clause 4.3.1.2.1.3. for dedicated profile 1.

The message flows as per clause 4.3.1.2.1.3 applies, i.e. direct interaction between the PGW and the OCS for dedicated profile 2.

	Next change


4.3.1.3.3
Evaluation and recommendation

Solution 1 introduces a new OCS proxy Node intended to handle the inter-PLMN dedicated profile, for the purpose of AVPs filtering: AVPs which are selected by the VPLMN not to be exposed (e.g. Serving Node Address). 
This functionality is addressed in clause 4.4.2:  the recommended solution is to re-use GSMA DEA, therefore there is no need to introduce a new dedicated OCS proxy for this purpose. 
It is concluded to adopt solution 2 - Direct Nodes Interaction.
	End of changes


