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1
Decision/action requested

Discuss and approve
2
References

[1]
3GPP TR 32.838 V1.5.0 (2015-04) Gap analysis between 3GPP SA5 specifications and NGMN Top Operational Efficiency (OPE) Recommendations
[2]

NGMN Top OPE Recommendations V1.0 http://www.ngmn.org/uploads/media/NGMN_Top_OPE_Recommendations_1.0.pdf
3
Rationale

Modify the Table 7.1.1 to ensure the “Closed” status for all items.
4
Detailed proposal

	1st modified section


Table 7.1.1
	"SON functionality / capability shall have controlled implementation in order to build trust and confidence in automation and avoid massive operational impact."

	Relevant 3GPP specifications:

32.522
	Support status
Partially supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Controlled implementation, for MRO, in the part of HO parameters modification.

The OAM parameters "maximumDeviationHoTrigger" and "minimumTimeBetweenHoTriggerChange" can be used to control modification of the HO parameters during operations of the distributed MRO SON function.
	None
	TS 32.522, CR0066R2
	Closed

	2
	Controlled implementation of the Frequency Domain ICIC
For Frequency Domain ICIC, the parameter isICICInformationSendAllowed allows to enable/disable sending ICIC load information message from source cell to target cell. 
	None
	TS 32.762, CR0005
	Closed

	3
	Controlled implementation of the Frequency Domain ICIC

Whether other parameters for controlling frequency domain ICIC are needed is for future study, which can be considered, depending on proposals from 3GPP members.
	None
	None
	Closed

	4
	Controlled implementation of the Time Domain ICIC

In view of TS 36.300, section 16.1.5: definition of objects / attributes carrying ABS patterns is missing in SA5 specifications.
Whether objects / attributes carrying ABS patterns need to be exposed over the Itf-N interface  can be considered, depending on proposals from 3GPP members.
	
None
	None
	 Closed

	5
	Controlled implementation of the Time Domain ICIC

Definition of objects / attributes carrying information of association between eNBs is missing, particularly for scenarios outlined in the Annex K of TS 36.300.
Further actions depend on proposals from 3GPP members.
	


None
	None
	
Closed

	6
	Controlled implementation of the Time Domain ICIC.

In view of TS 36.300, section 16.1.5.2, 

it should be possible to configure ABS patterns via OAM interface, to be considered as preferable by the eNB for non-member UEs in close proximity of the neighbour CSG cell.
Further actions depend on proposals from 3GPP members
	
None
	None
	
Closed

	7
	Controlled implementation of the Time Domain ICIC.

In view of TS 36.300, section 16.1.5.2, 

for CSG cells, it should be possible to configure ABS patterns via OAM interface.
Further actions depend on proposals from 3GPP members
	
None
	None
	
Closed


	End of modified sections


