3GPP TSG SA WG5 (Telecom Management) Meeting #103
S5-155242
12 - 16 October, 2015, Vancouver, Canada
revision of S5-121abc revision of S5-155059
Source:
Intel
Title:
pCR on TS 28.403 number of associated UE 
Document for:
Approval

Agenda Item:
6.4.2.2 – WLAN performance measurements on Type-2 interface (560236)
1
Decision/action requested

Discuss and approve on the text proposal.
2
References

[1]
draft TS 28.403-010
3
Rationale

This contribution proposes adding the PM measurement to count the number of associated UE to [1].
4
Detailed proposal
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4
Measurements related to WLAN

4.4
Measurements related to Station association
4.4.1
Number of associated Station
a)
This measurement provides the number of stations (see dot11AssociatedStationCount from IEEE802dot11-MIB [6]) that are associated with the WLAN AP.
b)
TF
c)

d)
A single integer value.

e)
NumberOfAssociatedStation
f)
APFunction
g)
Valid for packet switched traffic
h)
Combined
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Annex A (informative):
Use cases for performance measurements definition

A.4
Use case for station association measurements
An stationis associated with a WLAN AP, when the stationpassed the authentication process, and is able to gain full access to the WLAN AP. Association allows the WLAN AP to record each stationso that frames may be received from an stationor sent to an station. The stationassociation measurements enable operators to compute the mean and maximum numbers of associated stationin a given interval that provide statictical information on how many station(s) are served by the WLAN AP.
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