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6.5.1.2
1 3GPP Work Plan status

Percentage of completion: 15%? (previously 10%)

Estimated completion date: SA#74 – Dec. 2016 (if change: previous SA#mm - date)

Other information (WID update, Rapporteur change, etc): 

2 Technical Progress status

Summary of progress: 
8 contributions have been addressed during the sessions, and the discussed topics include:
· Business level use cases and requirements

· Specification level use cases and requirements

The approved pCRs will be captured in the following tdocs which will be sent for email approval after this meeting:

S5-156xxx for draft TS 28.510

Outstanding issues:

3 Minutes

The RG session was held on 17th, Nov: Q4.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-156125
	pCR draft TS 28.510 Add use case VNF Configuration after VNF instantiation
NN: FUN-a, should just to say to manage VNF applications;

the application specific parameters of the VNF instance is term used in IFA, in 3GPP, just deal with MOI attributes.

The attributes can be modified in two ways. There are two options

DCM: Why have two optional steps, step 3 and step 5

E///:  how can the EM know how to reconfigure the related nodes?

Intel: the actor

Edwin: the begins when, 

Conclusion: revised to 156326

	ZTE Corporation

	S5-156138
	pCR draft TS 28.510 Business level Use case of updating the VNF application specific parameters after a VNF is scaled
NN: App spec parameter

Cisco: Actor and roles should be shorter

E///: Only one Actor

Conclusion: revised to 156327

	ZTE Corporation

	S5-156139
	pCR draft TS 28.510 Specification level Use case of updating the VNF application specific parameters after a VNF is scaled
NN: dedicated -> corresponding to

NN: App spec parameter

E///: begins when…
The are two tables, should be combined to one

Conclusion: revised to 156328

	ZTE Corporation

	S5-156173
	pCR TS 28.510 Adding VNF instance configuration use case
NN: App spec parameter -> MOIs attributes

E///: Actor, only IRPManager

Conclusion: revised to 156329

	Huawei Tech.(UK) Co., Ltd

	S5-156126
	pCR draft TS 28.510 Add business level use case release the MOI(s)
NN: release -> delete

E///: it looks like not a business level

Intel: reword dedicated

Conclusion: merge with 174 and revised to 156330

	ZTE Corporation

	S5-156174
	pCR TS 28.510 Adding NE MO deletion use case
E///: MO should be plural

Pre-condition, begins when

Actor

CMCC:

Cisco: goal

Conclusion: merge with 126 and revised to 156330

	Huawei Tech.(UK) Co., Ltd

	S5-156127
	pCR draft TS 28.510 Add use case release the MOI(s) dedicated to manage a VNF instance
NN: reword release to delete

Yizhi: the reqs are not needed

DCM: 1 or 2 EM? The Ems may be different

E///: actor

Pre-condition, who is active is not import

Conclusion: revised to 156331

	ZTE Corporation

	S5-156175
	pCR TS 28.510 Addition of business level requirements for NE MO creation
NN: is it business or spec level?

NN: not app spec parameters

E///: actor

Conclusion: revised to 156332

	Huawei Tech.(UK) Co., Ltd

	
	
	


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	77.n
	Description of the action
	Rel-11
	Owner
	New
	SA5#78
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