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6.5.1.3
1 3GPP Work Plan status

Percentage of completion: 10% (previously 5%)

Estimated completion date: SA#74 – Dec 2016
Other information (WID update, Rapporteur change, etc): none
2 Technical Progress status

Summary of progress:
· The group discussed use cases/requirements related to virtualization deployment healing, virtualization-specific failure detection and notification.

· The group discussed requirements related to identifying the specific virtualized container for alarm generating.

· The group discussed requirements related to alarm correlation and detailed virtualized resources alarm information.

Outstanding issues: Define naming conventions for requirement tags consistent for all (NFV FM/CM/LCM/PM/Concept) new NFV specifications.
3 Minutes

The RG session was held on <18 Nov. 2015, Quarter 3 and 4>.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-156129
	Add business use case for virtualization deployment healing triggered by 3GPP management system
H: clarification on the term virtualization-specific. 

NTT: depands on VNF modelling.

C: for auto-healing scripts, do we have that in some place?

C: Even if there is no any auto-healing scripts , the auto healing may still happen, suggest to remove auto-healing scripts.Step 3 is in MANO GS?

Intel: meaning of faulty virtualization-specific aspect (VNF healing) of a virtualized network function?

E: One actor, MANO system? Remove the 2nd sentence in post condition.

H: Use NFV-MANO instead of NFV-MANO system to align with other UCs.Not use VNFM in a business level UC.

E: Add 3GPP in the title of UC.

->362 
Conclusion:
	NTT DOCOMO

	S5-156130
	Add business use case for virtualization-specific failure detection and notification by NFV-MANO
N: detected by VNF in Begins needs rewording.fault may be detected by other like MANO part.

E: Why VNF has to do the reporting to VNFM?

NTT: EM needs help from MANO.

E: This uc is premature for TS. Border open.

N: We can add an editor note to say the UC is valid in some conditions.

->363 
Conclusion:
	NTT DOCOMO

	S5-156131
	Add specification use case of virtualization deployment healing through operation request to VNFM from EM
E: notified to EM in Begins when? 

N: here not say how, could be from right.

E: VNFM sends to EM a notification in step 3, is this a response to request from EM?

I: Not put FFS in the note in precondition.

DT: EM can follow in the post condition, shouldn't be VNFM?

H: Why need notifications in step 3 and 5 since there will no auto healing according to pre condition? EM sends the request,just needs to wait the response, what is the use of such notification? notification is useful for there is also auto healing.

E: justification for such notification?
->364 
Conclusion:
	NTT DOCOMO

	S5-156132
	Add specification use case of virtualization-specific failure detection and notification by VNFM
N: wording changes need in begins when, detected by who. Step 1, it is not VNF

->365 
Conclusion:
	NTT DOCOMO

	S5-156134
	Add business and specification requirements related to VNF healing and virtualization fault notification
N: Fun4 change the request message to request. Fun1 in 6.1.4 it is not VNF.

H: merge the 1st req with Huawei tdoc.

E: propose to also add note for Fun1 in 6.1.4.

CMCC: change it to node level or move to 28.500?

H: We can resolve the issue after the guideline discussion, so far the place is good.

->366 
Conclusion:
	NTT DOCOMO

	S5-156140
	pCR draft TS 28.515 Specification level use case of identifying the specific virtualized container in which an alarm was generated
E: ETSI MANO VNF in actor, but use VNF on other place, aglign them.

N: Why the goal is needed for manager? Why we need such uc? The identification is done by VNFM.

E: VNFM send to EM: VNF id and VR id

Offline
Conclusion:
	ZTE Corporation

	S5-156176
	pCR TS 28.515 Adding contents for concepts clause
NTT: Some content (hardware related) of generic FM concept is not applicable for NFV. Remove application in 2nd bullet.

Other wording changes.

->367
Conclusion:
	Huawei

	S5-156177
	pCR TS 28.515 Add requirements for detailed alarm information reported from VNFM to EM
No need for add new reqs since the existing req concludes VR info.only need to add VNF and VNFC.

->368
Conclusion:
	Huawei

	S5-156179
	pCR TS 28.515 Addition of alarm correlation business level requirements
Needs wording changes on reqs.

Offline.

->369
Conclusion:
	Huawei

	S5-156178
	NFV Fault Management WI Status Report
Provided by Rapporteur as WI status global information for the group.

Conclusion: Noted.
	Huawei

	
	
	

	
	
	


4 Action items
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