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1
Decision/action requested

The group is asked to discuss and agree on the use case.
2
References
[REF-A]
TR 32.842 “Telecommunication management; Study on network management of Virtualized Networks”.
[REF-B]
TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”. 
3
Rationale

Based on the business and specification-level use cases related to VNF scaling already present in [REF-B, version 0.1.0], it is proposed to add corresponding requirements to cover:

a) The request of VNF scaling from EM to VNFM, with indication of specific information in the request.
b) The support of lifecycle change notifications from VNFM to EM, with indication of specific information to be present in the notification.
4
Detailed proposal

It is proposed to make the following changes to TS 28.525 [REF-B].
	1st proposed change


6.1.3
Requirements for Ve-Vnfm-em

REQ-NFV_LCM_Ve-Vnfm-em-FUN-1
The Ve-Vnfm-em reference point shall support a capability allowing EM to send VNF instantiation request.

REQ-NFV_LCM_Ve-Vnfm-em-FUN-2
The Ve-Vnfm-em reference point shall support a capability to inform EM the result of VNF instantiation.

REQ-NFV_LCM_Ve-Vnfm-em-FUN-3
The Ve-Vnfm-em reference point shall support a capability allowing EM to request to VNFM the scaling of a VNF instance.

REQ-NFV_LCM_Ve-Vnfm-em-FUN-4
The Ve-Vnfm-em reference point shall support the request message from EM to VNFM for scaling a VNF instance to indicate the type of VNFC to scale and the value of scaling.
REQ-NFV_LCM_Ve-Vnfm-em-FUN-5
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to notify to EM about VNF instance lifecycle changes.
REQ-NFV_LCM_Ve-Vnfm-em-FUN-6
The Ve-Vnfm-em reference point shall support the notification message from VNFM to EM about VNF instance lifecycle changes to indicate the type of lifecycle procedure, whether it is the start or the end of the procedure, and the results of lifecycle procedure with indication of errors if the procedure is not succesful.  
