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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]

3
Rationale

It is proposed to revise the terminology in section 5.4.4.1 in draft TS 28.500.
4
Detailed proposal

	1st proposed change


5.4.4 
LCM use cases 

Editor’s note: including package management and image management.

5.4.4.1 Use Case of Network Service instance Deployment  
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To deploy a NS instance in a mobile network that includes virtualized network functions
	

	Actors and Roles
	3GPP management system (NM part).

	

	Telecom resources
	
NFV-MANO.
	

	Assumptions
	Existing VNF instance(s) could be used by the new NS instance.
	

	Pre-conditions
	
	

	Begins when 
	3GPP management system decides that a new NS instance is to be instantiated. 
	

	Step 1 (M)
	3GPP management system decides on the type and capacity of a NS instance, and sets NS instantiation request with proper parameters. 
	

	Step 2 (M)
	3GPP management system sends NS instantiation request to NFV-MANO.
	

	Step 3 (M)
	NFV-MANO instantiates the NS instance based on request from 3GPP management system.
	

	Ends when (*)
	3GPP management system receives response from NFV-MANO that a new NS instance is instantiated.
	

	Exceptions
	
	

	Post-conditions
	A new NS instance is ready for service. 
	

	Traceability (*)
	
	


	End


