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6.4.1.3
1 3GPP Work Plan status

Percentage of completion: [TBD on the OAM closing plenary]% (previously 15%)

Estimated completion date: SA#74 – Dec 2016
Other information (WID update, Rapporteur change, etc): none
2 Technical Progress status

Summary of progress:
· The group discussed procedure flow related to virtualization-specific aspect failure detection and notification, procedure flow of NE alarm correlation in the context of NFV.

· The group discussed business level use case for alarm handling in the context of NFV and the mapping of VNF application alarm and VNF instance related virtualized resource alarm.
· The group discussed the resource information requirements on Ve-Vnfm-em reference point and whether SA5 will/can provide functional requirements for the IFA entities.
Outstanding issues: None.
3 Minutes

The RG session was held on <13 Apr. 2016, Quarter 3>.
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-162122
	pCR TS 28.515 Adding clarification on the virtualization-specific fault
I: 3GPP management system means?

E: be careful for duplicated alarms.
N: alarms sent to all (VNFM and EM)?

CM asked difference between the use case 6.4.3 and 6.4.4

->277
Conclusion:
	Huawei

	S5-162123
	pCR TS 28.515 Adding business level use case for alarm handling in the context of NFV
E: step 3 is about Itf-N? be careful for clearing VR alarms from NM.

H: it is for itf-N only. For clearing VR alarms from NM, more thinking is needed.

N: should not be a sequence for the alarm handlings because only some of the handlings are needed in some situations.
N: should be entity level business UC.

H: ok

Conclusion: Noted.
	Huawei

	S5-162124
	pCR TS 28.516 Adding procedure flow of NE alarm correlation in the context of NFV
I: add ref for the identifiers

NTT: VNF id plus VM id.

E: needs rewording for step 5.
C: needs rewording for the virtualized failure report.

H: ok with these comments.
-> 278

Conclusion:
	Huawei

	S5-162125
	pCR TS 28.516 Adding procedure flow of virtualization-specific aspect failure detection and notification
E: needs changes for Abbreviations clause.

H: ok

E: where should be the EM mapping table? This procedure is just one possibility.
H: the mapping will be discussed in another contribution. Agree that this is just one possibility.

N: alarm info in the two procedures is same?

H: not same.

E: the alarms in the two procedures both are the vendor’s responsibility to send them.

->279

Conclusion:
	Huawei

	S5-162126
	pCR TS 28.515 Adding resource information requirements on Ve-Vnfm-em interface
E asked the possible two interpretations of the req. The 1st one is to include these info in the alarm from VNFM.

H: intention is for this.

N: the clause is for ref point reqs. How we write functional reqs?

The group discussed the impact of the ref point req clause in all the five TSs.
->280

Conclusion:
	Huawei

	S5-162127
	Discussion paper on mapping of VNF application alarm and VNF instance related virtualized resource alarm
N: any suggestion for next step?
Conclusion: Noted.
	Huawei
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