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1
Decision/action requested

Agree to add the proposed use case.
2
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3
Rationale

 This contribution proposes the business level use cases of VNF software update. 
4
Detailed proposal
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5.4
High-level use cases

…
5.4.X
VNF software update
	Use Case
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Update the VNF instance software.
	

	Actors and Roles
	EM
	

	Telecom resources
	EM
NFV-MANO system (VNFM, NFVO), VNF
	

	Assumptions
	
	

	Pre-conditions
	The VNF package including the new version of the VNF application software has been on-boarded and corresponding new VNFD is ready.
	

	Begins when 
	EM receives the request to update the software of a managed VNF insance.
	

	Step 1 (O)
	EM requests NFV-MANO to do the preparation for the software update of the subject VNF instance (e.g. allocates new resources, if necessary).
	

	Step 2 (O)
	NFV-MANO notifies EM the completion of the preparation.
	

	Step 3 (M)
	EM starts the update of the VNF insance software.
	

	Step 4 (M)
	NFV-MANO system is nodified the completion of the software update, and updates the VNF instance information.

Note: The information which needs to be updated in NFV-MANO side is FFS.
	

	Ends when (*)
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The VNFsoftware is updated.
	

	Traceability (*)
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