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	The 1st change


7.8
Common Channel Optimization (CCO)
Table 7.8.1

	Top OPE Recommendations Clause 4.8: Common Channel Optimization


“NGMN recommends that SON solutions for common channel Optimization are implemented according to the following principles.

•
It is preferable to perform optimization of DL common channel parameters for a group/cluster of cells rather than for each cell in isolation.”


	Relevant 3GPP specifications: 

TS 28.658, 32.425
	Support status

Supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	The TS 28.658 defines parameters, such as referenceSignalPower, commonChannelPowerOffset that can be used for optimization of DL common channel in the group/cluster of cells within centralized SON solution. The information collection can be based on PM measurements such as RSRQ related measurements defined in the TS 32.425, section 6.2. The SON solution will be capable of optimization of DL common channel parameters for a group/cluster of cells
	None
	
	Closed


Table 7.8.2

	Top OPE Recommendations Clause 4.8: Common Channel Optimization


“NGMN recommends that SON solutions for common channel Optimization are implemented according to the following principles.

•
It should be possible to independently optimize parameters of each common channel. However, it is not precluded that parameters of several common channels are optimized simultaneously by the SON function.”


	Relevant 3GPP specifications: 

TS 36.300, 28.658
	Support status

Not supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	There are configuration parameters common for multiple channels such as commonChannelPowerOffset in TS 28.658. However there are no separate measurements or configuration parameters for particular channels PCCH (PCH) or BCCH (BCH) defined in 3GPP. Therefore independent optimization of parameters of each common channel is not possible
	None
	None
	Closed
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