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1
Decision/action requested

Agree to add the proposed requirements and use cases.
2
References

3
Rationale

NFV-MANO system supports multiple NS and VNF LCM functions. It provides flexibility and convenience of network management for operators, in other hand, it introduce more risks of incorrect operation. Hence, operators need NFV-MANO to have the capability, which is to enable/disable some LCM operations (e.g, VNF termiantion) based on the demands of operators. 
This contribution proposes the enabling/disabling termination requirements and use cases. 
4
Detailed proposal

	1st modified section


5.1.5
LCM requirements
REQ-NFV_LCM_SYS-CON-x 3GPP management system shall have the authority to determine the termination of a VNF instace(s).

	2nd modified section


5.4
High-level use cases

…
5.4.4
LCM use cases
5.4.4.x Determination on the termiantion of the corresponding VNF instance(s)
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	3GPP management system determines to terminate a VNF instance(s) based on the operator’s needs or the pre-configuration policy.
	

	Actors and Roles
	3GPP management system determines the termination of the corresponding VNF instance(s) for an NE.
	

	Telecom resources
	NFV-MANO, VNF
	

	Assumptions
	The operator makes the decision to terminate the corresponding VNF instance(s) for an NE. 
	

	Pre-conditions
	
	

	Begins when 
	3GPP management system completes the preparation for the VNF termination.


	

	Step 1 (M)
	3GPP management system determines to terminate the corresponding VNF instance(s) and requests NFV-MNAO to implement the termination.
	

	Step 2 (M)
	NFV-MANO completes the termination operation towards the specific VNF instance(s).
	

	
	
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	
	

	Traceability
	REQ-NFV_LCM_SYS-CON-x
	



	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


	End of modified sections


