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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]
Draft TS 28.515 Fault Management (FM) for mobile networks that include virtualized network functions Requirements v0.3.0.
3
Rationale

The use case of NE alarm correlation has been documented in draft TS 28.515 [1]. This use case describes that EM or NM makes the alarm correlation based on the virtualized resource failure reports sent from VNFM and VNF application alarms. To perform alarm correlation and analysis, VNFM should provide some necessary resource information (e.g. VNFC Identifier, VM Identifier, vNIC or vPORT Identifier) which can be used to correlates virtualized resource failure reports and VNF application alarms.
4
Detailed proposal
It is proposed to make the following changes to TS 28.515 [1].

	1st proposed change


6.1.3
Requirements for Ve-Vnfm-em
REQ-NFV_FM_Ve-Vnfm-em-FUN-1
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to notify EM the VNF and/or VNFC instance related virtualized resource failure reports, in which information (e.g. VM Identifier, vNIC/vPORT Identifier) of faulty VNF and/or VNFC instance is included.
REQ-NFV_FM_Ve-Vnfm-em-FUN-2
The Ve-Vnfm-em reference point shall support a capability allowing VNFM to notify EM the virtualization-specific aspect failure reports, in which information of faulty VNF and VNFC instance(s) is included.

REQ-NFV_FM_Ve-Vnfm-em-FUN-3
The Ve-Vnfm-em reference point shall support the EM to send to VNFM a request to recover the faulty virtualization-specific aspect of a virtualized network function (VNF healing) indicating the corresponding healing procedure and VNFC instance(s).

	End of changes


